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SUMMARY

, The objectives of the Failure Analysis for Composite Structural Materials program are to

develop analytical and diagnostic techniques that can be used for determining the causes

of failure in composite materials and to incorporate these results into a compendium of

procedures which nwy be used as a reference manual when conducting a postfailure

analysis of a composite structure, given the failed part as the starting point of the

investigation. Such techniques include flowcharts describing the logical arrangement of

investigative operations along with diagnostic procedures that will reveal the cause and

mechanism of failure. To achieve these objectives, this program is divided into five tasks.

o Task I-Literature search and diagnostic technique selection) "

o Task 2-Specimen production and test ". ..

o Task 3-Diagnostic technique evaluation',

o Task 4-Creation of a failure analysis'compendium) ,' -

o Task 5-Evaluation and demonstration of techniques

This interim report summarizes the progress and findings of activities carried out for

Tasks I through 3 which identified, organized, and examined a variety of postfailure

analysis methods for composite materials. Because such failures may arise from a wide

variety of causes, analysis techniques examined included four basic disciplines:

nondestructive evaluation (NDE), stress analysis, fractography, and materials

characterization.

In Task 1, each of these disciplines was reviewed, and specific methods valuable to the

postmortem analysis of failed composite structures were identified. This investigation

was accomplished by reviewing available literature in each diagnostic area and by visiting

experts throughout the United States.

The literature search revealed that there were well-developed capabilities applicable to

postfailure analysis using the techniques of nondestructive evaluation and materials

characterization. The techniques of fractography and stress analysis were also identified

in the literature, but were found to be not sufficiently developed for direct incorporation

irto the program compendium. At the conclusion of Task 1, detailed flowcharts were

developed outlining a logical, sequential procedure for conducting a postfailure analysis of

composite materials.
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In Tasks 2 and 3, specimens were fabricated, tested, and examined to evaluate fracto-

graphic analysis methods for composites.

Fractographic analysis was evaluated as a technique for identifying the load state,

direction, and origin of fracture under both singular and miultiple, more complex

conditions of failure. Specimens for these examinations were made from Hercules 3501-
6/AS4, and tested under Task 2. For this reporting period, these tests included controlled

delamination of laminates under modes I and 2 in a variety of environmental conditions,

and translaminar fracture under conditions of tension and compression.

Examinations of these specimens under Task 3 revealed several methods for identifying

the load state, direction, and origin of fracture.

o Mode I interlaminar fractures were identified by their flat fracture morphology.

The direction of crack growth could be established by examining the direction of

river mark coalescence or resin microflow.

o Mode 2 interlaminar fractures were identified by their rough, hackled fracture

morphology. In some cases, crack growth was identified by the direction of hackle

tilting.

o Translaminar tension fractures were identified by a rather rough fracture

morphology with conditions of fiber pullout and undamaged fiber-end fracture. The

direction of crack propagation could be determined by mapping the direction of

fiber-end fractures.

o Translaminar compression fractures were identified by a flat overall fracture

surface with fiber-end fracture and fiber microbuckling. The direction of crack
propagation could not be conclusively identified, but was observed to be parallel to

the fiber fracture neutral axis.
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1.0 INTRODUCTION AND OB3ECTIVES

The need to develop a comprehensive postfailure analysis capability for composite

materials has become apparent in recent years. With the increasing use of these

materials in aerospace applications, unanticipated failures under full-scale test conditions

as well as in service are more likely to occur. This likelihood makes it necessary to

develop the technology (or capability) to identify the causes and understand the circum-

stances of such failures, so that improvements to future designs can be made or

appropriate corrective actions taken.

The steps for determining the causes of component failure in metallic structures are well

established. Not only do postfailure investigators have a well-established protocol, but

they can also draw on a battery of recognized analytical methods. Unfortunately, that is

not the case with composite materials. Neither a well-accepted protocol (failure analysis

logic network, or FALN) nor a set of analysis methods exists to determine failure causes

for composite materials.

This program is specifically aimed at correcting that situation. The objective is to

establish a widely disseminated and generally accepted "Composites Structure Failure
Analysis Handbook"-or the equivalent for composite materials of such metals books as the

Air Force electron fractography and the American Society for Metals (ASM) fractography

and failure prevention handbooks. While this program will not produce the handbook, it

will produce the Compendium of Postfailure Analysis Techniques for Composite Materials,

which should provide the basis for the handbook.

To provide the basic technology required for successfully carrying out a composites

postfailure analysis investigation, this program consists of three primary objectives:

o Establish, verify, compile, and demonstrate techniques and procedures for the

postfailure analysis of graphite-epoxy structures

o Define a logical investigative sequence, using the above procedures, that identifies

the starting point, mode, and reason for in-service failures

o Establish a compendium that summarizes the techniques and investigative

pt ocedures defined above.



To achieve these objectives Boeing's existing FALN has been structured as follows:

o Task 1-Literature Search and Diagnostic Technique Evaluation

o Task 2-Specimen Production and Test
o Task 3-Diagnostic Technique Evaluation

o Task 4-Creation of a Failure Analysis Compendium

o Task 5-Evaluation and Demonstration of Techniques

These tasks and their interrelationships are schematically illustrated in Figure 1-1, and

Boeing's FALN is shown in Figure 1-2. Tasks I through 3 address the compilation and
review of the various diagnostic techniques and protocols available, then select and

evaluate their overall utility and effectiveness on test specimens made to tail under
controlled conditions. The resulting compendium (Task 4) will provide a listing of the

techniques and procedures found to be applicable in Tasks I through 3. This compendium
will be presented in an instructional format and will include example data/information as
well as appropriate FALNs to guide investigators along a logical analysis path. In Task 5

this compendium will be applied by Boeing to three failed components selected and

submitted by the Air Force.

This interim report covers activities completed in Tasks I through 3. Significant features

are:

o A review of existing literature

o Detailed failure analysis logic networks (FALNs)

o Detailed descriptions of specimens fabrication and test procedures

o Fractographic analysis findings for specimens failed under simple, singular-failure

conditions.

Uncompleted activities in Tasks 2 through 5 will be documented in the final report at the

conclusion of the programs' technical effort.

2
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2.0 APPROACH

This program has been structured to produce a Compendium of Postfailure Analysis

Techniques for Composite Materials-along with several supporting examples of its

application and effectiveness. The fundamental approach is to use Boeing's existing

expertise and pertinent scientific literature, and then through a series of five tasks to

identify, evaluate, summarize and demonstrate the techniques and procedures necessary

for a rudimentary failure analysis. The tasks are as follows:

o Task 1-Literature Search and Diagnostic Technique Evaluation

o Task 2-Specimen Production and Test

o Task 3-Diagnostic Technique Evaluation

o Task 4-Creation of a Failure Analysis Compendium

o Task 5-Evaluation and Documentation of Techniques

Figure 1-1 illustrates the specific interrelationships of these tasks, with Boeing's

experience forming the basic foundation at program start. In general, comprehensive

failure analysis has been hampered by a lack of clearly defined information requirements.

Research, while moving forward, has not always addressed large-scale in-service failures

or the needs of the failure analyst. Since Boeing has been involved in composite failure

analyses since 1977, that experience and FALN (see Figure 1-2) have produced an initial

model defining the necessary requirements, techniques, and procedures.

Tasks I through 3 systematically identify, review and evaluate the diagnostic techniques

necessary for a failure analysis.

Task 1 compiles diagnostic techniques from the available literature for: (1) direct

incorporation into the final compendium, (2) additional study, or (3) elimination. Since

many of the techniques for performing a failure analysis may already exist, this literature

review represents a logical starting point; it includes nondestructive evaluation, stress
analysis, materials characterization and fractographic analysis techniques. Task I also

involved on-site visits with specific experts to further define existing capabilities.

Those techniques selected for further study in Tasks 2 and 3 were evaluated by examining

pedigree specimens that failed under tightly controlled conditions. These studies were

carried out on a model state-of-the-art carbon fiber/3500 F curing epoxy system in order
to provide standard baseline data.

5



Information generated by Tasks 1 through 3 should provide the majority of information

necessary to establish a Compendium of Postfailure Analysis Methods for Composite

Materials (Task 4). This compendium will assemble the diagnostic techniques and FALNs

into an instructionally oriented failure analysis form. Use of the compendium will be

evaluated by an exercise involving analysis of three failed components. The exercise will

evaluate the investigative sequence, as well as the fractographic, nondestructive, and

materials characterization techniques examined and developed in this program. Because

of the complex nature of these parts, detailed stress analyses will not be performed.

16
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3.0 RESULTS

3.1 TECHNICAL PROGRESS AND RESULTS

During performance of Tasks 1, 2, and 3, considerable progress has been made toward

achieving the program objectives.

3.1.1 Task 1-Literature Search and FALN Development

The objectives of this task were twofold: first, to review existing diagnostic techniques

and identify those of potential value for composite materials failure analysis; and second,
to organize these techniques into a logical framework describing their sequence of use.
The framework considers the type of information obtainable by each technique, its value,

and its relationship to other techniques.

Literature published from 1978 to the present was reviewed to identify existing diagnostic
techniques for composite failure analysis. These documents addressed four general areas:
nondestructive evaluation, stress analysis, fractography, and materials characterization.
A total of 286 abstracts were identified, and 58 papers were examined.

Well-developed diagnostic techniques were identified for both nondestructive evaluation

and materials characterization. In both these areas, there were many techniques that
were sufficiently mature for direct incorporation into the "Compendium of Postfailure
Analysis Techniques for Composite Materials." However, in fractography and stress
analysis, the information available was insufficiently developed or documented for direct

incorporation.

In the case of stress analysis, most of the surveyed literature focused on simple specimens
failed under idealized conditions. Such techniques generally assumed relatively simple
failure criteria and were capable only of roughly approximating the load at failure.
Consequently, while it is reasonable to assume that these techniques might be improved to
deal adequately with in-service failures, the accuracy, documentation, and degree of

detail in current stress analysis literature is inadequate for direct incorporation into a

useful compendium.

7
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In the area of fractography, the situation was similar. Again, a significant portion of the

literature reviewed relatively small coupons failed under ideal conditions, although some

documents dealt with methods for analyzing larger, full-scale coupons. In general, while

the available literature on fractography makes an important contribution to the under-

standing of fractures, it did not appear sufficiently complete to be directly incorporated

into the final compendium.

Under Task 1, Boeing's initial FALN was reviewed, updated, and expanded. This FALN

delineates the logical sequence of investigative operations required for carrying out a

failure analysis, and describes when and where to employ nondestructive evaluation, stress

analysis, materials characterization, and fractography. Because this FALN applies these

techniques on a broad scale, four sub-FALNs were developed to describe the logical flow

of analysis in greater detail for each major discipline. To aid investigators in selecting

the best techniques for these sub-FALNs, supporting charts were also developed under
Task 1. The charts (contained in this interim report) describe the uses, attributes, and

drawbacks of the most useful analysis techniques.

3.1.2 Task 2-Production of Specialized Test Specimens

The primary objective of Task 2 was to design, fabricate, and test specimens that failed

under a single failure mode with a known crack direction or under complex, multiple

conditions. The task was divided into two subtasks, 2A and 2B. The first of these

subtasks examined the simpler conditions of failure, whereas subtask 2B examined

multiple, complex conditions.

During this report period, all of the specimens for each of the two subtasks were designed

and produced. In accordance with Boeing procedures, these specimens were cured at

177 0 C (350 0 F), and employed Hercules 3501-6 resin with AS-4 fibers. Vendor tests of the

materials were performed prior to fabrication to establish the pedigree of the material.

In addition to design and fabrication, specimen tests were completed for the subtask 2A

(singular failure mode) specimens during this report period. Four specimen configurations

were tested, each of which was designed to provide control over the mode and direction of

crack propagation. In the case of interlaminar fractures, failures were produced under

mode I (tension) conditions, using a double cantilever beam specimen configuration.

Failurcs under mode 2 (shear) conditions were produced using an end-notch flexural



specimen geometry. Controlled fractures through the laminate thickness (translaminar)

were generated using notched-beam flexure for mode I (tension and compression) and

notched rails for mode 2 (shear). As part of subtask 2A, specimens were also tested at

-540C (-65 0 F), 21 0 C (700F), 21 0 C (70 0 F) wet, 82 0C (180 0 F), 82 0 C (180 0 F) wet, 1320 C

(270 0 F), and 1320C (2700F) with, as well as without, prior environmental moisture

conditioning.

3.1.3 Task 3-Diagnostic Technique Evaluation

This task established and evaluated fractographic techniques for identifying the direction

and mode of crack propagation, and contributing conditions such as environment, defects,

etc., involved in failure. During this reporting period, interlaminar modes I and 2, and

translaminar mode I tension and compression failures were examined. For each of these

fractures, a variety of analytical methods for identifying the direction and mode of

failure were evaluated. Consistent with the failure analysis logic networks developed

under Task 1, this task employed both optical and scanning electron microscope (SEM)

analysis methods for examining these relatively simple singular failure conditions.

Detailed examinations of interlaminar and translaminar singular failures revealed

significant differences in fracture characteristics.

interlaminar mode I fractures were relatively easy to identify and analyze. For this mode

of failure, the direction of crack propagation can be discerned by examining the direction

of cumulative river mark coalescence or detailed resin microflow. Mode I failures are

easily identified by their consistently flat fracture topography.

Interlaminar mode 2 shear fractures typically exhibit a rougher and more complex

appearance than those noted under mode I (tension). Because of their more complex

appearance, it is more difficult to determine the crack propagation direction of mode 2

fractures. For cross-ply layups (ply orientations other than 0/0-degree), the tilt of the

fractured epoxy platelets or hackles are aligned in the direction of crack propagation.

However, for 0/0-degree ply layups, the hackles are aligned roughly parallel to the crack,

but are oriented both toward and away from the direction of crack propagation, and

therefore do not reliably indicate crack growth direction.

9



Translaminar mode 1 fractures are easily identified by extensive fiber pullout and the

distinctly radial morphology of the fractured fiber cnds. This radial morphology indicates

the local direction of fiber-end fracture. The cumulative direction of these individual

fiber-end fractures corresponds to the direction of crack growth.

Translaminar compression fractures typically exhibit extensive fracture surface damage

and fiber microbuckling. Though this mode is relatively easy to identify, no combination

of discrete features was found that can be used to determine clearly the direction of

crack propagation.

3.2 FINDINGS AND CONCLUSIONS

In summary, the results obtained in Task 3 indicated that several distinct fractographic

features exist that are useful in determining the direction, and thereby the origin and load

state, of fracture. Interlaminar and translaminar tension failures were relatively

straightforward, but interlaminar shear and translaminar compression failures were more

complex.

Although the latter two fracture types appeared fairly easy to identify, determining the

direction of crack growth was considerably more difficult. Under conditions of compres-

sion, difficulty resulted from extensive fracture surface damage. For interlaminar shear,

difficulties arose from the random orientation of features to crack growth.

In these latter cases, further study within Task 3 is necessary to resolve concerns and

improve the techniques so that they are useful for widespread application.

10
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A' 4.0 TASK 1-LITERATURE SEARCH AND DIAGNOSTIC TECHNIQUE SELECTION

4.1 ORGANIZATION AND STATUS

This task encompassed two activities. In the first, literature on the subject of composites

failure analysis was collected and reviewed. In the second, Boeing's previously established

failure analysis logic networks (FALNs) were reviewed and then expanded to develop a

comprehensive guideline for the failure analyst. Both activities have been completed.

Findings from the literature search are reviewed in Section 4.0. Section~ 5.0 presents

comprehensive failure analysis logic networks that have been developed for each of the

four investigative disciplines.

4.2 LITERATURE SEARCH INTENT AND TERMS

The literature search was carried out in the disciplines of fractography, stress analysis,

materials characterization, and nondestructive evaluation because they are the four basic

procedures used in the failure analysis of metal and unreinforced polymer systems. While
a developed failure analysis procedure does not exist for composites, the basic concerns in

performing a postmortem analysis were judged to be similar for all material systems, and

include failures due to process and fabrication errors, design errors, and service

conditions.

The objective of this task was to review available literature and identify technologies that

are useful for analyzing failures in composite materials.

An authoritative document, with a comprehensive listing of these technologies and their
relationship to the analysis of failed components, does not exist. However, in recent

years composite materials have been the subject of considerable research and testing, and
many of the technologies necessary to carry out a failure analysis have been established.

Consequently, the collection and review of existing relevant information was a logical
starting point from which to develop a compendium of methods for the failure analyst.

Accomplishing this task served several purposes. Gathering the information provided an
accurate listing of sources for techniques that relate to analyzing composite materials.
Much of the information provided direct reference data and a good listing of analysis
techniqjues and attributes for the "Compendium of Postfailure Analysis Techniques for
Composite Materials." Shortcomings and inadequacies in analysis techniques were also



identified, revealing .,me methods of potential value that have not been sufficiently

developed. Identifying these techniques provided a clearer picture of many concerns and

problems that must be addressed in Task 3 or in subsequent follow-on activities.

The four analytic disciplines are considered necessary to assess the extent of damage, to

reconstruct the sequence of failure, to identify anomalous fabrication conditions, and to

evaluate the criticality of service-generated defects and flaws.

A computerized literature search in each of these disciplines was performe I on documents

published from 1978 to the present employing the NTIS and NASA data bases. The

literature was searched using a list of key words: chemical analysis, cure, curing,

composite materials, degree of cure, delamination, dynamic mechanical analysis, environ-

mental fractures, failure analysis, fractography, fracture, fracture mode, graphite-epoxy

composites, materials characterization, microcracking, neutron radiography,

nondestructive evaluation, nondestructive inspection, nondestructive testing, optical

microscopy, scanning electron microscopy, thermomechanical, ultrasonics, and X-ray

radiography.

The listed words were selected based on Boeing's estimation of techniques or topics

related to the analysis of failed composites. Approximately 365 abstracts were obtained.

Based on evaluation of these abstracts, 109 articles were ordered for detailed review, and

the review evaluated each article for its theoretical foundation, supporting data or

models, experimental validity, and value in performing a failure analysis.

4.3 LITERATURE SEARCH-FRACTOGRAPHY

Reviewing the available literature on the fractographic aspects of failed composite

- materials from 1978 to the present reveals that the subject has been investigated by a

significant number of researchers. Notable contributors to this body of information and

their articles are listed in the reference section of this report. As illustrated in Figure

4-1, these investigations covered a wide variety of layups, specimen configurations,

imposed fracture environments, and load conditions.

In reviewing the research, it is important to recognize that the majority of fractographic

examinations carried out in a postfailure analysis will be directed toward determining the

sequer:e of fracture events. Secondarily, these examinations will also be aimed at
6, '.. identifying the load states involved in fracture, as well as factors such as environment,

12
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defects, or material anomalies that may have contributed to crack initiation or growth.
In reviewing the literature, particular attention has been given to those fractographic
features that investigators may use to define:

o The direction and origin of fracture

o The fracture load state (e.g., tension, shear, compression)

o Features associated with defect (material anomaly or environmentally aided

fracture).

The following authors' works have been cited in the literature search. Their names are
followed by numbers, in parentheses, which correspond to the number in References,
(Section 9.0). In the literature for fractography, the works of the following investigators
are cited: Miller and Wingert (1), Clements (2), Purslow (3), Adams (4), Freeman (5),
Morris (6), Liechti (7), Kline (8), Sinclair (9), Johannesson (10), Donaldson (11), Robertson
(12), Robertson (13), and Browning (14). Authors cited in the literature for stress analysis
are: Craddock (15), Crossman (16), Herakovich (17), Chamis (18), Bathias (19), McGarry
(20), Awerbuch (21), Daniel (22), Mikulas (23), O'Brien (24), Webster (25), Wilson (26),
Starnes (27), Wu (28), and McLaughlin (29). Those cited in the nondestructive evaluation
portion of this study are: Phelps (30), Reynolds (31), Schramm (32), Ulman (33), Bar-Cohen
(34), Moran (35), Baumann (36), Sendckyj (37), Reifsnider (38), Soni (39), Gibbons (40),
Teagle (41), Bar-Cohen (42), Raatz (43), and Duke (44). In the materials characterization

section, the investigators cited are: Wickham (45), May (46), Crozier (47), Rogers (48),
Tung and Dynes (49), Chen and Hunter (50), Carpenter (51), Sewell (52), Mones (53), Stark

(54), Carpenter (55), Munns and Seferis (56), Chu and Seferis (57), Young (58), Burroughs
(59), Chu and Seferis (60), Baumgartner and Lemming (61), Putter (62), Jackson (63) and

Chang (59).

The following discussion has been divided into two main sections covering fiber-dominated

and resin-dominated fracture features. This division reflects both the binary phase
structure of composites and the tendency of researchers to examine one of these

structures in particular detail.

In the area of fiber-dominated fractures, investigators have examined the relationship of
fiber pullout to test environment, absorbed moisture, and defect conditions. The
characteristics of individual fibers fractured under tension, compression, and flexure

loading and their relationship to the direction of crack propagation were also studied.

16



Resin fracture morphologies that have been examined include two main features: hackles

(serrated platelets of fracture resin), and river markings (often referred to as cleavage

steps).

Fiber-Dominated Fractures

Most authors agree about the fracture appearance of individual fibers under a variety of

conditions. Miller, Clements, and Purslow have characterized the fracture surface

features of graphite fibers in detail.

Various authors have described the existence of discrete fibers (or bundles of fibers)

pulled from the surrounding matrix under uniaxial tension (see Figure 4-2). This charac-

teristic was perhaps most extensively investigated by Miller, in his examination of 0-

degree and 0/90-degree tensile coupons fabricated from three material systems and failed

in a variety of environmental conditions. As illustrated in Figure 4-3, and generally

supported in the work of Clements, little pullout occurs in cold temperatures or with low

amounts of absorbed moisture (-540oC (-65OF) dry & wet, 21oC (700F) dry). However, with

elevated temperature and/or moisture absorption, a significant increase in the degree of

fiber pullout tends to occur. Miller argues that this tendency arises from decreased

idw 9

(Re( I Copynght ASA; Repnrted wfh Permmon)

Figure 4-2. Fiber Pullout Under Uniaxial Tension
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Figure 4-3. Fiber Pullout As a Function of Temperature and Absorbed Moisture
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fiber/matrix adhesion combined with increased ductility of the overall matrix system at
elevated temperatures and absorbed moisture levels. Miller cites as evidence for the first

portion of this argument the pronounced decrease in residual matrix resin adhering to the

fiber at elevated temperature and moisture conditions (Figure 4-3). Clements also

presents this argument; however, she pl t es more emphasis on the increased ductility of

the matrix in reducing the overall sensitivity of the tested laminate to flaws and

individual fiber fractures prior to ultimate separation. Both investigators demonstrated

some of the general morphological characteristics of tensile fiber fracture and the effect

of the environment on these features.

On a more detailed level, all of the above researchers observed the features of individual

or groups of fiber ends fractured under uniaxial tension. As illustrated in Figure 4-4,
Miller and Purslow have demonstrated that fibers fractured under longitudinal tension

exhibit a distinct radial topography; these radial patterns were shown to originate from a

variety of sources, including internal and surface flaws as well as adjacent fiber fractures.

This latter condition is particularly well demonstrated in Figure 4-4, derived from Miller

and Wingert's work, both of whom claim that radial patterns illustrate the direction of

individual fiber fracture. In Miller's studies, the orientation of individual fiber fractures is

said to be extremely localized. As a result, it was reported that the direction of overall

crack propagation could not be identified through examination of these features.
However, in Purslow's work radial fiber features are shown to have an overall orientation

sufficient to establish a global direction of crack propagation. This discrepancy between
Miller and Purslow may reflect Miller's use of 0-degree (rather than cross-ply) layups,

which are prone to axial-shear splitting. In general, this splitting tends to break the

I .. I.

(Ret 6 Copyrght 0 ASTM. Reprinted witA Permitssion

Figure 4-4. Radial Fiber Fracture Topography
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sample into a series of parallel sections, promoting multiple origins and local crack

directions. Another possibility is that the resin system explored by Miller may have been

less defect sensitive, retarding the establishing of a unified crack direction. In any

event, Purslow's work suggests that mapping individual fiber radials may provide a

* reasonable means of establishing the direction of crack propagation for fiber-doininated

fracture surfaces. However, in light of Miller's findings the applicability of this

methodology may have significant limitations governed by layup, material, and failure

environment.

While the foregoing discussions were concerned with tension-induced failure, several

authors (particularly Purslow) have examined the appearance of fractures generated under

compression and flexure. Purslow, Adams, and Freeman have illustrated that under

uniaxial compression loading, groups of fibers fracture due to microbuckling. Fibers or

groups of fibers are reported to fracture at the maximum point of flexure as the fiber is

driven out of axial alignment. The resultant fracture surface exhibits individual fiber

fractures with both compressive and tensile failure regions, separated by a central,

neutral axis fracture line. The orientation of the neutral axis is said to indicate the

direction of local microbuckling, and in Purslow's work is suggested as a possible means

for determining the direction of crack growth. However, Purslow also indicates that
areas of microbuckling may occur prior to, during, or after the main fracture event--

possibly precluding the use of these features for crack mapping. In view of Purslow's

comments, it is only possible to speculate if these features may in fact be useful in

identifying the direction of crack growth.

Purslow performed what is perhaps the best work illustrating a macroscopic morphology

unique to fracture under flexural loading. In his work he observed that flexure produces

an overall fracture topography somewhat similar to that noted for individual compressive

fiber fractures. The tensile and compressive loads applied during flexure generate

relati'vely large-scale areas of compressive and tensile fiber fracture, separated by a

distinct neutral axis line. While Purslow does not indicate how to determine the direction

of crack growth of such fractures, he does suggest that the position of the neutral axis

may be of value in reconstructing the loading conditions of flexure at the time of failure.

Resin-Dominated Fractures

Numerous investigators have examined resin-dominated graphite-epoxy composite frac-

tures generated under a variety of test conditions. The literature search performed for

20



this report revealed that some disagreement exists between authors. Discrepancies

center around the specific load states associated with the formation of certain features

and the interpretation of these features with respect to the direction of crack propaga-

tion. Since the state of stresses that exist for an anisotropic material depend strongly

upon layup, edge proximity, and the internal position examined, it is likely that many of

these differences arise from investigators examining differing fracture surfaces generated

under the same ostensible test conditions.

The majority of investigators (Purslow, Morris, Liechti, Kline, Sinclair, Johannesson)

identified two features characteristic of matrix fracture: hackles and river markings.

Hackles are numerous platelets of fractured epoxy distributed in rows between fibers

(Figure 4-5). Hackles have been observed under a variety of failure conditions including

both interlaminar and intralaminar delaminations, as well as pulled-out fibers under

uniaxial tension. Because these features have been observed under poorly defined load

states, it is difficult to ascertain the exact load state responsible for the feature

formation. Perhaps the most convincing research is found in the works of Purslow,

Johannesson, Sinclair, and Donaldson, where hackles have been observed in great numbers

under conditions of applied shear. Each of these authors proposed that hackles occur

through the formation of numerous microcracks under resolved tension as illustrated in

Figure 4-6. However, none of these authors indicates how such features or such a

mechanism could be used to identify the direction of crack propagation.

i~ ilFib
(Ref. 6 Copyright " ASfTM Repnnted ItI Perm,Ion1

Figure 4-5. Hackle Resin Fracture Features
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Figure 4-6. Hackle Formation Through Resolved Tension Cracking

At variance with the above findings, Morris and Robertson have observed hackle

structures under conditions of applied interlaminar tension. Morris advances an explana-

tion for his observation by identifying a mechanism that forms hackles as a result of

secondary cracks generated by continued flexure behind the crack tip (Figure 4-7). In this

model, there is an indication that secondary cracks initiate and grow at an angle in the

direction of overall crack growth. This indication gives rise to Morris' proposed method of

determining the direction of crack growth by drawing arrowheads on a photograph of the

specimen such that the arrowheads appear to be inserted into the open crack tips; the

arrowheads then indicate the direction of propagation. This model gives no explanation

for the tendency of cracks to grow at an inclined angle. Furthermore, Morris observes the

existence of hackles inclined in opposing directions on mating fracture surfaces, which

would seem to preclude the use of his proposed model to determine a clear direction of

crack growth. As a result, it is difficult to evaluate the effectiveness of Morris' model

based on the information available.

River markings, often referred to as cleavage lines or cleavage steps, are the second

major feature noted by most investigators. As presented by Robertson in Figure 4-8,

these features exhibit a distinct branched structure identical to that found in the fracture
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Figure 4-7. Hackle Formation Through Secondary Cracking Due to Bending Behind the
Crack Tip

of b3rittle metals. Pursiow, Liechti, Sinclair, Donaldson, and Robertson have observed

river markings on fracture surfaces oriented transversely to the applied tensile direction.

In composites, these features appear to be unique to tension loading. Although river

markings have been identified by many investigators, the concept of using them to

determine the direction of crack growth has been advanced only by Pursiow and Liechti.

Both authors indicate that these features parallel the direction of microscopic crack

growth. Pursiow proposes that the direction of river markings can be used to reconstruct

the global direction of crack growth when used in conjunction with the direction of radial

fiber fractures.

In addition to river marks and hackles, investigators Robertson, and Liechti have observed

a feathered or textured resin fracture morphology under tensile loading. Robertson notes

that this textured morphology tends to be extremnely fine-on the order of 350 nm (See

Figure 4-3). As a result, it tends to be visible in the scanning electron microscope only
when viewed at pronounced tilt. Robertson suggests this fine film texture arises from
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(Ref 1. Copyright 0 Elsever ApOhed Science Publishers, Ltd., Repnnted with Permission)

Figure 4-8. Cleavage Steps and Resin Texturing

meniscus instability of the crack front. Such an instability would give rise to multiple

crack fingers spaced approximately 350 nm (3.94xl0-8 in) apart. According to Robertson,

the separations resulting from these fingers would produce a fine series of steps and an

overall textured or feathered appearance. Both authors observed that this feature occurs

coincident with the direction of localized crack growth. Consequently the textured or
feathered morphology appears to be an additional method to determine the direction of

crack progression by fractographic examination.

Discussion

For the failure analyst, fractographic characterization-the examination and interpreta-

tion of fracture surfaces generated during failure-is one of the most important tasks in

an investigation. It is therefore relevant to summarize how the published literature on

this topic relates to the actual analysis of failed structures.

In a failure analysis, the purpose of fractography is to define the fracture sequence and

the conditions that contribute to failure. This objective can be broken down into the

a, identification of: the direction of crack propagation and its point of origin, the load state
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at fracture, and contributory factors to crack growth such as defects or environmental

conditions. With respect to these tasks, it is significant that the literature reviewed

contains some findings directly applicable to these objectives (see Figure 4-9). Basic

morphologies have been sufficiently characterized to identify some simple modes of

failure and contributory conditions. However, only a limited amount of useful research

has addressed the determination of crack propagation direction, and in this area,

substantial disagreements exist. Consequently, while the fracture surfaces of composites

have been characterized in some detail, the available information addresses the total

capability required to perform a failure analysis only to a small degree..,

Identification of Load State

The easiest fractographic task is that of identifying the load state under which fracture

occurred, and the literature on this subject presents a straightforward set of

TASK CONDITION METHOD OF IDENTIFICATION AUTHORS

Translaminar Exhibits distinct fiber pullout, little fracture surface * Miller (ref. 1)
tension damage. and radial fracture pattern on individual fibers * Liechti (ref. 7)

o Purslow (ref. 3)
e Johannesson (ref. 10)
* Clements(ref 2)

Translaminar Exhibits general fracture surface damage and fiber * Purslow (ref. 3)
compression microbuckling with areas of tension and compression 0 Liechti (ref. 7)

Identification divided by a neutral axis line on each fiber * Freeman (ref. 5)
of load Translaminar Exhibits macroscopic areas of compression and tensile e Purslow (ref. 3)
condition flexure fiber fracture divided by a neutral axis line

Exhibits river marks and fine resin texturing 9 Liechti (ref. 7)
- 0 Kline (ref. 8)

Interlaminar 0 Donaldson (ref. 11)
tension e Robertson (ref. 13)

Exhibits hackled resin platelets * Morris (ref 6)
o Robertson (ref. 13)

Interlaminar shear Exhibits hackled resin platelets e Purslow (ref 3)
* Johannesson (ref 10)

Identification 0 Sinclair (ref 9)
of load state * Liechti (ref. 7)

* Donaldson (ref 11)
* Browning(ref. 14)

Uniaxial tension Crack direction indicated by cumulative direction of fiber o Purslow (ref. 3)
radialfractures

Identification
of crack Interlaminar Crack direction indicated by direction of river mark * Purslow (ref 3)
direction and tension coalescence 0 Liechti (ref 7)
origin o Kline (ref. 8)

Crack direction indicated by finely textured pattern 0 Robertson (ref. 13)
0 Liechti (ref. 7)

Crack direction indicated by hackle tilt 0 Morris (ref. 6)

Identification Environment and Elevated temperature and moisture produce fiber pullout 0 Miller (ref. 1)
of absorbed moisture and decreased fiber/matrix adhesion 0 Clements (ref. 2)
contributory
factors I

Figure 4-9. Comparison of Fractography Literature Review Findings to Failure Analysis
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characteristics to identify several of the simple failure modes. For translaminar failures,

these characteristics involve the fracture morphology of individual fiber ends; however,

macroscopic differences-such as the degree of fiber pullout or fracture surface

damage-can also be used to identify overall load states. The literature review indicated

that tension-generated fractures can be identified by the distinct radial appearance of

individual fractured fibers and by pronounced pulling-out of fiber from the surrounding

matrix. Fractures generated under compression and flexure are easily distinguished from

those generated under tension. Compression fractures show no fiber pullout whatsoever,

but exhibit extensive fracture surface damage and individual fiber end- that show a

distinct morphology characteristic of microbuckling. Flexure fractures typically exhibit a

distinct macroscopic fracture mode evidenced by discrete areas of compression and

tension fracture separated by a line that corresponds to the neutral axis.

The available literature indicates that load states for interlaminar fractures are

somewhat more difficult to analyze. Most investigators agree that hackles represent

interlaminar shear, and that river marks and fine texturing indicate interlaminar tension.

However, Robertson has observed some hackle formation under conditions of interlaminar

tension and Morris has reported observing only hackles under conditions of interlaminar

tension. While some general trends exist in the observations of these characteristic

features, there is by no means an overwhelming agreement on the correspondence of these

features with the load state of failure.

Identifying Crack Directions and Origins

Only a small number of authors has examined fracture features as they relate to

determining the direction of crack propagation. As a result, well-documented method-

ologies in this critical area are notably lacking. In these investigations, the least

controversy exists on determining the direction of crack growth for translaminar
f ctures. Purslow contends that the direction of tension fractures can be identified by

examining the cumulative direction of individual fiber and fractures; however, he is the

only individual who has reported this technique.

r)efining the direction of crack growth for interlaminar fractures presents an even more

complex situation. Several authors indicate that the direction of crack growth can be

identified for interlaminar tension fractures by examining the direction of river mark

coalescence or resin feathering. However, as pointed out earlier, not all authors agree on
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the features characteristic of interlaminar tension and shear fractures. Morris identified

hackles-as opposed to river marks-as the predominant feature of interlaminar tension.

He also proposed that the direction of crack propagation for mode I fractures could be

determined by examining hackle tilt. The situation is further complicated by the fact

that a means for determining the direction of propagation for shear failures-where

hackles generally predominate-has not been developed by any of the investigators. As a

result, the situation for interlaminar fractures is confused in that no analytic methods

exist for shear failures and general disagreement exists over tension failures.

Identifying Contributory Factors

Identifying factors that contribute to failure is one of the most difficult areas of

investigation; the problem arises from the large number of factors that must be
considered. The only contributory factors examined in the literature are those that deal

with the effect of temperature or absorbed moisture; several investigators note that such

conditions can be identified based on the amount of fiber pullout and reduced fiber/matrix
adhesion. The general trend observed is of increasing fiber pullout and decreased

fiber/matrix adhesion with increasing temperature or absorbed moisture content.

4.4 LITERATURE SEARCH-STRESS ANALYSIS

An examination of the literature available on stress analysis revealed more information

has been published on this subject than for any of the other disciplines. The depth of

detail and approaches covered in these articles ranged from relatively simple equations to

extremely complex analytic methods. In some cases, the level of complexity reflected

the audience each author chose to address. In other cases, the level of complexity

corresponded to the level of accuracy the author attempted to achieve in predicting the

onset of failure. The simplest investigations reviewed general laminate theory with the

prediction of failure onset based on exceeding material strength. Investigators also

examined semi-empirical approaches in which material toughness properties are used to

predict residual strength. At the most complex level, investigators attempted to combine
a multitude of failure prediction approaches with detailed finite element analyses into an

integrated computer program.

For the failure investigator, the literature clearly illustrates that a number of methods

exist for predicting the strength of composites. However, each author's work presents
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only the methods that focus on the specific specimen geometry examined. At the

simplest level, the specimens were pressurized cylinders without edge effects. More

complex specimens were bolted joints and finite-width plates, with and without moisture

conditioning. Consequently, it is difficult to determine how easily the techniques

reviewed can be translated into a relatively complex, real-world structure that has poorly

defined environmental exposure and load conditions.

To perform a detailed review, the literature was broken down into two broad categories of

failure criteria: individual-ply, and laminate-level failure. These two categories and their

subdivisions (illustrated in Figure 4-10) reflect a basic division in the level of detail

involved in each approach.

On a gross level, analyses are carried out on the complete laminate. This methodology

employs an approach similar to that used for homogeneous isotropic materials such as

metals. In these analyses, characteristics of material toughness are used in conjunction

with specimen geometry to predict component residual strengths.

At the finest level, prediction of failure onset is achieved using individual-ply failure

criteria where ply-by-ply stresses are considered and evaluated against material

strengths. Because of the complexity of these analytic methods, failure prediction is

STRESS
ANALYSIS
FAILURE

PREDICTION

FAIUR (FLAW CRITICALITY)(FIRST OCCURRENCE)

FINIT HTHROUGH-SINFINITE-WIDTH LINATEDT THICKNESS

"LAMINATES (EDGEMINATS FLAWS DELAMINATIONS
'-" EDGEEFFETS) HOLES,p.

0 NOTCHES

Figure 4-10. Stress Analysis Literature Search Breakdown
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usually carried out only for the first occurrence of ply failure rather than for full-
specimen failure. Details of each author's investigation into these methodologies are
discussed below.

Individual Ply Failure Criteria

* When performing stress analyses on individual plies, particular emphasis has been placed,
within the literature, on developing criteria to identify the first occurrence of ply failure.

* In investigating this methodology, researchers examined both finite- and infinite-width
specimens. The principal difference between these configurations is the degree to which
free edge effects are considered. Of the two, infinite-width panels are simpler to
analyze.

In Craddock's article, standard laminate theory methods to calculate individual-ply
stresses are reviewed, and several different failure criteria for infinite-width panels are
evaluated. In this review, applied stresses are transformed into on-axis ply stresses (or
strains) using the stress transformation equations commonly employed in lamination
theory (Figure 4-11). A detailed review of this theory can be found in any standard
textbook on composites. For these transformed stresses or strains, a variety of criteria
for the onset of f irst-ply failure were evaluated. For each criterion, failure is defined as
the point at which the conditions of transformed stress exceed the individual ply's
strength envelope. The definition of this envelope is the most basic difference between
the various criteria examined. In Craddock's work, five criteria were evaluated:

1. Maximum Stress Theory
Failure occurs when material strength is exceeded along any of the principal laminate
orientations. This condition is described in the following equation where failure occurs

OX 2n 2mn
Gy n2 M2-2mn

GS -inn mnM_

M cos,n s, ,.O Figure 4-11. Stress Trans formation Equations
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when the applied stresses are equal to or greater thdn the tension, compression or shear

strength of the material:

l Xt or ol a
or 02 -Yt or 02 IYt
or 012 zS

where

al = stress along the fiber direction

02 = stress transverse to fiber direction

012 = in-plane shear stress

Xt, YC tension and compression strength along the fiber
direction

Yt, Yc = tension and compression strength transverse to
fiber direction

S = in-plane shear strength

2. Hill's Criterion

A form of Von Mises' Distortional Energy Criterion where failure occurs when:

2 2 2

) (X1)2 + -=1

where a 11 0 2' a 12' and Xt, Yt, and S have the same meaning as noted above. For this

equation, the failure strength in tension is assumed to be identical to that for

compression.

3. Azzi-Tsai Criterion

A form of Hill's criterion where different tension and compression strengths are allowed.

Failure occurs when:

GIN\ 0102 ( 102 2 01
-- (x 1)2 )2 =1

where X I Xt when XI is positive and X1  Xc when X 1 is negative, and similarly, Yl
Yt when Y1 is positive and YI = yc when YI is negative. For the equation above, Xt, Xc,

yt, and yc have the same meanings as denoted previously.
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4. Hoffman's Criterion

A further generalized criterion where failure occurs when:

012 OG102 02 2 XXt yc _ y 122

XtXC + ytyc + XcXt ycyt g22+ j =1

where a 1, 2," 12' and X t , Xc, Yt, yc, and S have the same meanings as in the above

criteria.

5. Tsai-Wus Criterion

The most commonly used where tensors are used to describe material strength. Failure

occurs when:

Fio--Fi oi o = 1 i,j=,6

where Fi, Fij are strength tensors, and

1 1
Fl -

Xt xt

1 I
F2 = - -Y

y=y

Xt Xc

F22 =-

I

2 =

F66 = S

where Xt, Xc, yt, yc, and S have the same meanings as denoted previously.

Many of these failure theories are adaptations of the energy distortion failure theories

commonly employed in predicting the onset of failure in metals (Von Mises' Theory). As

noted in Craddock's work, the failure envelopes predicted by these criteria vary widely.

Figure 4-12 illustrates the laminate failure envelopes predicted by each criteria for

fiberglass and graphite-epoxy laminated tubes. To a large extent, the variations reflect
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Figure 4-12. Comparison of Yield Criteria for Glass- and Graphite-Epoxy

the extent to which each criteria accounts for anisotropy in material strength. More

significant than these differences, however, is the ability of each theory to predict the

actual point of failure onset. As presented by Craddock, a comparison of the actual with

the predicted onset of failure for relatively simple laminates reveals substantial

differences (Figure 4-13). While the criteria indicate general trends in failure stresses,

they do not appear capable of predicting failure onset with much accuracy. This situation

reflects the difficulty in applying an analytical model to variable material strengths.

Another potential contributor to this inaccuracy is the fact that each criterion predicts

the occurrence of failure at an individual-ply level rather than at the laminate level,

where measurable failure occurs. In either case, the great differences in accuracy and

predicted envelopes highlight some of the major problems with attempts to analytically

predict the point of failure.

While Craddock examined the use of relatively simple cylindrical tubes, other investi-

gators examined specimens with finite-width effects both with and without environmental

and cure stress considerations. These investigations represent the next level of
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complexity in predicting failure onset using individual-ply failure criteria. For the failure

analyst, these works are useful in that they embody considerations likely to be necessary

with real-world structures. Both Crossman and Herakovich observed that significant

variations in stresses and strains can occur at the free edge of specimens. Both authors

show the magnitude of these stresses for relatively simple layups and specimen

geometries. Generally, the most significant stresses are those developed near the

specimen's free edge. In analyzing these stresses, both authors employed two-dimensional

finite-element grids arranged along the specimen cross-section. Using these grids

illustrates the degree of complexity involved in determining the stresses 'or strains) in

microscale with such design details. As noted by Crossman, particularly large gradients

can occur in both Z and Y directions (Figure 4-14). Regarding the application of

individual-ply failure criteria, the large increase in az ax, and Txz stresses near

the edge of the specimen are particularly significant, since laminate theory methods

would have ignored these increases.

Both Crossinan and Herakovich predicted that stresses would be further influenced by

internal cure stress, test temperature, and conditions of moisture absorption or desorption

(Figure 4-15). In Herakovich's work, the relationship of these stresses to failure

prediction were considered. Since his finite-element model examined stresses along three

dimensions, it was necessary to observe a fully three-dimensional failure criterion.

Herakovich used the tensor polynominal criteria advanced by Tsai-Wu, in which strength

tensors are given in terms of material principal strengths. As illustrated in Figure 4-16,
Herakovich predicted that the onset of failure depends quite strongly on edge stresses,

particularly for small (+0) laminate angles. While not verified against actual test data,

these results, when considered with Crossman's, clearly indicate that both edge and

environmental stress effects must be carefully evaluated in predicting the onset of failure

for whichever individual-ply criteria are employed.

Perhaps the farthest advancement of first-ply failure criteria as a method of prediction

has been made by Chamis. In attempting to predict the defect growth and damage of

composite materials subjected to load, Chamis developed an integrated computer program

called CODSTRAN. Within this program, a detailed finite-element grid is constructed and"I evaluated for failure using both individual first-ply failure criteria and laminate-level
fracture criteria. In the case of individual-ply failures, Chamis' program incorporates

both general quadratic and modified distortional energy (Von Mises') criteria to predict

Ii the occurrence of failure for each element of the overall finite-element model. What is
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Figure 4-15. Through Thickness Tensor Polynomial Distributions For Curing Stresses and
Stresses at First Failure in [ + 0, Laminates

unique about Chamis' work, however, is that failed-ply elements are eliminated, and the

analysis process is reiterated. As a result, CODSTRAN describes the sequence of events

leading to failure, and an approximate prediction of the load at failure.

Laminate Failure Criteria

The results of the literature search in the second major area of stress analysis, laminate

failure criteria, revealed a number of approaches for predicting the onset of specimen

failure. These investigations examined the relationship of damage, cracks, holes, or

internal delaminations on residual strength. Most of the analytic techniques reviewed

employed semi-empirical approaches similar to the fracture toughness methods commonly

used with metal structures. These methods typically involve the experimental determina-

tion of an intrinsic material property related to crack growth-such as material fracture

toughness. This value, when considered with the size and geometry of the flaw, allows the

stress at fracture to be calculated.
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The easiest-to-understand methodologies for determining laminate failure are those

adapted directly from metals fracture toughness analyses. These analyses predict the

onset of component fracture through the experimental determination of a characteristic

Kc fracture toughness value. In these cases, Kc indicates the stress intensity factor at

which fracture occurs based on the initial crack length and maximum load at failure. (For

reference, this value is often referred to as Kapparent in metals fracture toughness.) In

works by Bathias, McGarry, and Awerbuch, Kc values have been determined for a variety

of layups. In measuring values, these researchers used specimens adapted directly from

traditional metals toughness testing, such as compact tension coupons or large center-

crack tension panels. In Bathias' work, Kc values were measured for a variety of layups.
As illustrated in Figure 4-17, values ranging from 16 to 43 MPaAWm were measured, and

demonstrated a clear dependence on the ply stacking sequence and orientations examined.

(For 7075-T7351 aluminum, Kc typically equals 80 to 90 MPat/m). Each author suggests

that knowledge of this material property for a layup can be used to estimate the stress at

fracture instability for a given crack and component geometry.

This point of instability can be defined by using the equation:

=Kc = Yg

where Y is a geometric factor related to the crack length and location within the

component being examined, a equals the stress at instability, a equals the full crack

length, and Kc equals the material fracture toughness. A more detailed review of this

technology can be found in any of several texts dealing with the fracture behavior of

metals.

Numerous researchers have also attempted to predict the criticality of holes, cracks, and

damage by empirically measuring other characteristic fracture properties--in much the

same way as is done with fracture toughness. The most noteworthy of these efforts

LAYUP (DEGREES)

FRACTURE 0/45/90/135/90/451 0130/60/90/120/150/0 0/45/135/135/45/0
TOUGHNESS 0
(mPOVM) 16 plies 13 plies 16 plies

K 29-43 23-35 16-22

(Ref. 19.Copyright 0 Butterworth Scientific Ltd.; Repnnted with Permission.)

Figure 4-17. Fracture Toughness of Various Layups
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include two failure criteria which assume failure occurs when the stress at some distance
V away from the flaw reaches the ultimate material strength. These two are the average

stress, and the point stress failure criteria models. As described in Daniel's paper, the
average stress failure criterion proposes that failure occurs when the average stress over

a characteristic material dimension (ao ) equals the material strength. This criterion is
illustrated in Figure 4-13, where ao represents the length dimension of a particula'r layup

and material. Similarly, the point-stress failure criterion presented by Mikulas predicts

that panel failure occurs when the axial stress at some distance (do ) from the hole
boundary equals the strength of the unnotched laminate as shown in Figure 4-19. Daniel,

Mikulas, and other investigators measured both ao and do for a variety of layups and found

a relatively good correspondence of predicted and measured strengths for open holes

(Figure 4-20). Of particular concern to the failure analyst, however, is the ability to
predict failure onset for flaw conditions such as through-cracks or impact damage. In this

area, Mikulas examined the applicability of the point failure criteria; for the case of a

%0

a x S 2 2

x aso (1 +E2) (2+ e2)

= a
C2-

": a + ao

ao = Characteristic length dimension, "-38cm( -. 15 in.)
' Syy, So a Strengths of notched and unnotched laminates, respectively.

(Ref 22 Rqpinnted with the permission frm -IXC it, - by e.f Noton. et l. rhe MetilurgKal Sociey. 420 Commonwealth Drive. Warrendale. Pennsylvania
,t ?SOn.)

Figure 4-18. Strength Reduction of Uniaxially Loaded Plate With Circular Hole, According to
Average Stress Criterion
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I = a/2 +do
do = Characteristic length dimension

S S~ Strengths of notched and unnotched laminates, respiectively.

S*2 4

x7 
11

d0so 2\ x 2\2x
(Ref 22)

Figure 4-19. Strength Reduction of Uniaxial Loaded Hole According to Point Failure Stress Criteria

1.0 4 Experimental

-Point stress criterion (do = 1 mrm 10.04 ini1)

0- - Average stress criterion (% = 3.8 mrm 10.5 in j)

0.6

Strength reduction, SoX

0.2 f

010.25 0.50 (in)
0 5 10 15Tm

Hole Radius, a
(cR 22. Reprinted with the permisson from -ICCM 11', by R. . Noton. et al., The Metalliirqfcai Soc'ety.

420 commonwealth Drive. Warrendale. Penrnylvafla 15086)

Figure 4-20. Strength Reduction as a Function of Hole Radius for (0/ + 451-45190-Degree)s
Graphite-Epoxy PMates With Circular Holes Under Uniaxial Tensile Loading

throu gh -crack, stress as a function of distance from the crack was expressed as:

X

where: x x +a

X distance along the x-axis, away from the crack

a crack length

CJrj = strews at infinite distance from crack

(Jy = stress in the y direction
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As a result, Mikulas indicated that the residual strength for a given crack of size .a can be

determined if X is set equal to do .

With respect to impact damage, Mikulas reported that the characteristic length do

depends on the toughness of the resin system examined. As illustrated in Figure 4-21, a

relatively good correlation exists for tough resin chemistries, but not for brittle,

delamination-prone resin systems. These observations indicate that the accuracy of

failure predictions will depend strongly on the resin system used, and the configuration of

damage examined.

While the work discussed above examined the criticality of through-thickness flaws

(except for impact), other investigators have considered the ability to predict failure with

.014

.012 d 0 x lmm (0.04 in.)

.010

.008 -
13 cm.

Failure Impact

Strain ("tough" resins)

.006 holes

.004

.02 -Impact

.002 ("brittle" resins)

0 .2 .4 .6 .8 1.0

alw

(Ref ,23)

Figure 4-21. Effect of Impact Damage on the Compressive Strength of a Quasi-isotropic
Laminate.
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in-plane interlaminar flaws. Research on this condition, however, has not been as

extensive as in other areas, and has only been performed fairly recently. Investigations in

this area have been performed principally by two researchers, O'Brien and Webster. In

O'Brien's studies, the stability of delaminations under tension loading were examined; the

onset of instability was determined by expressing the strain energy release rate, G, of a

relatively simple delaminated coupon as an equation. The strain energy release rate, G, in

a similar manner to K in metals, can be used to describe the stress intensity of a crack

tip. In O'Brien's study, Gc, a value characteristic of material toughness, was expressed in

generic form as:

P2  dCi -.
2b dA

where

b = width of crack

G = strain energy release rate

C = compliance

A = area of fracture

P = load

Given this material toughness value, O'Brien's study developed an equation to describe the

magnitude of G developed in the simple coupon examined. The equation was found to

equal a constant dependent only on the number and location of delaminated plies.

O'Brien's work indicates that by knowing the value of these constants in conjunction with

G c for a particular material system, the load at instability (P) can be calculated fairly

readily, providing an approximate prediction of failure onset.

Webster has also examined the stability of simple interlaminar flaws; however, in this

researcher's work, the stability of flaws was partly considered under the more difficult

condition of axial compression. Webster examined the load at which a near-surface

circular delamination begins to buckle out of plane. Webster indicates that after

predicting buckle onset, instability of the delamination should be determined by examining

when the potential energy stored in the buckle equals the strain energy release rate (Gc)

necessary to produce crack growth. Unfortunately, while Webster's investigation alludes

to an actual derivation of these relationships, none was derived. Consequently, it is

difficult to determine the extent to which this method works, or what its limitations

might be.
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Discussion

In Section 4.4 of this report, literature on stress analysis is reviewed in detail. While

these writings by no means encompass the entire field of stress analysis, they provide

perspective on the techniques and procedures available for composite materials. Before

discussing the application of these techniques, however, it is important to recognize the

role of stress analysis in a postfailure investigation.

Most components are subjected to detailed stress analyses as part of their initial design.

Consequently, in the as-designed configuration, failure should not occur as long as the

component is operated within its design life and envelope. However, real-world

experience indicates that component fractures do occur in service. Common causes of

such failures include:

o Design Deficiencies such as insufficient assessment of loads and stresses; either of

design details or individual plies. Also included is the oversimplification of loads,

load paths, and the combined effects of load, damage, and environment.

o Manufacturing and Process Discrepancies such as mismachined radii, ply layup

errors, and mislocated or misdrilled fastener holes.

o Service Damage including foreign object impact, subcritical cracking, and improper

maintenance or repair.

For each case, the objective in analyzing stress is to determine if the occurrence of a

failure not predicted during initial design can be explained and understood. While

techniques such as fractography may be able to identify the origin and mode of fracture,

it is stress analysis that most often determines the cause of failure.

4' The stress analysis to investigate part failure can be relatively complex, but from the

point of view of the failure analyst, the process involved can be divided into two discrete

tasks, thus making the review of available literature more straightforward. The two tasks

are:

o Assessment of the component strength in the as-fabricated condition
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o Assessment of component residual strength considering flaws, damage, and sub-

critical cracks.

Figure 4-22 illustrates the relationship between the methods identified in the literature

and these two tasks. The first task, assessing the part strength in the as-fabricated

ANAL METHOO DESCRPTION AUTHORS COMMENTS
TASK

Laminate Laminate theory is used to 0 Chamis (ref. 18) 0 Valuable for simple prediction of ply
theoryand identify two-dimension * Craddock (ref. 1S) failure
first p y stresses; one of several * McLaughlin * Laminate theory requires knowledge of
failure failure criteria are applied (ref. 29) local stresses
criteria to define occurrence of 0 Laminate theory cannot handle edge

first-ply failure effects/complex geomet. as
* Predicted failure stresses vary widely with

criterion used
o Failure criterion not accurate
* Does not predict full failure

Finite Finite element analysis is 0 Crossman (ref. 16) a Valuable for simple prediction of ply
Assess- element used to define stresses in * Herakovich failure
ment of analysis three dimensions for edge (ref. 17) 0 Finite element techniques can be used to
as-fabri- and first effects/environmentstbolt- * Wu (ref. 28) define local stresses
cated ply failure ed joint configurations; 0 Method accounts for edge effects,
strength criteria one of several criteria are environment, complex geometries

applied to define 0 Predicted failure stresses vary widely with
occurrence of first-ply criterion used
failure * Failure criterion not accurate

* Does not predict full failure
Point or A semi-empirical method 9 Mikulas(ref.23) e Valuable for prediction of strength with
average for describing the e Wilson (ref. 26) holes
failure strength of open or filled e Daniel (ref. 22) a Requires knowledge of characteristic
stress holes; failure occurs when distances for material
criteria point or average stress at * Requires knowledge of stress distribution

a characteristic distance around hole
from hole equals material
strength

Point Adapted semi-empirical e Mikulas(ref, 23) 9 Valuable for predicting residual strength
failure method from predicting a Starnes(ref.27) with impact of through-thickness cracks
stress strength with holes; 0 Requires knowledge of characteristic
criterion failure occurs when stress distance for material

at a characteristic distance * Requires knowledge oi stress distribution
from damage radius around hole
equals material strength 0 Requires estimation of initial damage size

to predict strength

Kcfracture Fracture toughness & Bathias (ref. 19) 0 Valuable for predicting residual strength
toughness method commonly used a McGarry (ref. 20) with through-thickness cracks under

with metals * Awerbuch tension loads
(ref.21) 0 Requires knowledge of K. for material

layup
* Requires estimation of initial crack size to

Assess- predict strength
ment of
residual G strain Predicts onset of * O'Brien (ref.24) * Valuable for predicting delamination
strength energy delamination instability o Webster (ref.25) instability

release based on Gi1 for material * Requires knowledge of G for material/
rate :nd G levelgenerated by layup

pplied load Requires calculation of buckle stability for
compression case

* At present, can handle only very simple
geometries

COOSTRAN Integrated computer e Chamis(ref. 18) * Attempts to meld various techniques
program that incorporates discussed above
finite element model, 0 Requires expert computer programmer
first-ply failure, and point * Requires material data, as described
average failure criteria; above
program is iterative, 0 Inaccurate prediction of strength
allowing prediction of
failure sequence and
residual strength

Figure 4-22. Stress Analysis Methods Identified in Literature Search
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condition, evaluates stresses at a greater level of detail than during initial design. In

most cases, this assessment focuses on the crack origin, with special attention to

discrepant manufacturing and production conditions. Principal techniques at this level of

assessment likely to be of value include individual-ply, point, and average-failure criteria.

The individual-ply failure criterion examines stresses at the individual ply level and

establishes the onset of first-ply failure. The chief benefit of this analysis method to

failed structures is its ability to predict the point of initial failure on a microscale. This

ability is particularly significant since most initial design analyses consider stresses on a

gross-average basis. However, even though there is potential value in this methodology,

some drawbacks exist. The most significant of these is that to examine edge-effect

stresses the individual-ply failure criterion requires a knowledge of plan view stress

distributions (surface stress flow) and detailed finite-element grids. For companies with

experts in stress analysis, neither of these factors is a limitation. More significantly,

however, the individual-ply failure criterion predicts failure initiation, not full failure. It

also exhibits significant inaccuracies when correlated with test data. Consequently,

failure onset cannot be meaningfully determined based on the individual-ply failure

criterion. As a result, prediction of the stress required for full failure is more likely to be

calculated by gross area stress calculations with fine, finite-element grid structures

placed in the area of failure origin.

Other considerations in estimated gross area stress are the point- and average-failure

stress criteria. As described in the works of Daniel and Mikulas on laminate failure

* criteria, the stress at failure can be determined for any hole, given the characteristic

length dimension (do) for the particular material and layup. Based on results reported in

these researchers' works, this method appears to work relatively well, its only apparent

constraints being that it requires empirical measurement of do and knowledge of the plan

view stresses for the area of interest. In actual application, neither of these constraints

should be significant; however, additional concerns that must be addressed include the

effects of environment, absorbed moisture, and resin formulation on the validity of a

single value used as a characteristic material property.

Figure 4-22 depicts the second major task involved in the stress analysis of a failed

comnponen t-assessing its residual strength. Considerable investigation has been done that

can be directly translated to the analysis of through -thickness flaws. Unfortunately, the

char..cterization of flaw criticality in delaminations was relatively limited and immature.
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For through-thickness cracks, the situation is more encouraging. Either the Kc fracture

toughness or point-stress failure criterion appear to work well for predicting the onset of

crack instability. The limit in applying either of these methodologies lies in the ability of

disciplines such as fractography to identify and define the size of original damage. Given

this measurement, establishing the point of stress necessary to cause failure requires only

that values for do or Kc be known. The literature shows that these values have been

measured for a variety of layups. However, these characteristic material properties may

vary with resin system and environment, making the calculation of residual strength more

difficult.

Methods for analyzing delamination are not nearly as mature as those for measuring

through-thickness flaws. Very simple models have been examined for both tension- and

compression-loaded plates. Results showed some promise of being able to predict the

onset of delamination growth under tension. However, the sole researcher who examined

delamination stability under compression only alluded to its calculation using G, the strain

energy release rate. As a result, one must conclude that calculating the flaw criticality

of such in-plane defects is extremely difficult, and not yet practical for general use.

In summary, reviewing the stress analysis literature revealed several techniques for

assessing the strength of failed components either as-fabricated, or with through-

thickness damage or fracture. These techniques, their value and their limitations are

summarized in Figure 4-22. Certain of these techniques are somewhat inaccurate, or may

require measured properties not readily available; however, at the very least, the

techniques define the applicable methodologies and their attributes.

4.5 LITERATURE SEARCH-NONDESTRUCTIVE EVALUATION

In the broadest sense, nondestructive evaluation (NDE) includes any examination that

assesses material integrity without damaging or destroying a part, and it is used for a

variety of tasks such as: in-process quality control, in-situ test monitoring, and fleet

service inspection. For failure analysis, nondestructive evaluations are useful for

identifying conditions of nonvisible fracture for documentation, and for planning

subsequent destructive evaluations. Since nonvisible fracture conditions (such as

delaminations) are particularly common in composite materials, nondestructive evaluation

methods are particularly important for the composite failure analyst.
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Nondestructive evaluation techniques described in the literature reviewed for this project

can be grouped into three broad categories that reflect the methods used to identify

nonvisible damage conditions. The categories are: ultrasonics, eddy current, and X-ray

radiography.

Ultrasonic Testing

Composite materials can be probed ultrasonically using a variety of techniques. All of the

techniques are similar in that they apply an ultrasonic waveform to a specimen and then

monitor resonance, attenuation, or return echos as signs of internal damage. In the

literature reviewed, specific methods that employed this technique include:

Ultrasonic Through-Transmission. This method received the widest consideration in the

literature. Researchers who considered this method include Phelps, Reynolds, Schramm,

and Ulman. Ultrasonic through-transmission uses two yoke-mounted transducers that are

positioned on opposite sides of the part acoustically coupled to the surface of the part

using oil, grease, gels, or water columns. Streams of water issue from the transducers and

impinge on the part; ultrasonic sound waves from the sending transducer are transmitted

through the water column, through the part, and continue along the water column on the

opposite side to the receiving transducer. Fractures in the panel cause a reduction in

sound transmission, allowing for relatively easy identification of flaws. In studies by

Phelps, this method has been shown to be particularly sensitive to in-plane damage such as

delaminations.

Single-Sided Harmonic Bond Testers. This technique has also been investigated by a

number of researchers. The method uses standing waves to sense changes in laminate

panel thickness; since delaminations produce a change in the effective thickness of bonded

plies, a change in harmonic resonance occurs. As indicated in the works of Reynolds and

Phelps, this change in resonance can be used to identify delaminations when a set of

harmonic resonance calibration curves for laminates of different thicknesses is provided.

In Reynolds' work, successful measurements of flaws as small as 10 mm (0.39 in.) have

been made on laminates up to 4 mm (0.16 in.) thick.

Single-Sided Ultrasonic Angle Beams (Backscatter). This method uses backscattered

ultrasound pulses to detect internal flaws. In most instances, this technique employs

separate transmitting and receiving transducers housed in a single surface probe. As
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described by Bar-Cohen and Moran a complex wave front is created in tile structure by

the transmitter, and is continuously monitored by the receiving transducer. With this

system, delaminations create both a phase and amplitude change, allowing their detection.
Because the inputted ultrasonic signal is angled with respect to the specimen surface, this

particular technique has enhanced sensitivity to cracks oriented in the

through -the -thickness direction.

Pulse Echo. Many of the investigators who examined through-thickness methods have also

examined pulse echos generated by reflections of an ultrasonic wave. Test equipment

puts an ultrasonic pulse into the part and measures the time and amplitude of the

reflected sound wave. This technique relies on the identification of sound reflected from

distinct internal flaws such as delarninations. By measuring the reflected signal with

respect to time, the position of internal flaws in the part can be determined.

Eddy Current. This technique is commonly used in metals, and several researchers

explored its use for composite materials. As described by Phelps, eddy current relies on

the conductivity of graphite fiber. In this kind of testing, an alternating magnetic field is

applied to the part by an AC-powered test instrument coil. This alternately expanding

and collapsing magnetic field induces an eddy current in the specimen, and the eddy

current creates its own magnetic field. The interaction of this magnetic field with the

test instrument varies as internal flaws and fractures are encountered. In works by both
Phelps and Reynolds, eddy current methods have been shown to be somewhat satisfactory

for identifying internal fractures in composites made with fabric materials; however,

using this method for tape materials has generally proved unsatisfactory.

X-ray Radiography. X-ray radiographic methods have been examined in the works of

Phelps, Baumann, and Sendckyj. Examinations were carried out by transmitting a beam of

X-ray radiation through the part, and recording the amount of penetrating radiation on

photosensitive film. The beam is partially absorbed by the material it passes through, and

discontinuities or voids that cause a reduction in total part thickness result in less

absorption and more exposure of the photosensitive film. Several investigators note that

since this method relies on a reduction in material thickness, it tends to be relatively

insensitive to delaminations. However, it readily detects through-thickness fractures.

Radio-Opaque Penetrant Radiography. This technique, examined by several researchers,

uses the same radiographic method described above, but incorporates the use of an X-ray

J!
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attenuating dye applied prior to examination. The dye dramatically enhances many

defects that are not normally visible, and aids considerably in their detection. This

method has, by far, the best resolution of any of the techniques available; however (as

noted by Phelps) debris, grease, and fluid must be cleaned from the part, and some form

of access for the penetrant to enter delaminated areas is required. In addition, some of

the available penetrants are toxic.

* Edge Replication. This technique has been explored by several investigators such as
Riefsnider; it uses standard metals replica techniques to record micr~scopic cracking

along the free edges of the component. An acetate film that has been softened with
acetone is firmly applied to the edge, then allowed to dry. The result is a mirror image of
the edge that can be examined at higher magnification to assess nonvisible damage. This
technique provides an easily handled copy of the specimen which can be examined without

component damage or sectioning, but caution is advised since the acetone solvent can
react with the resin system and actually create artifacts and/or permanent component

damage.

Discussion

A wide variety of nondestructive evaluation methods have been examined in the literature

reviewed for this project. These techniques and the types of defects they can detect are

summarized in Figure 4-23. The differences and advantages of various techniques are

best discussed in studies performed by Phelps and Reynolds. In Phelps' study, each of the

techniques listed in Figure 4-23 were evaluated and compared on panels fabricated with

known or induced defect conditions. Figure 4-24 illustrates the panels and conditions

examined. In evaluating techniques, Phelps placed primary importance on the suitability

of each technique for in-service field inspections. As a result, the most often-

recommended techniques were those that were portable and readily available (Figure

4-25). However, in examining Phelps' test data, through -transm iss ion ultrasonics appears

the best choice for identifying nearly all the defect conditions illustrated in Figures 4-26

and -27. Through-transmission ultrasonics was able to identify well over 90% of the

defects examined. This finding is confirmed in Reynold's work in which a variety of non-

United States fabricators indicated that C-scan ultrasonics was the most sensitive

technique (with the exception of dye penetrant X-ray radiography) for detecting internal

voids and delaminations.
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TASK METHOD0 DESCRIPTION AUTHORS

Identify in-place Thought-transmission Thought-transmission Phelps (ref. 30)
delaminations. ultrasonics ultrasonics Schramm (ref. 32)
disbonds Raatz (ref. 43)

Reynolds (ref . 31)
Duke (ref. 44)

and Gibbons (ref. 40)
Ulman (ref. 33)

* identify through- ____________ _____________Teagle (ref. 41)
*thickness cracking Pulse echo Measures reflected sound Phelps (ref. 30)

from defect surface Bar-Cohen (ref. 42)
Raatz (ref. 43)
Reynolds (ref. 31)
Ulman (ref. 33)

Harmonic bond testers Measures resonant frequency Phelps (ref. 3u0)
of laminate Reynolds (ref. 3 1)

Eddy current Measures eddy current Phelps (ref. 30)
induced by test probe Reynolds (ref. 31)

Sendeckyj (ref. 37)
Baumnann (ref. 36)

Dye penetrant radiography Measures X-ray attenuation Phelps (ref.- 30)
(fabric) which is enhanced by using Reynolds (ref. 3 1)

radio-opaque dye penetrant Baumann (ref. 36)

X-ray radiography* Measures X-ray attenuation

Figure 4-23. Nondestructive Evaluation Techniques

Other ultrasonic techniques, such as pulse echo, harmonic bond testing, and single-sided

angle beams appear capable of detecting roughly one-half to two-thirds of the defects

identifiable by through-transmission ultrasonics. As indicated in Figures 4-26 and -27 the

sensitivity of these techniques to a variety of defects depends strongly on the type of

instrument used. Of the instruments examined by Phelps, harmonic bond testers appear to

be somewhat more sensitive to most defects than pulse-echo or single-sided ultrasonic

methods.

While not covered in Figures 4-26 or -27, X-ray radiography was found by both Phelps and

Reynolds to be an excellent nondestructive evaluation tool, particularly when used with

radio-opaque dye penetrants. As shown by Phelps, radiography without enhancement

illustrates fractures running through the specimen thickness with relative clarity

(Figure 4-28). As noted by both authors, this result reflects the localized reduction in

material thickness associated with such fractures. Hlowever, visualization of internal

delaminations (as shown in Figure 4-28) was found to require DIB radio-opaque dye

penetrant enhancement.
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2 f4

1

Key Description Defects

1 Gr-Ep laminate/Nomex honeycomb skin and rib Impact damage, fastener hole damage, water-in-
structure, mechanically fastened, painted two sides. honeycomb, rib flange cracks
B727 ele, or section

2 Gr-Ep laminate and Nomex honeycomb painted Delaminate/disbond defects and impact damage
one side defects in honeycomb, laminate, and transition areas

3 Wedge shape, Gr-Ep skin-Nomex honeycomb Impact damage, lightning damage, burn damage
painted two sides

4 Gr-Ep laminate plates, painted one side Delamination/disbond and impact damage defects,
simulated surface cracks

5 Unidirectional Gr-Ep laminate Simulated surface cracks

6 Gr-Ep laminate lug and thick sections Fracture in lug, simulated hole cracks

7 Gr-Ep honeycomb panel mechanically fastened Complete failure (fracture) in flange at one hole
to Gr-Ep I-stiffened skin structure

8 Curved Gr-Ep skin and Nomex honeycomb Impact damage

9 Kevlar and Gr-Ep skin and Nomex honeycomb Impact damage

10 Kevlar and Gr-Ep skin and septumized Nomex Delamination/disbond defects
honeycomb-B767 landing gear door sections

11 Gr-Ep laminate and aluminum honeycomb or Delamination/disbond defects
titanium plate

12 Gr-Ep laminate I-stiffened skin panel Impact damage

13 Gr-Ep laminate stepped-thickness X-ray Varied thicknesses
and ultrasonic test part

14 Gr-Ep laminate fatigue specimens Cracks and hole damage

(Ref. 30)

Figure 4-24. Test Parts
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(Ref JO)

Figure 4-25. method Selection (Listed in order of Preference)
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100

Method identification key:
60 1 . Visual

2. rap rest
3. TTIJ

Percentage of 4
defects detected 4. TTU Sonatest/shadow

5. Single-side onatesttshadlow

6. 210 Bond tester (harmonic bond
tester)

20 7. Si -A Sondicator (harmonic bond
tester)

0
1 2 3 4 5 6 7

Method identification

(Ref. 30)

Figure 4-26. Impact Damage Detection Capability

Phelps' extensive investigation into eddy current methods suggests that some defects in

4.~I fabrics can be readily identified. However, both Reynolds and Phelps note that test

instruments used in this technique must operate in the proper frequency range and be

properly adjusted. Phelps' study suggests that the detection capability of this method is

below that of through-transmission ultrasonics, and is likely equivalent to pulse-echo and

single-sided ultrasonic methods.

'..6 LITERATURE SEARCH-MATERIALS CHARACTERIZATION

The characterization of materials involved in component failure is aimed at identifying

errors in their fabrication and/or processing. Material properties such as strength,

stiffness, and environmental durability can be dramatically affected by processing and

fabrication errors. As part of this project, a comprehensive literature search was

undertaken to identify techniques available for characterizing composite materials.

A variety of techniques for evaluating composite materials was identified in the literature

examined. Most investigators developed and evaluated test methods to verify the
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detected s
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0.
1 2 3 4 S 6 7 8 9 10 11 1 2 3 4 5 6 7 9 1011

Defect identification Defect identification

a) THROUGH-TRANSMISSION b) PULSE-ECHO TRANSMISSION
ULTRASONIC (TrU)

100 100

80 80

60 - 60
, Percentage Percentage

of defects of defects
detected 40 detected 40 -

20 - 20
=*

0h I 0", ,
1 2 3 4 S 6 7 8 9 10 11 1 2 3 4 5 6 7 8 9 10 11

Defect identification Defect identification

c) TTLU SONATEST/SHADOW d) SINGLE-SIDE SONATEST/SHADOW
* Omitted-temporary yoke could not

accommodate the transition area

Defects Detected-Key:

1. Total defects 6. First eight plies
2. Small defects 7 Nine plies or more
3. Edge defects 8 Rough side
4. Laminate/honeycomb defects 9. Tool side
5. Transition zone defects 10. Graphite-epoxy-aluminum honeycomb defects

11. Graphite-epoxy-titanium plate defects

(Ref 30)

Figure 4-27. DelaminationlDisbond Defect Detection Capability (Page I of 2)
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of defects of defects
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i) OTHER BONDTESTERS j) TAP TEST

(Ref. 30)

Figure 4-27. Delamination/Disbond Defect Detection Capability (Page 2 of 2)
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Figure 4-28. Cracks in Gr- Ep Specimen

* conformance of materials and processes to specification. They also studied degradation

resulting from environmental exposure. In these studies, the examination of composite

* materials was divided into two categories: uncured and cured inaterial evaluations.

Uncured Material Evaluations

Evaluation techniques for uncured epoxies are well established and extensiiely

documented. To characterize the constituents and formulation of uncured prepreg,

methods such as high pressure liquid chromatography (HPLC), gel permneation

chromatography (GPC), infrared spectroscopy, differential scanning calorimnetry (DSC),

wet chemical analysis, and atomic absorption spectros--opy were examined by a number of

* researchers. However, though these techniques are well developed, they are seldomn used

* in failure analysis because the prepreg materials uised to fabricate the failed parts are not

generally available to analysis. Several studies, including those by Wickham, %lay,

* Crozier, Rogers, Tung and Dynes, and Chen and Hunter, describe the analytical techniques

available for complete chemical characterization of uncured epoxies. Carpenter pro'lides

characterization techniques for the particular resin (Hercules 3501-6) used in this

* programn.
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High pressure liquid chromatography (HPLC) separates individual resin components

according to their size or solubility. Components can be identified by comparing the peak

position on a chromatogram to a reference standard. Peak areas can be used to determine

relative concentrations. Several researchers describe their determining the presence and

concentration of the primary epoxy, the secondary epoxy, the unreacted amine hardener

and reaction products during staging. A typical LC chromatogram is shown in Figure 4-

29. Sewell describes detailed HPLC test procedures for the Hercules 3501-6 epoxy

system.

Gel Permeation Chromatography (GPC) separates resin components by passing them

through a gel with controlled pore sizes. The larger components are detained by the gel

(Figure 4-30). The presence and concentration of resin constituents and reaction products

can be detected using GPC. A typical GPC chromatograph is shown in Figure 4-31. GPC

was found to be less informative than HPLC for low-molecular-weight components.

Infrared (R) spectroscopy measures the absorption of incident infrared radiation, and is

used to verify matrix resin formulation by identifying functional groups. IR spectroscopy

is especially useful in determining the DDS hardener content by detecting the presence of

sulfonyl groups. Other resin components may also be analyzed. Mones describes

techniques for detailed characterization of epoxy curing reactions using quantitative IR

spectroscopy techniques.

Differential scanning calorimetery (DSC) characterizes an uncured epoxy matrix by

measuring the heat evolved versus temperature from the exothermic cure reactions. A

typical DSC thermogram is shown in Figure 4-32 for Hercules 3501-6 epoxy; the total heat

of reaction (the area between the thermogram peaks and baseline), the relative peak size,

and reaction temperature can verify resin formulation. Stark provides a systematic

analysis of DSC thermograms for cure reactions in uncatalyzed epoxies. Carpenter, and

Munns and Seferis describe analyses of DSC thermograms for catalyzed epoxies.

Wet chemical titration techniques determine the total amount of epoxy or the amount of

primary epoxy present in the resin formulation. Carpenter, and Chu and Seferis describe

nethods of determining epoxy equivalent weight through titration. Crozier and Rogers

determine primary epoxy (MY-720) content by tertiary amine titration. Wet chemical

techniques lose some of their utility because they can not detect groups reacted during

staging.
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Figure 4-29. LC Chromatogramn of Narmco Resin Matrix Showing Major Peak Assi gnment
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Figure 4-3 1. GPC Chromatogram of Narmco Neat Resin Showing Major Peak Assignment
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Atomic absorption spectroscopy determines the presence and concentration of catalyst in

epoxy formulations. The concentration of BF3 containing catalyst is determined by

measuring boron content.

Cured Material Evaluation

The evaluation of cured epoxy matrix resins is not as well established as uncured epoxy

analysis methods, due to the cured epoxy network's intractability. Techniques such as

diffuse reflectance infrared spectroscopy, dynamic mechanical analysis (DMA), and acid

digestion can characterize the cured epoxy matrix. Processing verification methods such

as thermomechanical analysis (TMA), DSC, DMA, and IR spectroscopy can verify proper

material processing.

Diffuse reflectance-Fourier transform infrared spectroscopy (DR-FTIR) measures the

absorption of radiation scattered from the cured resin sample. DR-FTIR allows IR

spectroscopic techniques to be used on cured epoxies. Young discussed DR-FTIR

techniques to verify resin formulation and detect thermal aging by comparing the peak

heights and area ratios of specimen IR spectra to reference standards. Figure 4-33 shows

how DR-FTIR was used to detect aging in Hercules 3501-5A epoxy.

Dynamic mechanical analysis (DMA) measures the change in viscoelastic properties with

temperature. DMA provides information on matrix resin formulation as well as part

processing and environmental exposure history. The works of Carpenter, Chen and

Hunter, and Burroughs and Leckenby describe changes in dynamic mechanical properties

with controlled changes in formulation. Figure 4-34 shows the changes in elastic modulus

versus temperature for varied DDS hardener content. Chu and Seferis summarize the

effect of mixing variables, formulation changes, and processing variables on dynamic

mechanical properties. The effects of moisture exposure on dynamic mechanical response

are discussed by Baumgartner and Lemming, and Putter.

Measuring composite fiber volume indicates if the prepreg was manufactured in accor-

dance with specification. Acid digestion determines the fiber volume of a cured carbon-

epoxy composite by dissolving the matrix resin and leaving the carbon fiber behind.

Several digestion techniques were evaluated by Jackson.

The glass transition temperature of a cured epoxy network depends on the extent of

crosslinking reaction. Measurement of composite glass transition temperature indicates

the degree of resin cure when compared to a correctly cured standard. Glass transition
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Figure 4-33. DR-F TIR Spectra of Graphite/Epoxy (AS/3501-5) Composite Before and After
~Thermal Aging

! temperature is generally measured using thermal analysis techniques such as thermo-

B mechanical analysis (TMA), DMA and DSC. TMA measures :he displacement of a probe as
i a function of temperature (thermal expansion). Burroughs and Leckenby describe TMA

~glass transition temperature measurement techniques for carbon -epoxy composites.

~Methods for determining glass transition temperature from DMA measurements were
~described by Carpenter, Burroughs and Leckenby, and Baumgartner and Lemming.

t Carpenter- and Chang discuss glass transition measurement using DSC. TMA is the most
i common glass transition temperature measurement technique for failure analysis because
I of the small sample requirement and ease of determination.

~Differential scanning calorimetry (DSC) determines the extent of reaction of a cured

I composite by measuring the residual heat of reaction. The area between the thermogram

E peak and a baseline is the residual heat of reaction for the matrix. By comparing the
t residual heat of reaction to the total expected heat of reaction measured on uncured
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Figure 4-34. Elastic Modulus Verus Temperature, Narmco Matrix, Showing Variation With
Hardener Content

material, the extent of reaction can be determined. Burroughs and Leckenby, and Munns

and Seferis describe techniques for determining extent of reaction from residual heat of

reaction. The change in DSC thermograms with an increasing extent of cure is shown in

Figure 4-35. Generally, DSC is used in failure analyses to show incomplete curing rather

than to determine the exact extent of reaction. To determine the extent of reaction for a

composite sample, corrections must be made for the weight of the carbon fibers, which is

difficult because the fiber volume of the small sample required for DSC may not be

indicative of the bulk fiber volume.

Infrared spectroscopy determines the number of unreacted functional groups in an

incompletely cured epoxy network. The works of Mones and Chang include methods for

determining the extent of reaction from IR peak intensity.
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Figure 4-35. DSC Results For Cured Fibredux

Discussion

As noted above, analytical methods for evaluating uncured carbon-epoxy composites are

fairly well established. A detailed summary of these methods and their descriptions is

contained in Figure 4-36. Methods such as HPLC, GPC, IR spectroscopy, DSC, wet

chemical, and atomic absorption can be combined to provide a detailed formulation

analysis for prepreg. The methods are not often used in failure analysis because the

prepreg is not available.

Evaluation of the cured carbon-epoxy material is required as part of any failure analysis.

The most commonly used analysis tests the extent of cure of the matrix resin. Thermal

analysis techniques such as TMA, DMA, and DSC are preferred because they are easy to

apply and require small samples. Cured-matrix formulation characterization techniques

such as DR-FTIR and DMA are used only if the cure analysis indicates material anomalies.

In general, the techniques identified in the literature review were created for materials

development programs. Application of these techniques to failure analysis requires solne

modification or adaptation. Interpreting results may not be as straightforward for a

material that has been subjected to actual service as it is for a material that has been

tested only under well-controlled laboratory conditions.
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4.7 MEETINGS WITH EXPERTS IN COMPOSITE FAILURE ANALYSIS

As part of Task 1, experts in the field of composite failure analysis from throughout the

United States were visited. Interviews were conducted with individuals from industry,

Government, and the academic community to gather information regarding diagnostic

techniques and FALN systems and approaches. For diagnostic techniques, the primary

interest was identifying state-of-the-art methods for the postmortem analysis of

composites. When discussing the FALN, the objective was to have each expert review and

understand the current program, and suggest changes or alterations based upon his

expertise and experience. In gathering these inputs, specific emphasis was placed on

evaluating each diagnostic technique and the FALN for theoretical foundation, supporting

data or models, experimental data validity, and value to performing a failure analysis.

In each visit, the Failure Analysis for Composite Structure Materials project was reviewed

and discussed to give each expert a clear understanding of the program's goals and scope,

and to present the program FALN. The presentation was tailored to the specific interests

and expertise of each consultee. For example, while visiting Dr. Ramesh Kar at Northrop,

Dick Robertson at Ford, and Hsin-Nan Chou at McDonnell Douglas, the fractographic

findings from Task 3 were reviewed in detail. At NASA-Lewis and the University of

Delaware, more time was spent reviewing sub-FALNs and general diagnostic method-

ologies.

Most of the individuals visited were pleased with the program's overall scope and intent,

and the approach received general approval. Several individuals commented that although

Hercules 3501/AS-4 represents a logical starting point, thermoplastic matrices should be

included in future follow-on studies. Most people were also curious about dissemination of

information from the current program and the availability of either interim reports or the

final compendium for their use. They were advised to contact Mr. Frank Fechek, the

AFWAL/MLSE project engineer, regarding specifics on obtaining the desired information,.

Mlost individuals had no further input regarding additional diagnostic techniques or FALN

modifications, with the exception of Dr. Chris Chamis at NASA-Lewis and Dick Robertson

at Ford.

Dr. Chamis gave specific inputs regarding NASA's perspective of stress analysis methods,

state of the art, and view of postmortem failure analysis. As a result of this information,
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ANALYSIS METHOO DESCRIPTION AUTHORS COMMENTS
TASK

High pressure Identify individual * Wickham (ref. 45) Detect presence/determine concentrations
liquid chromato- components by * May (ref. 46) of:
graphy (HPLC) separating * Crozier (ref. 47) * Epoxy monomers

according to size * Rogers (ref. 48)
orsolubility * Tung (ref. 49) * Unreacted amine hardener

" Chen (ref. 50) e Reaction products
" Sewell (ref. 52)

Gel permeation Identify individual * Wickham (ref. 45) Detect presence/determine concentrations
chromatography components by * Tung (ref. 49) of:
(GPC) separating * Chen (ref. 50) * Epoxy monomers

according to size * Unreacted amine hardener

* Reaction products

Infrared Identify func- e Wickham (ref. 45) * Detect DDS hardener content
spectroscopy (IR) tionaI roups 0 May (ref. 46)

Uncured using IR spectra * Crozier (ref. 47) 9 Identify resin components
epoxy * Rogers (ref. 48)
evaluation * Carpenter (ref. 51)

• Monos (ref. 53)

Differential Perform enthalpy 0 Wickham (ref. 45) Verify formulation by:
scanning measurements * May (ref. 46)
calorimetry * Tung (ref. 49) * Measuring total heat of cure reaction
(DSC) : Chen (ref. 50) 9 Measuring size and location of exotherm

* Stark (ref. 54)
e Carpenter (ref. 51) peaks
e Munns (ref. 56)

Wetchemical Determine * Carpenter (ref. 51) 9 Determine epoxy equivalent weight
concentration of * Chu (ref. 57)
functional groups * Crozier (ref. 47) 0 Determine primary epoxy content
by titration * Rogers (ref. 48)

Atomic Measure atomic * Wickham (ref. 45) Determine catalyst content (BF3)absorption absorption 9 Carpenter (ref. 51)
spectra

Diffuse Identify * Young (ref. 58) 9 Identify resin components
reflectance- functional groups
fourier using IR analysis 9 identify thermal aging
transform of scattered beam
infrared
spectroscopyD R-FTIR)

Dynamic Measure change * Chen (ref. 50) * Detect formulation variations
mechanical in viscoelastic * Carpenter (ref. 55)
analysis (DMA) properties with e Burroughs (ref. 57) * Show moisture effects

temperature 0 Baumgartner
(ref. 61)

Cured epoxy Acid digestion Remove matrix * Jackson (ref. 59) Determine fiber volume
evaluation resin by exposing

___ _ to acid

Thermomechan- Measure probe * Burroughs (ref. 15) Determine glass transition/extent of
ical analysis displacement as a reaction
(TMA) function of

temperature

Differential Measure heat e Carpenter (ref. 55) * Determine glass transition/extent of
scanning evolved as a * Chang (ref. 64) reaction
calorimetry function of * Burrou hs(ref.59)
(DSC) temperature 0 Munns ref. 56) 0 Determine residual heat of

reaction/extent of reaction
Infrared Identify 0 Monos (ref. 53) 0 Determine extent of reaction from peak
spectroscopy unreacted * Chang (ref. 64) intensity

functional groups
using IR spectra

Figure 4-36. Materials Characterization Literature Survey Summary
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a draft sub-FALN on this discipline was developed for inclusion into the final

compendium.

Discussions with Dick Robertson focused on the observation of lamellar-type features

under mode I loading conditions. As a result of these discussions, there was general

agreement that lamellae may be due to alterations in the microscopic load state

associated with fiber pullout. Mr. Robertson agreed to send Soeing some of his mode I

samples for review under Task 3.

In general, most of the individuals visited agreed with the FALN, the proposed diagnostic

techniques, and findings and interpretations offered. Most of these individuals have

explored only a limited portion of the overall technology involved, and very little of their

effort was aimed at the postmortem failure analysis of full-scale components. The

consensus is that the current Air Force program is leading the industry in terms of

technology and degree of effort.

A detailed account of the information obtained on each site visit is given below.

Northrop Aircraft Division

Dr. Ramesh Kar

Hawthorne, California

Mr. Ray Grove of Boeing visited Dr. Kar on September 11, 1985. Dr. Kar is Northrop's

designated technical leader in composites postfailure analysis and fractography. Among

the companies visited, Northrop stands as one of the few currently pursuing a capability

aimed at analyzing large-scale in-service experimental components. Northrop's overall

goals, areas of expertise, and approaches are aligned with the overall Air Force program.
Because of their emphasis on component failure analysis, Northrop has developed a FALN

and supporting diagnostic techniques. During the 3uly, 1985, Air Force-sponsored

International Conference on Postfailure Analysis Techniques for Fiber-Reinforced

Composites, Northrop's techniques and FALN were presented and discussed along with an

applied example. In visiting this company, a primary goal was to gain a more detailed

understanding of these items and their relationship to the current Air Force program.
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FALN - Northrop was well aware both of the scope and intent of the Air Force program,

and of why such a methodology and program were necessary, and was in agreement with

the current program approach and objectives. The FALN illustrated in Figure 4-37

describes Northrop's general approach and the steps involved in performing a failure

analysis. The approach is oriented toward fractographic examinations and proceeds in a

straightforward manner from low-magnification (global) examinations, towards more

detailed and intensive techniques such as SEM, image analysis, and metallography. This

approach is similar in many ways to portions of the current program FALN, and reflects

Boeing and Northrop experience with metals failure analysis, standard m--tallurgical

approaches, and experience with in-service and large-scale test components.

While portions of the Northrop and the current program FALNs appear similar, some

substantial differences exist. In Northrop's approach NDE, macroscopic inspection,

SEM/TEM examinations, and metallography are the only operations. Depending on the

outcome of each examination, the investigator is directed towards either additional

(unspecified) techniques, or the cause of failure. As presented, this approach relies

exclusively on NDE, fractography, and metallography to direct and determine the cause of

failure.

In Boeing's opinion, a potential problem with this approach is that it assumes all defective

material conditions or design errors can be identified by these methods. However, very

little (if any) experimental data or models exist describing how these conditions affect

fractographic features. As a result, the theoretical foundation and utility of this

approach appear to contain elements of risk.

In addition to this major difference in analytical approach, Northrop also departs from the

current Air Force program in several other respects. These include:

I. Less detail regarding each operation. No stated goal for any operation. No decision

steps involved in the use of an operation.

2. Only one decision step (located near the end of the FALN) to direct operations and

subsequent analyses.

3. No evaluation of either material or drawing conformity unless indicated by NDE,

frac~ography, or metallographic findings.

68



FAILED GRAPHITE-
EPOXY COUPON

t

EXAMINATION ,-

Ct
SYSWnEM MACROSCOPICl
FRPACTURE EXAMINATION J

OPTICAL METALLOGRAPHY FOR ' [OPTICAL METALLOGRAPHY FOR OTICAL IMAGE ANALYSIS

MACROSCOPIC FRACTURE DETAILS JMICROSCOPIC FRACTURE DETAILS OF RESIN AREAS

ADDITIONAL DA'TA EGNEIGAAYI

Figure4-37. Northrop Aircraft's FALN

4. No assessment or evaluation of background data or service history.

5. No stress analysis of the part or its failure condition unless indicated by NDE,

fractography, or metallographic findings.

, 6. No use of high-magnification optical fractography.

In discussing these differences, Dr. Kar indicated that background information and history

are usually obtained and reviewed as one of the first operations in a failure analysis.

Apparently, this step was omitted in the interest of simplifying their overall FALN.

Dr.Kar felt differences noted in items 1, 2, 3, and 4 reflected the lack of detail in

Northrop's FALN. Northrop indicated that a more detailed version of their FALN has not

been developed, in general, Northrop had no problem with, or specific comments on, the

more detailed FALN developed under the current Air Force program. However, it was

unclear whether this input reflected Northrop's lack i- familiarity with this level of FALN

detail, or whether the existing FALN was in fact satisfactory. Regarding differences 5

and 6, Dr. Kar indicated that his group does not usually interact with groups doing stress
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analysis nor do they use optical microscopy for crack-mapping purposes. In discussing this

Dr. Kar indicated that both these areas may be viable operations in performing a failure

analysis. However, Northrop has no specific experience with either.

While Northrop gave no inputs regarding the existing FALN, Boeing's review of their

approach did reveal some logical changes. Northrop's FALN shows metallographic

examinations as a separate operation. In the current Air Force FALN, this technique is

buried as a sub-operation in fractographic examinations. As a result, the current program

FALN is being updated to incorporate metallography as a separate and visible operation.

This new version will be included in the annual report and will show metallogiaphy as an

operational box associated with the identification of crack types and the examination of

origin and propagation anomalies.

Diagnostic Techniques-In discussing techniques, Dr. Kar concentrated on his company's

fractographic capabilities. Since Northrop's efforts were primarily aimed at the

postfailure analysis of service and test components, their efforts in this area have been

focused on identifying the origin and direction of crack propagation. In developing this

methodology, Dr. Kar indicated that their efforts have fallen into two categories: the

characterization of open hole compression coupons and of fractured test components.

Northrop has examined a large number of open hole compression coupons both metallo-

graphically and under the SEM. These examinations were performed on AS6/5245C and

CE1200/5245 laminates which exhibited differing open hole compression properties. The

intent in examining these specimens was to identify either the mode of failure or specific

origin site involved in fracture. Fracture features characterized by these examinations

included fiber buckling, intra-ply cracking, delaminations, hackles, and river markings.

According to Dr. Kar, in examining these samples he was unable to establish any

correspondence of failure initiation or growth with the direction of anticipated fracture

from the hole. Dr. Kar indicated that Northrop's interpretation of river mark patterns

generated inconsistent and varied crack directions.

Northrop has examined many fractured test components over the past several years. Dr.

Kar's overview of these examinations was typified by the failure analysis of a five-

stringer test panel. In this case, Northrop utilized the SEM to map river mark patterns

and define the direction of crack propagation. The map was used to identify crack origin

zones associated with each stringer. While Dr. Kar indicated that the origin of fracture

had been identified, he also revealed that the analysis was limited to II localized areas.
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Sincc most of the fracture surface was not inapped, it is unclear whether these origin

zones constitute primary or secondary sites of initiation. The use of optical microscopy to

cover more fracture surface area in a continuous manner was suggested; however, Dr.

Kar indicated that optical microscopy was not used at Northrop as a fractographic

analysis tool for mapping delamination surfaces. Without this technique, or more SEM

sampling, the adequacy of their methodology appears questionable.

In discussing the above findings, Northrop indicated that river marks can be used to

identify the direction of crack propagation. In this respect Dr. Kar agreed with the basic

findings of Task 3 on mode I samples. However, Northrop has not tested interlarninar

specimens with known crack directions, origins, and load states. Dr. Kar indicated that

some asymmetric mixed mode (+45/0/0-45-degree) s DCB specimens had been tested;

however, he was unsure of the percentages of mode I and mode 2, and did not have any

information suitable for presentation regarding fractographic features, experimental

validity, or fracture models. Based on these observations, it appears that Northrop's

capability in this area is based on existing metallurgical interpretations rather than on

controlled testing and examination.

NASA-LEWIS

Dr. Christos Chamis and Ms. Carol Ginty

Cincinnati, Ohio

Mr. Brian Smith of Boeing, and Mr. Frank Fechek and Ms. Pat Stumpf, both of the U. S.

Air Force, visited Dr. Chamis and Ms. Ginty on September 24, 1985. Dr. Chamis and Ms.

Ginty were consulted because of industry-wide recognition for their expertise in

composite materials stress analysis. Discussions at the Lewis Research Center centered

on the state of stress analysis methods and a logical FALN approach for stress analysis.

-r: While NASA has studied the effect of load state on fracture morphology, this work was

not discussed in any detail as it has been well documented and there is little question

about their findings.

NASA is well aware of the current Air Force program scope and intent. NASA's emphasis

in stress analysis and fractography has not been aimed at the postmortem analysis of

full-scale components. Rather, its efforts are directed more toward coupon testing to

understand the fundamental behavior of composite materials and their failure processes.
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In issessing the state of the art [or stress analysis techniques, Dr. Chamis related that

some very good analysis methods exist; however, they are typically no more than 60% to

75% accurate in predicting failure. In most cases, these methods fall into three groups:

those predicting first-ply failure, those predicting failure based on a combination of

empirical data and laminate analysis methods, and those incorporating the latter method

combined with hygrothermal effects. In discussing these, NASA indicated that a viable

stress analysis technique for in-service failures should incorporate all of these

methodologies and that a current NASA program called CODSTRAN should accomplish.

this objective.

In reviewing CODSTRAN, it was apparent that NASA has had some excellent results.

However, with the program at its present level of completion, NASA has obtained only

70% accuracy in predicting failure. Dr. Chamis felt that accuracy may be improved as

more detail is added to CODSTRAN. However, NASA's experience with composites was

such that it felt that inaccuracies in test methods, aircraft load predictions, and

component interactions would always leave some degree of inaccuracy in predicting

failure. While some reports on CODSTRAN have been released, the program itself has

not.

After reviewing CODSTRAN, the discussion turned to the investigative sequence for

postmortem stress analysis of failed components. This conference was enlightening in

that it provided inputs regarding a stress analysis FALN, and it helped clarify the logical

position and relationship of various diagnostic techniques, including CODSTRAN. Dr.

Chamis felt that the typical procedure for designing a component involves:

1. Assessment of the part configuration and loads

2. Development of an initial layup based on overall part requirements (i.e., stiffness,

strain, buckling stability)

3. Definition of load paths and panel strains based on the initial layup configuration

4. Reiteration of 2 and 3
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5. Point-design allowables testing

6. Full-scale structural testing.

Referring to the above procedure, Dr. Chamis pointed out that the most common sources

for potential failures include inaccuracies in assumed loads, environment, damage, and

errors in assessing load paths, and damage/defect criticalities. He also noted that a

variety of manufacturing discrepancies, material faults or anomalous s rvice conditions

could also give rise to failure. In analyzing these causes, he felt that the stress analyst

should gather inputs to direct his activities in accordance with the existing program

FALN, but should also review initial design assumptions and analyses. In some cases

examination of these analyses in greater detail may disclose critical failure conditions not

revealed by the techniques in the program FALN. In carrying out this review, Dr. Chamis

suggests that the stress analyst go back through his initial design steps asking these

questions:

o What additional loads or conditions could cause failure?

o Are there any errors in the initial analysis?

o Does a more detailed map of load paths (finite element) reveal a critical condition?

o Have the criticalities of assumed flaws, defects, and damage been adequately

accessed?

These inputs from NASA-Lewis were used to develop a flow chart illustrating a FALN for

stress analysis. This flow chart is presented in Section 5.6. The procedure shown on this

chart allows investigative stress analysis with or without inputs from other operations

(such as fractography, etc.) within the overall FALN. One potential problem in this

approach is that it can rely on assumptions or conjecture in the absence of information

from the overall FALN. However, since some failure conditions may not be identifiable

based solely on FALN inputs, such an approach appears unavoidable.
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Ford Motor Company

Mr. Richard Robertson

Dearborne, Michigan

Mr. Frank Fechek and Ms. Pat Stumpf of the U. S. Air Force and Mr. Brian Smith of

Boeing visited Mr. Robertson and several members of his staff on September 27, 1985.

The intent in visiting Ford was to address Mr. Robertson's fractography findings on mode

I tension fractures; he has reported seeing lamellae formations under mode I loading

conditions, in addition to river markings and resin microflow.

In discussing the current Air Force program, Ford was enthusiastic about the U. S. Air

Force developing a widely available handbook dealing with composite failure analysis.

However, with the exception of Mr. Robertson's fractography work, Ford has not

attempted to develop a failure analysis capability, and therefore had no specific inputs

regarding the overall program goals or basic approach. In general, the people at Ford felt

the current program was timely as well as logically organized.

Ford's fractographic studies were aimed at understanding the microscopic processes

involved in fracture and energy absorption. It was felt that this approach would help

develop materials with improved toughness. In these studies, Ford has not tested a large

number of samples with strictly controlled load states; most of their fractures have been

produced by hand loading small double cantilever beam specimens to failure. As

illustrated in Figure 4-38, the fracture surfaces of these specimens exhibit: flat areas of

resin fracture, localized areas of fiber pullout, and gross twisting of the fracture plane in

local areas.

In reviewing these features, Mr. Smith and Mr. Robertson agreed that the flat areas of

resin fracture appear similar to Air Force program mode I specimens and were not

controversial. In the latter two areas, detailed inspection at 50OX to 2000X revealed

multiple plates of fractured matrix inclined at a relatively low angle to the fracture

surface. Such features associated with fiber pullout have been observed in the current Air

Force program under mode I loading on a relatively low density basis. These features are

believed to reflect the occurrence of mode 3 loading along the fiber edge, when a

significant portion of the fiber is being pulled out of the surrounding matrix. Mr.

Robertson agreed that the stress state involved in fiber pullout may be complex, so that

the mode 2 features identified under the Air Force's program may be observed under
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(Ref. 12. Copyright e Chapman and Hall, Ltd; reprinted with permission.)
Figure 4-38. SEM Photomicrographs of Mode I Fracture Surface

mode I due to localized re-orientation of the applied stress. The Boeing and Ford

representatives agreed that the lamellar features observed probably occur normal to the

direction of resolved tension, leading to the postulation that gross variations in the

fracture plane and observed lamellar structure in these areas probably reflects a variation

in the orientation of resolved tension. The exact cause of this re-orientation in Ford's

samples was not discussed; however, such a condition could arise from either hand loading

(introduction of some amount of mode 2 component), edge effects, or discontinuous

cracking ahead of the main crack front.

To contribute to understanding and resolving the fracture morphology of these samples,

Mr. Robertson agreed to provide this Air Force program with some of Ford's test

specimens. When these specimens are examined, the emphasis will be on characterizing:

the percentage of fiber pullout, flat and twisted areas, and the overall lamellar structure.

Ford's observation of lamellae under mode I loading appears resolvable; both fiber pullout

and hand loading offer viable and consistent arguments.

Because of Ford's research emphasis, the company has not explored any specific

techniques for a crack mapping methodology in detail. However, Mr. Robertson's
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publiishe(I work indicates thlat river inarkings hive been observed coincident with the

direction of anticipated crack propagation. Mr. Robertson indicated that these featurei

could be interpreted through traditional means and the direction of local fracture

determined. Ford noted that a significant amount of variation in the direction of these

river markings has been observed on unreinforced resin bend bar samdles, but because the

significance of these variations has not been determined, Mr. Robertson was unsure how

well this technique would translate to large, complex structures.

University of Delaware, Center for Composite Materials

Dr. Byron Pipes

Newark, Delaware

r. Brian Smith of Boeing visited Dr. Pipes and his associates on September 28, 1985. Dr.

Pipes is Dean of the engineering department at the University of Delaware, and he heads

the Center for Composite Materials. Dr. Pipes' inputs regarding the overall FALN, as
well as his perspective regarding the state of contemporary stress analysis techniques was

of particular interest.

Dr. Pipes is one of three subcontractors under the current Air Force program. As a

resuilt, he is intimately familiar with the current program's goals, approach, and test
methodology. The University of Delaware has been deeply involved--particularly in the

area of test methodology--with mode I and mode 2 interlaminar toughness testing in

recent years.

Dr. Pipes and his associates felt the selected specimens and approach for this program

were logical and straightforward. He gave no inputs regarding the overall program FALN;

however, in reviewing Dr. Chamis' input regarding stress analysis, Dr. Pipes felt that

CODSTRAN was a long way from being applicable to actual in-service components. He
believed the chief problem lay in the amount of computing time required to carry out an

analysis, and in the assumptions that must be made for modeling composite behavior on a
workable scale. Discussing the latter problem, Dr. Pipes stated that in order to be

accurate, composite behavior should be considered on a relatively fine scale. Some of the
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inaccuracies associated with CODSTRAN might be attributed to the definition of failure

modes on a ply-by-ply level, rather than on a fiber, fiber/interface, and resin-interphase

basis. Despite these concernis, Dr. Pipes had no specific comments regarding the stress
analysis sub-FALN developed as a result of visiting Dr. Chamis. The overall approach (in
which stress analyses are carried out with progressively increasing detail) seemed to fit

with Dr. Pipes' general impression of how an analysis should be carried out. However,

reflecting his reservations about CODSTRAN, he indicated that the concept of evaluating
the criticality of defects, loads, and environments solely by analytical means was tenuous.

Additional discussions at the University of Delaware reviewed their fractographic findings
on mode I and mode 2 interlaminar toughness coupons. In testing these samples, the

university has done an extremely thorough job in characterizing toughness behavior and
the effect of specimen geometry. Typically, examinations of these samples were aimed

at defining the gross mechanisms of deformation associated with the toughness perfor-
mance of various matrix systems. The results reviewed included both brittle epoxies, as
well as state-of-the-art thermoplastic composite materials. Delaware's fractographic

findings on epoxy matrices mirror those generated under the current Air Force program.
Under mode 1, a relatively flat fracture morphology characterized by river marks and
resin microflow was observed. On the other hand, mode 2 fractures typically exhibited

numerous rows of hackles. Unfortunately, because of the university's investigative goals,

no effort was made to examine the relationship of these features with the direction of

crack propagation. As a result, inputs from the University of Delaware were limited to
the load state/fracture morphology results described above.
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McDonnell Douglas Aerospace Cornpany

Mr. Hsin-Nan Chou

St. Louis, Missouri

Mr. Brian Smith of Boeing visited McDonnell Douglas Aerospace Company on

September 29, 1985. McDonnell, along with Northrop and Boeing, is one of the few

companies that, until recently, has actively pursued a failure analysis capability for

composite materials; therefore its experiences and diagnostic techniques were of

particular interest.

Unfortunately, Mr. Chou reported that McDonnell's activities in this area were discon-

tinued around 1982. Mr. Gorman Morris was the principal investigator during these

efforts; however he was unable to attend the meeting. As a result, no inputs were

available on McDonnell's FALN or methodologies.

As Mr. Morris was unavailable, the current Air Force program was reviewed in detail with

25 to 35 engineers from both the aerospace and aircraft units of McDonnell Douglas.

General interest was expressed in the availability of the current program compendium. In

addition, several individuals in the aerospace company were particularly interested in

future exploration into the behavior of thermoplastic matrices; however, because of

McDonnell's lack of activity in this area no specific inputs were obtained.
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5.0 TASK 1: FAILURE ANALYSIS LOGIC NETWORKS

5.1 OB3ECTIVE AND STATUS

This section reviews the flow charts and supporting data tables developed within Task I.

The failure analysis logic network (FALN) flow charts were developed to provide

investigators with guidelines delineating a logical sequence of investigative operations.

Such guidelines have not been available previously due to the relative complexity of

composite materials and their fairly recent use in industry. In developing these

guidelines, specific objectives were incorporated to provide investigators a logical

sequence that:

o Considers a variety of potential causes including design or fabrication errors,

anomalies, and in-service damage

o Incorporate- multiple analytical disciplines, such as nondestructive testing, fracto-

graphy, stress analysis, and materials characterization

o Avoids the premature destruction of evidence

o Builds on gathered information and allows for redirected investigations.

In performing Task 1, Boeing's initially proposed FALN--which was aimed at satisfying

these objectives-was updated and completed. In addition, detailed FALNs were

developed for the areas of nondestructive testing, materials characterization, fracto-

graphy and stress analysis. Detailed tables of support information were also completed

for each of these areas delineating techniques described in each FALN.

5.2 OVERALL FAILURE ANALYSIS LOGIC NETWORK

Identifying the logical sequence of steps for carrying out a postfailure analysis is often a

complex and difficult process. Sufficient information must be gathered and evaluated to

determine the cause of fracture from positive supporting evidence rather than by a

process of elimination. Developing positive evidence is often complex because numerous

potential causes exist and multiple contributory factors may be involved. To accurately

identify the cause of fracture, each potential cause and its contributory factors must be
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taken into consideration using an organized investigation sequence. Developing such a

plan is further complicated by the fact that some investigative steps destroy evidence.

Consequently, existing evidence must be adequately documented and the logical flow of

informnation from one analysis to another considered.

To assist investigators in developing a logical plan, an overall framework was developed

4 during Task 1 based on wellI-established procedures used in failure analysis of metallic

structures. The rationale of the framework considers a variety of potential causes,

interrelationships, and the premature destruction of evidence. Because composite

materials differ from metals in many respects, the analysis operations were modified to

address composites. The approach simplifies and streamlines the number and complexity

of analyses. The final framework consists of five basic investigative operations arranged

around intermediate decision points:

" Collection and review of background history and information

o Nondestructive inspection

o Evaluation of part conformity to specified requirements

o Detailed fractographic examinations

o Stress analysis.

The sequence of application for the five operations is illustrated in Figure 5-1. The

sequence encourages the use of simple, inexpensive examinations initially, followed by

progressively more detailed analyses. Through comprehensive Task I evaluations, a

significant amount of detail has been added to the investigative framework illustrated in

Figure 5-1. This version, shown in Figure 5-2, establishes a more accurate path for

investigators, and delineates most of the widely used techniques, use points, and decisions

involved in carrying out a postmortem analysis.

During the initial stages of investigation, information on fabrication, loads, environment,

and service history is collected and reviewed with the intention of identifying areas of

concern, and building a familiarity with the component, its operation, and its environ-

ment. After this initial stage, nondestructive inspections are performed to identify and

define the extent and nature of fracture, and document it for later reference. This

operation establishes the groundwork to plan more detailed examinations and destructive

sectioning. After nondestructive examination, the part is evzaluated for conformity with

drawing, material, and process specifications. Each initial exa.-nination is directed toward

80



FRACTURED SPECIMEN

OBTAIN BACKGROUND AND]

SERVICE HISTORY

YES

NONDESTRUCTIVE
EXAMINATION

f I TRESS A NA LYSIS

MATERIAL/CONFIGURATION 
(IF REQUIRED)

VERIFICATION

CAUSE YESCAUSE OFFRACTURE

IS PART AS NO ADEQUATELY FAS FFATR

D PIE CIIDXLIEIETFEFRACTOGRAPHY RETURN TO EARLIER

*STAGE OF ANALYSIS
AND CONTINUE~INVESTIGATION OR

DEFINE iDEVELOP SPECIAL
TESTS AS NECESSARY

" ORIGIN
" MODE ....

•ENVIRONMENT
•CONTAMINANTS

* DEFECTS
* DAMAGE

Figure 5-1. Simplified Investigative Framework

identifying items of significance early in the investigation. Through an iterative proce:

the number of steps can be minimized and effort concentrated on items of interest.

Detailed fractographic and stress examinations are the next analytic steps. The'

operations identify more specific details and assess their significance. Typicall.

fractographic examinations are performed prior to detailed stress analyses. Fractul

examinations are used principally to identify the origin and load conditions involved i

failure. In many cases, the main benefit of fracture examination is the identification c

material defects or anomalies. As such factors are identified, sufficient information ma
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be developed to identify either a specific cause for failure or a point of interest (i.e.,

origin) for further analyses. After inputs from fractographic analysis have been

developed, stress analyses may be performed to evaluate localized stress states, out-of-

compliance conditions, or the critical nature of identified defects. In cases where

questions may remain, additional specialized tests may be required to model previously

indeterminate conditions.

5.3 NONDESTRUCTIVE EVALUATION FALN

Biefore performing more detailed analyses, nondestructive evaluations can be extremely

useful to the failure investigator by revealing areas of fracture not readily discernable

through visual examinations. Nondestructive evaluation is of particular importance with

composite materials because of their predisposition to nonvisible internal delaminations,

flaws, and conditions of damage. In addition to its primary benefits, nondestructive

evaluation has several other notable advantages.

Providing adequate documentation prior to destructive sectioning is of particular impor-

tance in failure analysis. With many modern nondestructive analysis techniques available

for composites (e.g., X-ray and through-transmission ultrasonics) a permanent record is

made of both visible and nonvisible areas of fracture. This record, somewhat like optical

photography, provides invaluable documentation for later perusal. Finally, since nonde-

structive testing is usually performed by a support specialist, the investigator is freed to

establish a coherent plan for more detailed evaluation prior to destructive testing.

To provide the investigator with a better definition for the sequence of steps involved in

the nondestructive evaluation of a part, the FALN in Figure 5-3 was developed. Several
goals were considered in creating this FALN: the chart should provide the most basic

information first, and the techniques should progress from the most easily interpreted to

the more complex. The chart begins by documenting the fracture in general terms using

relatively simple techniques. Next, two operations provide more plan view and cross-

section information using more complex techniques.

Since many novice investigators may be unfamiliar with the variety of techniques shown,

additional supporting information has been included in two figures. Figure 5-4 lists each

technique, its description, general use, and value. Figure 5-5 shows a modified version of

Mr. M. Phelps' recommended nondestructive evaluation techniques; note that the emphasis
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Figure 5-3. Nondestructive Evaluation

on defects and structures has been modified to reflect postfailure analysis rather than in-

service inspection. Figure 5-5 also lists the preferred order of analysis application for

differing structural configurations and fracture types based on Boeing's internal failure

analysis experience.

5.4. MATERIALS VERIFICATION AND CONFIGURATION FALN

In most failure analyses, the examination of part material, configuration, and quality

should be considered a routine procedure necessary to the accurate evaluation of the

failure cause. These examinations should identify gross deficiencies that could have

significant effect on material properties or the magnitude of local stresses within the

part. Fcr composite materials, items of concern include:

o The wrong material

o Undercure

o Ply placement and orientation errors

o Mismachined details, radii, holes, etc.

o Improper fastener installation, joining, etc.
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TECHNIQUE* DESCRIPTION USE VALUE

Through- Measures ultrasonic sound Determines size and * Plan-view documentation of failure
transmission attenuation location of nonvisible * Plan-view assessment of part quality
ultrasonic (TTU) e C-Scan-plan-view damage, defects, e Planning analyses
* C-Scan presentation fracture in plan view

Pulse ultrasonic Measures ultrasonic sound Determines size and e Plan-view documentation of failure
* B-Scan reflection location of damage, * Through-thickness view documentation of
e C-Scan a B-Scan -through- defects, fracture in failure

transmission view both a plan and * Plan-view assessment of part quality
presentation through-thickness view o Through-thickness assessment of part

e C-Scan - plan-view quality
presentation 0 Planning analyses

Resonance bond Measures mechanical Determines size and a Determining of size and location of part
testers resonance changes caused location of nonvisible damage
* Bondascope by defects, meter, or CRT damage e Method can be used when only one side is

2100 display accessible
" Sond icator
" Acoustic flaw

detector
" MIA 3000

X-ray Measures X-ray e Determines size and e Plan-view documentation of failure
radiography attenuation plan-view location of a Plan-view assessment of part quality and
(tomography) presentation translaminar defects

fractures and radio- e Planning analyses
opaque defects -
plan-view
presentation

e Delamination size
and location
determined with
radio-opaquepenetrant

e Through-thickness
position determined
by stereo-
radiography or

4 X-ray tomography

Neutron Measures neutron e Determines size and 0 Plan-view documentation of failure
radiography attenuation plan-view location of e Plan-view assessment of part quality and

presentation translaminar defects
fractures and a Planning analyses
neutron opaque
defects - plan-view
presentation

a Delamination size
and locations
determined with
neutron-opaque
penetrant

• Used often where
metal structure
overlays composite
material - neutrons
are not as
attenuated by metal
as X-ray, and are
relatively sensitive
for polymers with

_ _hydrogen

Eddy current Measure conditions which Determines differences 0 Plan-view documentation of fracture with
interrupt the flow of eddy between paint single-side access
current induced in the part scratches and surface 0 Planning analyses

cracks in Gr/Ep fabric
=_ _ _ structures

4 Techniques are listed in order of preference, based on applicability, reliability, cost, and sample requirements.

Figure 5-4. Failure Analysis Technique - Nondestructive Evaluation
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Figure 5-5. Method Selection (Listed in Order of Preference)

These conditions are likely to be rare. However, since they require little effort to
examine and have such a critical influence on failure, their inclusion in any complete
analysis is a necessity. Configuration and materials verification examinations have been
included in the overall FALN illustrated in Figure 5-2. Because of their potential impact
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on subsequent operations, these examinations have been incorporated in the early stages
of ainalysis. In many cases, identification of a major discrepancy (such as using tile wrong

material), may sufficiently explain the cause of fracture, thus shortening the entire
investigative process.

In support of the overall FALN, a detailed flow chart for configuration and materials
verification was developed and reviewed under Task 1. This FALN, illustrated in Figure
5-6, provides a detailed guideline for investigators to evaluate critical itemns such as
configuration, ply layup, degree of cure, and the type of resin system osed. This FALN
employs relatively simple analysis techniques; more complex and difficult analyses occur
at later stages. Because novice investigators may be unfamiliar with many of the
techniques specified, Figures 5-7 through 5-9 were developed to review each technique,
and give its description, use, and general value in performing a failure analysis.

In Figure 5-6, one of the inore detailed areas of a configuration and materials verification
study is illustrated. Once a material has cured, ascertaining its identity poses a relatively
difficult problem arising from the generally similar chemical structure of cross-linked
epoxy systems and the tendency of cured resins to resist yielding their identities by

typical analytic methods. However, since many of the currently used epoxies exhibit
nearly identical properties (within a cure-temperature family), identification of

the exact resin system used may not be as crucial as identifying a material with its proper
cure-temperature family. Through the combined use of Tg and residual heat of reaction
measurements, the particular cure-temperature family of most materials can be

established with some confidence.

For example, when fully cured, most epoxies exhibit no appreciable residual heat of
reaction and the Tg's are at-or slightly above-the range of their original cure

temperature. Thus, when little heat of reaction is observed, the measured glass transition
temperature gives a fairly good indication of the cure temperature family of material
used. However, in cases where some heat of reaction still exists, undercure is indicated.

In these cases, this data in combination with the measured Tg may be sufficient to
identify the specific cure-temperature family of the material. For example, a substantial

residual heat of reaction combined with a Tg well below the specified cure temperature
probably indicates the proper use of prepreg material but an insufficient degree of cure.
In making these analyses, it is important to keep in mind that undercure can arise fromn
several causes--only one of which may be an improper cure procedure. Alterations in
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TECHiQUE DESCRIPTON USE VALUE

Pyrolysis - gas Determines gas chromatograms Qualitative and quantitative Formulation/inpurity
chromatography formed from nonvolatile organics analysis of cured epoxy verification
(PGC) by thermal decomposition

Pyrolysis -gas Allows mass spectrometer to act Qualitative and quantitative Formulation/impurity
chromatography I as a detector for the gas analysis of cured epoxy verification
mass spectroscopy chromatograph
(PGC/MS)

Infrared spectroscopy Measures IR spectra Functional group analysis Formulation verification

X-ray fluorescence Measures X-ray fluorescence Determines sulfur content Hardener content

spectra

Thermomechanical Measures material thermal- Determines glass transition Identify general resin
analysis mechanical response syster
(TMA) 1__________ ______1____ 1_________

Figure 5-7. Failure Analysis Techniques- Cured Material Identification

TECHNIQUE DESCRIPTION USE VALUE

Thermomechanical Measure probe displacement Determines glass transition Indication of degree of cure or
analysis (TMA) as a function of sample temperature environmental effects

temperature

Differential Performs enthalpy • Determines glass Indication of degree of cure of
V scanning measurements transition temperature environmental effects

calorimetry (DSC) • Determines residual
heat of reaction

V Dynamic Measures mechanical 0 Determines glass 0 Indication of degree of cure or
mechanical analysis response to oscillating transition temperature environmental effects
(DMA) dynamic loading 0 Observes mechanical 0 Indication of undercured

transition due to condition
additional crosslinking

Infrared Measures IR spectrum Distinguishes between Indicates amount of unreacted
spectroscopy reacted and unreacted functional groups to determine

functional groups extent of cure

Solvent extraction Exposure to an organic solvent Removes unreacted Indication of the degree of cure
material leaving reacted

I network behind

Figure 5-8. Failure Analysis Techniques - Degree-of-Cure Analysis

TECHNIQUE DESCRIPTION USE VALUE

High-pressure liquid Produces liquid Identifies individual Formulation verification
chromatography (HPLC) chromatograms of any components of differing

soluble liquid solubilities or size

Infrared spectroscopy Measures IR spectra Identifies functional groups Formulation verification
attached to carbon backbone

Differential scanning Performs enthalpy Determines heat of reaction Formulation verification
calorimetry (DSC) measurements

X-ray fluorescence Measures X-ray fluorescence Determines sulfur content Hardener content
spectra

Figure5-9. Failure Analysis Techniques- Uncured Material Identification
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prepreg formulation can reduce reaction rates during cure. Therefore, when a sufficient

degree of undercure is detected, it is generally recommended that additional tests be

carried out on the original prepreg to verify its chemistry.

In some analyses, identifying the specific resin system used may be important; however,

the investigator should be aware that extensive capabilities in this area are only partially

developed. Sufficient differences exist in basic formulations so that relatively simple

tests (such as X-ray fluorescence) may be used to identify different systems (Figure 5-10),

but for the most part the ability to identify resin systems within the same tr-mperature-

cure family is relatively difficult. One of the potentially promising techniques is pyrolysis

gas chromatography (PGC) in which the vaporized remains of a sample are separated in a

column to form a unique fingerprint as shown in Figure 5-11.

5.5 FRACTOGRAPHY FALN

Some of the most extensive investigations in a failure analysis involve the examination of

-" the fracture surfaces of failed parts. These surfaces may provide the only true physical

o Plot normalized to Fiberite 934 at 100% peak height

RELATIVE
SULFUR
PEAK
HEIGHT
PERCENT

NARMCO 5208 HERCULES 3501 FIBERITE 934

Figure 5-70. Sample Fingerprinting of Various Systems Via X-Ray Fluorescence
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* NARMCO 5208
1740 C (3450 F) AT -2.8 0F/min

RELATIVE
CONCENTRATION
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TIME. min

* FIBERITE934
174 C (345'F) AT -2.8 0F/Min
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TIME. min

Figure S- 11. Pyrolysis Gas Chromatography (PGC) of Two Different Resin Systems
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record of the events involved in failure. The study of these fracture surfaces is called

fractography, a process that attempts to reconstruct the failure sequence through

"'. detailed microscopic analysis. In fractographic analyses, primary emphasis is placed on:

o Locating the origin of the failure

o Establishing the direction of fracture

o Identifying the load state and modes of crack growth

o Determining if environmental conditions or defects contributed to reduced material

strength or premature fracture.

The use of fractography for the analysis of metals dates back to the early 1900s, and well-

established procedures exist for its application. Under Task 1, these traditional guidelines

were reviewed and modified to yield the detailed fractography FALN illustrated in Figure

5-12. The chart diagrams three distinct operations: classification of failure types, crack

mapping, and fracture surface chemical examinations.

* A failure classification breaks down the relatively complex nature of composite fractures

into two distinct types: interlaminar or translaminar. This classification is useful because

$ different analytical methods are best suited for each fracture type. Interlaminar

fractures are best analyzed for crack direction using optical microscopy, whereas trans-

laminar fractures are best analyzed by scanning electron microscopy.

Determining the direction of crack propagation is one of the most significant concerns in

fractography. The recommended technique for crack mapping uses the lowest magnifica-

tion capable of performing the job. This recommendation is made because one of the

fundamental problems in detailed microscopy of large fractures is that there is an

extremely limited perspective on how the area being examined relates to the part as a

whole. The situation is similar to the old adage, "one can't see the forest for the trees."

\With a limited perspective, it is often possible to improperly characterize the direction,

mode, or load state at fracture. By emphasizing the use of lower magnification for early

investigations, the FALN imposes a sense of perspective on later, high-magnification

inspections.

The chemical analysis of fracture surface features (shown in Figure 5-12) may be required

to determine the sequence of fracture events. By carrying out these examinations after

identifying the fracture origin, emphasis can be placed on any anomalies encountered.
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TECHNIQUE DESCRIPTION USE VALUE

Optical Optical examination at Plan-view examination and & Documentation of fracture
macroscopy magnification generally at identification of fracture

or below lox surface features, damage. * Identification of fracture types
and defects (translaminar vs. interlaminar)

e Determination of translaminar fracture
modes

Optical Optical examination at Plan view examination and e Identification of fracture types
microscopy magnifications above lOX identification of fracture (translaminar vs. interlaminar)surface features, damage,and defects u Determination of interlaminar fracture

direction, mode, and environment

* Determination of origin

9 Identification and characterization of
defect and damage conditions

Optical Metallographic optical Cross-sectional examination * Identification of fracture locations
cross section examination at of laminate, defect, and

magnifications above IOX damage conditions o Determination of laminate orientation
and drawing compliance

9 Identification and characterization of
defect conditions

Scanning Microscopy performed by High-magnification 0 Documentation of fracture surface
electron mapping; secondary examination of fracture
microscopy electrons from the sample surfaces and defects with * Identification of interlaminar fracture
(SEM) generated by a primary excellent depth of field mode, direction, and environment

electron beam raster e Identification of translaminar fracture
mode, direction, and environment

* Determination of origin

9 Identification and characterization of

defect conditions

Transmission Microscopy performed by High-magnification * Limited to delamination fractures
electron examining the focused examination of replicated
microscopy pattern of electrons fracture surfaces with better * Documentation of fracture surface
(TEM) attenuated by a thin depth of field than in optical * Identification of interlaminar fracture

fracture surface replica microscopy mode, direction, and environment

* Determination of origin

* Identification and characterization of
select conditions

Back-scatter Microscopy performed by Intermediate magnification 0 Documentation as a function of atomic
electron imaging back-reflected of fracture surface and number
microscopy primary beam electrons defects. Back-reflected

generated by a rastered electrons are sensitive to e Identification and characterization of
electron beam atomic number and can be defect conditions

used to distinguish surface
details as a function of
atomic number.

Figure 5-13. Failure Analysis Techniques - Fractography

5.6 STRESS ANALYSIS FALN

Defining the cause of a component failure requires the accurate understanding of the

loads and stresses involved as a part functions. In metals, this understanding is

commonplace. Fracture mechanics calculations are usually carried out during initial

design stages as well as after component failure. Stress analyses are run after failure to

review initial design stresses in more detail, to evaluate configurational and material

errors, and to determine if damage (cracking) was incurred in service or during
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TECHNIQUE DESOOITM USE VALUE

SEM/microprobe Quantitative microchemical Determines miuochemical ; Identificationofcontaminants
energy dispersive analysis, photographic elemental composition of
X-ray analysis (EDX) mapping of X-ray energies micro-inhomogeneities and * Particle size analyses

created by primary electron particles
beam raster

SEMlmicroprobe Quantitative microcheoical Determines microchemical 0 Identification of contaminants
wavelength analysis, photographic elemental composition of
dispersive X-ray mapping of X-ray micro-inhomogeneities and * Particle size analyses
analysis (WDX) wavelengths created by particles

primary electron beam raster

Auger electron Quantitative surface chemical Determines elemental * Identification of contaminant
spectroscopy (AES) analysis (top S nm) of Auger chemistry of upper S nm of monolayers

electrons ejected due to surface (requires
primary electron beam conductive surfaces) * Identification of adhesive failure

interfaces
X-ray Quantitative surface chemical Determineselemental * Identification of contaminant
photoelectron analysis (top 5 nm) of photo- chemistry and chemical monolayers
spectroscopy (XPS) electrons ejected due to state of upper 5 nm of

primary X-ray beam surface (does not require * Identification of adhesive failure
surface conductivity) interfaces

Secondary ion mass Qualitative surface chemical Determines elemental and * Identification of contaminant
spectroscopy (SIMS) analysis of surface monolayer chemical stateof surface monolayers

atoms removed by ion monolayers; repeated
sputtering operation allows elements

to be profiled versus depth

Figure 5-14. Failure Analysis Techniques - Fracture Surface
Material and Chemical Characterization for Fractography

,* maintenance. The logical investigative sequence for metals and composites is similar.

Figure 5-15 illustrates the detailed stress analysis FALN developed under Task 1 based on

existing metals procedures and inputs from experts in the area of composite materials

stress analysis.

Stress analysis is carried out at three different stages: initial design review, a structural

level, and a microstructural level.

At the initial design review, the analyst's objective is to verify initial design assumptions

and calculations with respect to the available service history and the location of fracture.

This review establishes what analyses were performed and their adequacy.

The next level of investigation encompasses the most critical analysis. At the structural

level, inputs from the main FALN are incorporated, and detailed strains and stability
at fracture origin area are defined. Since most components are designed to gross aver-

age strain and stability criteria, the information from this analysis usually provides

adequate detail to understand the cause of failure. For the analyst, investigations at

this level may involve detailed finite-element modeling-depending on the level of initial

analyses.
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Investigation of stress at a finer microstructural level is unique to composite materials.

Because of the highly anisotropic nature of laminated composites, internal stresses can

exist on a ply-by-ply level, and individual ply stresses and failure predictions can be

handled with various degrees of detail. As discussed in the literature review (Section 4.4),

the simplest level of investigation employs laminate theory combined with relatively

simple failure criteria. However, since individual ply failure does not usually constitute

catastrophic fracture, additional iterative analyses are required. These analyses can be

performed with a variety of computer programs (Figure 5-16); however, using such

programs requires a detailed understanding of the methods used and their accuracy.

NAME FEATURES USER MANUAL COMPUTER APPUCATION

AC-S0 Inplane laminate Rockwell CDC 6600 Advanced composite analysis
allowable stress TFD-7S-I1SO

Nov. 1975

NASTRAN • Finite element NASA Analysis and resizing of complex structures
analysis SP-222 (01)

• Resize for 1972
minimum weight

BOP Combined NASA TND-7996 CDC 6600 Graphite-epoxy composite panels
compression and Oct. 1975

(Buckling of shear of stiffened,
panels) variable-thickness flat

rectangular
orthotropic panels on
discrete springs

SOS Point stress analysis of AFFOL tech memo CDC 6600 Advanced composite analysis
laminated composites FBC-74-107 July
for: 1974
* Inplane loads
* Moments

Temperature
* Transverse shear

STAGS Stress analysis and Lockheed CDC 6600 Plotting of buckling mode shapes
panel stability document.
evaluations Structural

Analysis of
General Shells,
Volume 3. Dec.
1975

VIPASA Natural frequencies of COSMIC file CDC 6600 Compression loaded stiffened graphite-epoxy
loaded structures ISCL panels

(Vibration * Critical buckling Doc. ID00
and loads 17437 Jan. 1973
instability of • Thin. flat NASA TMX-73914
plate assem- rectangular plates May 1976
blies * Thermal stress
including
shear and
anisotrophy)

Figure 5-16. Computer Analysis Programs
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6.0 TASK 2: SPECIMEN FABRICATION AND TESTING

6.1 OBJECTIVE AND STATUS

The objective of Task 2 was to design, fabricate, and test specimens to failure under

singular and multiple causative conditions, producing both simple and complex fractures.

This task has been divided into two subtasks that reflect the division of specimen types.

Under subtask 2A, specimens were designed, fabricated, and tested to creat- fractures

under controlled conditions of crack propagation, direction, mode, origin, and environ-

ment. In Task 213, complex failure specimens were designed, fabricated, and are currently

being tested to study the effects of:

o Contaminants

o Voids and porosity

o Mechanical damage

o In-service damage

o Structure-specific geometric configuration

o Multiple load conditions.

During the period covered by this report, all of the testing for subtask 2A has been

completed. Specimens for subtask 2B have been fabricated and are currently under test.

The following discussion reviews the pedigree of the materials used, specimen fabrication

for Tasks 2A and 213, and the test history of subtask 2A specimens.

6.2 GENERAL APPROACH TO TASK 2

For Task 2, there were two sets of specimens: those failed by a singular cause (subtask

2A) and those failed under multiple conditions (subtask 21). Figure 6-1 summarizes the

test matrix and test geometries used in these subtasks. Subtask 2A singular-failure-mode

specimens were designed to create the mode I and mode 2 failure circumstances

illustrated in Figure 6-2. The specimens fabricated for subtask 2A differ from the typical

ultimate-strength test specimens used in some failure analysis investigations in that they

are specifically designed to generate well-characterized sites of failure initiation, crack

propagation, and failure mode. The effect of varying fiber orientations on failure

characteristics was assessed by testing a variety of layups and interfacial ply orientations.

For all specimens in this program, the 0-degree plies were oriented along the longitudinal

axis. In the case of interfacial failures, five interfacial orientations were examined: 0/0,
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YY

iZ

l INTERLAMINAR CRACK MODES

VY
Xy

x
z

ModeI ModellI

TRANSLAMINAR CRACK MODES

Denotes ply orientation

Mode I Opening or tensile mode, where the crack surfaces move directly apa1.

Mode II Sliding or in-place shear mode, where the crack surfaces slide over one another in a direction perpendicular

to the leading edge of the crack.

Figure 6-2. Basic Modes of Loading Involving Different Crack Types and Surface
Displacements (Interlaminar and Translaminar)

0/90, 0/45, +45/-45, and 90/90 degrees-indicating the angular orientation between which

delamination was produced. For example, 90/90 indicates a condition where interlaminar

fracture was produced between two adjacent 90-degree plies. In the latter part of subtask

2A, the eifect of environmental conditions on fracture characteristics was assessed by

testing at a variety of temperatures, both with and without absorbed moisture.
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Testing of subtask 2B specimens is currently underway. These specimens were designed to

produce multiple failures while maintaining as much control as possible over the variables

being analyzed. Two basic kinds of specimens are being tested: specimens that use the

singular-failure-condition configurations employed in subtask 2A, with the addition of

fatigue and defect conditions, and specimens designed to create mixed loading and

structural detail simulations that are complex in load state and application. By using

these types of specimens, a set of failure types and modes will be generated that, when

analyzed in Task 3, will provide basic information concerning the effect of these multiple

conditions and will aid in verifying and evaluating the diagnostic techniques developed in

subtask 3A.

6.3 MATERIAL PEDIGREE

Currently, a fairly wide variety of resin systems and fiber combinations exist for use in

graphite-epoxy composite materials. However, due to the high performance demands of

military and commercial aircraft structures, the number of available materials is limited

to those systems that exhibit good environmental behavior, toughness, and high ultimate

strength. These systems are typically 176°C - (350OF-) cured graphite-epoxy systems

based on tetraglycidyl diaminodiphenyl methane-diaminodiphenyl sulfone (TGDDM-DDS)

epoxy matrices, with or without BF 3 -amine catalysis additions. For this program,

Hercules 3501-6/AS-4 carbon epoxy tape was selected.

To guarantee the pedigree of the material, the prepreg tape was purchased in accordance

with XBMS 8-294, Type 1, Form I, Class 1, Grade 145. The pedigrees of the materials

were assessed by the vendor; Figure 6-3 illustrates the vendor-supplied certification

records for the material.

6.4 SPECIMEN FABRICATION

Specimens for subtask 2A and 2B were fabricated per Boeing process specification BAC

5562 using the layups illustrated in Figure 6-5. In accordance with this specification,

panels were cured at 586 Pa (85 psi) and 179 0C (3550 F) for 120-180 minutes, using a no-

bleed vacuum bag system. The cure cycle used is illustrated in Figure 6-4. Following

cure, some interlaminar fracture panels were rejected due to warpage and splitting

adjacent to the fluorinated ethylene propylene (FEP) crack starter insert. Problems with

these panels were corrected and replacement panels fabricated. Analysis of these panels
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-. rrr-r n..n.. rn rw w - r : -7: .. -. q : : - :: ; ;.':.

Hold 120 + 60 minutes

179.4(355) at 179.41355) SAC (I OF)

\ --

Temp

60(140)

54.4(130)
Below 60)C (140F)
Release
pressure
and remove part

21 (70)

Time

Apply 55.88 cm (22 inches) Hg vacuum minimum to vacuum bag.

ApplyO.56 +0.0103 Mpa (85 +15 ) prs.,e
-0 -0pi)prsue

'.035 .

Pressure under vacuum bag is not to exceed 0 03S MPa (0 + .-. 0 7 _ psig).

1 Time in cure is based on lagging thermocouple.
2/ Vent vacuum bag to atmosphere when pressure reaches 0.134 MPa (20 psig. Keep vented until end of cure).
3/ Heat-up and cool-down rates for all part thermocouples shall be in specified range when measeured in any 15

minute interval. Heat-up rate requirements apply only from 54 4C (1 30F) to 173.9C (345F).
4/From 165.6C (330F) to 173.9C (345F). the minimum heat-up rate is 0.167C (0.3F)

Figure 6-4. Laminate/Sandwich Cure cycle

revealed that the original layup configurations were asymmetric on either side of the FEP

insert and intended fracture plane. As a result, panel edge warpage occurred over the

FEP insert areas and produced delamination growth into the panel and localized

transverse splitting (Figure 6-6). By refabricating new panels with a more symmetric

layup-balanced on both sides of centerline as well as within each half-the undesirable

features were eliminated. More specific details regarding the changes for each panel are

illustrated in Figure 6-5.
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ORIGINAL LAYUP MODIFIED LAYUP INTENDED FRACTURE
SEQUENCE. deg SEQUENCE, deg PLANE, deg COMMENTS

(0)12 Not modified Interlaminar between 0 * Original layup balanced on both

FEP insert plies sides of FEP insert

(0)1

(+ 45/-45)6 Not modified Interlaminar between + 45 * Original layup balanced on both
FEP insert and -45 plies sides of FEP insert
(+ 45/-45) 6

(0)11 (-45/0/ + 45) Interlaminar between 0 .d 0 Added 45-deg plies to top and
/45 plies bottom surfaces to balance 45-deg(E45/-45) (0/90/0)2 plies at the center of pa Al

FEP insert (+ 45/0/-45)
(0)11 FEP insert * Increased number of 45/0-deg sets

at center of panel to assure
(0) maintenance of 45/0-deg fracture
(-45/0/ 45) plane during crack propagation
(0/90/0)2 0 Added 90-deg plies to achieve a
(+ 45/0/-45) more isotropic layup

(0) 1 (0/90)6 Interlaminar between 0 and 0 Added 90-deg pliesto top and

(90)2 FEP insert 90 plies bottom surfaces to balance 90-deg
FEP insert (0) plies at the center of panel

(0)11 (90/0)6 0 Created a totally 0/90-deg layup to
maintain a 0/90-deg fracture plane
during crack propagation

(0)11 (90/0)6 Interlaminar between 0 and 0 Added 90-deg plies to top and

(90) (90) 90 plies bottom surfaces to balance 90-deg
41. plies at the center of panel-'FEP insert FEP insert

(90) (90)
"," (0)11 (0/90)6

(-45/0/ + 45/90) s  Not modified Translaminar and 0 Balanced layup
combinations

(0)32 Not modified Translaminar and e Balanced layup
combinations

('.45/-45) Not modified Translaminar and 0 Balanced layup
combinations

(0190)", Not modified Translaminar and * Balanced layup

combinations

Figure 6-5. Panel Layup Stacking Order

Through-transmission ultrasonic (TTU) techniques were used to inspect each specimen for

defects resulting from panel fabrication or subsequent machining. Those specimens with

areas greater than approximately 0.322 square cm (0.05 square inch) that exhibited

ultrasonic indications 3 levels higher (18 d13) than the baseline were rejected and scrapped.

Over 97% of the fabricated specimens were found to be acceptable. Figure 6-7 illustrates

a typical TTU scan and reject-specimen condition.

6.5 ENVIRONMENTAL MOISTURE PRECONDITIONING

,ii\o-iture preconditioning of subtask 2A specimens consisted of a 710C (1600F), 100%

relative humidity environment with a goal of 1.0% maximum moisture content by weight.
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Figure 6-6. Panel Warpage, Splitting, and Delamination Over FEP Insert Areas; Panel #3,
Original Layup Sequence

A A

End of End of
specimen specimen

This specimen was rejected and cross-sectioned at location A-A (Figure 3.2.1-4) for evaluation of defect condition

The specimen baseline output symbol is 1. For this program, specimens having areas greater than 322 cm 2 (0 05

inch'), and exhibiting ultrasonic attenuation indications three levels higher than specimen baseline were rejected

One numerical level change is equal to a six dB change in sound transmittance.

Figure 6-7. Typical TTU Plan View of Specimen No. 7-2
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In addition to ultrasonic inspection, representative samples from each of the panels were

optically examined in cross-section, and subjected to thermomechanical analysis (TMA).

Optical microscopy of representative cross-sections confirmed that the ply stacking

sequence for all but one of the panels was correct. For this one panel, a +45-degree ply

was inadvertently laid up with a -45-degree orientation. However, this error was

considered inconsequential given the strictly fractographic aims of Task 3. Additional

microscopy evaluated defect conditions identified by TTU on rejected specimens. The

TTU-identified defects corresponded with matrix voids, as shown in Figure 6-8. The

degree of panel cure was evaluated by determining the glass transition temperature of

each panel by thermomechanical analysis (TMA) in the flexure mode; Figure 6-9

documents the glass transition temperature values measured for each panel. All measured

values were found to be typical of full cure and were judged acceptable.

This maximum moisture content was selected as representative of typical values that can

be anticipated for long term in-service exposure. Figure 6-10 illustrates moisture gain

data gathered by NASA on ground-rack-exposed samples at various locations around the

world, indicating a stable equilibrium value of about 1% for 3501 epoxy systems.

16X

Figure 6-8. Cross section A-A (Figure 6-7) of rrU Identified Defect, Showing Localized
Voids in Laminate
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PANEL NUMBER Tg. * C (OF) AVG Tg. C (1) PANEL NUMBER Tg.*C *F) AVG Tg. C (*F)

1 196(384.8) 6 198 (388.4)
197(386.6) 197.7 (387.9) 198(388.4) 199.0 (390.2)
200(392) 201 (393.8)

2 195(383) 7 196(384.8)
193(379.4) 195.7 (384.3) 197(386.6) 197.3 (387.1)

199(390.2) 199 (390.2)

3 198(388.4) 8 202 (395.6)

194(381.2) 196.3 (385.3) 202(395.6) 200.3 (392.5)
197(386.6) 197(386.6)

4 184(363.2) 9 197(386.6)
194(381.2) 191.7(377.1) 202(395.6) 198.6(389.5)

197(386.6) 197(386.6)

5 193(379.4)
195(383) 194.0(381.2)

194(381.2) 11111

STest equipment: Perkin-Elmer model TMS1 0 Test parameters: Flexure probe; 10 gram (0.22 Ib) weight;
heat-up rate 20*C (680F)/min

Figure 6-9. Glass Transition Temnperature Values, Thermam echanical Analysis-Flexure
* Mode

3.0

'2.0-

T-300/2544

Moisture
absorption.
percent

1.0- AS/3501

T300015208

02468 10

Exposure time, years

Note: Data fom fWASA document No. CP 232 1.

Figure 6-10. NASA Moisture Absorption Data of Composite Materials
Following Worldwide Outdoor Exposure
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Exposure at 71oC (1600F), 100% relative humidity, was selected to provide an accelerated

rate of moisture gain without imposing large moisture gradients within the sample.

Figure 6-11 presents typical moisture weight gain measured on subtask 2A specimens.

6.6 INTERLAMINAR MODE I (TENSION) TESTING

Mode 1 interlaminar tension fractures were produced using a double cantilever beam

specimen configuration. This specimen geometry has been extensively used to assess the

mode I interlaminar tension fracture toughness of composite materials. In this test,

interlaminar tension conditions are generated at the specimen mid-plane by deflecting

two beam halves, formed at one end of the specimen by an FEP insert, in opposite

directions. Special fixtures were developed for this specimen to allow free-pin rotation at

the beam end and mechanical grip attachment. Bonded grips, which are normally used,

were rejected because of inadequate strength in elevated temperatures. The specimen

grip fixtures, which were of a clamp-type configuration, were wedged into the crack tip

formed by the FEP insert. Each clamp thickness was 0.127cm (0.05 in.), resulting in a

total 0.254-cm (0.10-inch) mouth opening displacement at the beam end prior to

1.0 Goal

E 0.75

S0.50

% weight gain vs. time. hr.
0.25 -71 OC (1600 F) 100% RH exposures

quasi-isotropic layup -45/0/ + 45/90-degree
panel no. 9 rail shear specimen

0 .0 ! I I I
0 5 10 15 20 25 30 35 40

Time, hr. +

Figure 6-1. Environmental Conditioning
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mechanical test. Any precrack observed during clamping was marked on the specimen

edge. Specimens were loaded under deflection control on an MTS servo-hydraulic load

frame with the rate of cross-head deflection adjusted during the test to produce a

relatively constant rate of crack extension. In general, crack extension occurred in a
progressive manner, with observed crack growth rates of about 1.27 to 2.54 cm (0.5 to 1.0

in.)/minute. Cross-head deflection rates ranged from 0.25 to 0.51 cm (0.1 to 0.2

in.)/minute. Figure 6-12 illustrates a specimen during test.

Generating singular failure mode I fractures between various cross-ply orientations was

successfully completed using the double cantilever beam specimen geometry. Crack

progression occurred in a gradual manner, as indicated above, allowing visual inspection of

the direction of crack growth and verification of specimen behavior. In some instances,

out-of-plane crack divergence was noted during both the test and subsequent subtask 3A

analyses. In some cases, this crack divergence resulted in local regions of fracture other

than along the intended fracture interface. This behavior is most likely attributed to the
lower interfacial and intra-ply fracture toughness of lamina adjacent to the intended

fracture plane. Such divergence was generally accompanied by instantaneous crack

Figure 6-12. DCB Test Fixture During Trial Testing
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extension and a sharp drop in applied load. Extensive divergence occurred for the 0/90-

degree interface condition at 820 C (800F) dry and 1320C (2700F) dry.

For these two conditions, such divergence precluded Task 3 examinations because the
desired fracture plane was not produced. Divergence for all other samples, however, was

limited to extremely localized zones such that a significant portion of fracture occurred

between the interfaces desired.

6.7 INTERLAMINAR MODE 2 (SHEAR) TESTING

Conditions of interlaminar mode 2 shear were produced using a modified end-notch

flexural specimen geometry. Trial tests of the three-point load geometry that was

initially proposed proved unsuccessful; these attempts revealed that the compliance of the

24-ply specimens was too great, allowing extensive flexure with tensile fracture of the

lower surface fibers occurring prior to any midplane delamination. Different span lengths

were evaluated and found to be unacceptable. Tests were subsequently carried out using a

cantilever geometry fixture available at Boeing. As schematically illustrated in Figure

6-13, conditions of mode 2 shear are created in this specimen by deflecting the cracked

end of a cantilevered beam. The uncracked end cannot rotate or move vertically, but may

move horizontally. Such movement prevents the introduction of extraneous (vertical)

L€

Pa

Pa

Figure 6-13. 100% Mode 2 Interlaminar Shear- Asymmetric Cantilever Beam Geometry
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loads as the beam shortens under deflection. With this geometry the top crack surface is
loaded in pure tension, while the bottom surface is in pure compression resulting in pure
shear at the crack tip. This fixture originally used a knife edge to apply cantilever loads

to the specimen, but the knife edge allowed specimen slippage when tested in combination
with the more compliant specimen layups. Slippage was eliminated by utilizing the DCB-

developed attachment grip in combination with reduced span lengths.

In the end-notch flexure geometry used, two beam halves were formed at one end of the

specimen by an implanted FEP insert. In this case, conditions of interlaminar shear were
imposed at the specimen midplane by cantilever deflection of both beam halves in the

same direction. Figure 6-14 schematically illustrates the test configuration as modified
for the current program. This test configuration was previously used for assessing
interlaminar shear (mode 2) fracture toughness in composite materials. The magnitude of

the shear produced at the notch (or crack tip) depended on both the extent of deflection
7 imposed and the percentage of the span length penetrated by the notch (crack length).

During trial tests, it was discovered that at least a two-to-one span-length-to-crack-
length ratio was required to initiate crack extension without excessive beam bending. As
a result, each specimen was tested using step-increased span lengths of 5.1, 10.2, and 15.2
cm (2, 4, and 6 in.). An additional step at 7.6 cm (3 in.) was included for the +45/-45-

degree layup configuration to further minimize excessive beam deflection for this more

compliant layup. Testing was performed using deflection-controlled loading with the rate
of cross-head travel modified between 1.0 and 2.0 cm (0.4 and 0.8 in.)/minute to produce

an overall test time of approximately 15 minutes per specimen. Figure 6-15 illustrates

the modified fixture during trial testing.

Crack propagation during testing typically occurred by rapid extension of the crack along

the specimen midplane. In general, such rapid growth extended over 60% of the test span
during the first crack extension, and then was followed by several increments of slower,
more observable growth--particularly at longer span lengths. Rapid crack growth

precluded the full monitoring of the direction of cracking. However, during those periods
of slow, stable growth, crack extension was observed in a direction away from the FEP

crack starter region, and toward the cantilever beam support fixture, as expected.
Fracture occurred between the intended fracture interfaces with crack divergence

observed (to a limited extent) for some samples.
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~END VIEW
SIDE VIEW

SPAN

. , , ENF TEST SPANS

SLAYUP, deog SPAN LENGTHS, cm (in)

0,0 5.i (2) 7.6 (3) 1.6(4) 15.246)

+45,-45 5.08 (2) 7.62(3) 10.16(4) 15.24 (6)

0,45 5.08 (2) 10.16(4) 15.24(6)

90,90 5.08 (2) 10.16(4) 15.24 (6)

90,90 5.06 (2) 10.16 (4) 15.24 (6)

Figure 6-14. Interfaminar Mode 2 (Shear) Test Configuration

Following test, permanent post-fracture deformation was evident for the +45/-45-degree
specimens tested at 1320C (270 0 F) dry and wet. Most of this deformation consisted of

permanent beam deflection along the 0-degree axis. Coincident with the deflection, some

localized deformation was also evident along the specimen edges. This deformation

consisted of short-transverse warpage of each beam halfway from the plane of fracture.
This warpage probably constitutes a source of mixed-mode loading along the specimen
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Figure 6-15. ENF Test Fixture During Trial Testing

edges. It represents an undesirable condition for generating fractures with known

singular-failure conditions. As a result, analyses of these specimens were confined to the

specimen center, and interpreted with some caution.

6.8 MODE I TRANSLAMINAR TENSION AND COMPRESSION TESTING
'.-

As noted in Figure 6-1, conditions of controlled translaminar tension and compression

were generated using a simple, notched-bend-bar specimen geometry. The configuration

of these samples is relatively similar to metals fracture toughness bend-bar specimens

such as the Charpy impact specimen. Similar to the interlaminar specimens discussed

earlier, the chief advantage of this type of specimen configuration is that it provides

controlled crack initiation and growth.

With respect to the originally proposed test configurations, some modifications were

found necessary to provide optimal specimen control. Initial testing of the originally

proposed 2.54- by 12.70-cm (- by 5-in.) specimen with reinforced side plates revealed

poor control over crack initiation and the direction of growth for all but the 0/90 degree

r.g
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ply orientations. Subsequent trial tests of modified samples revealed that a 1.27- by

6.35-cm (0.5- by 2.5-in.) specimen notched to about 60% to 75% of the specimen depth

worked well for both tension and compression testing. Figure 6-16 illustrates the tensile

test configuration developed. In this configuration, conditions of translaminar tension

were produced by four-point beam loading a chevron-notched specimen with the notch

located transverse to the beam's lower tensile surface. Conditions of translaminar

compression were generated using the same basic specimen geometry employed for

tension testing, with the central notch located transverse to the beam's upper compressive

surface. To prevent contact of the notch surfaces under compression, an additional V-

notch (as illustrated in Figure 6-17) was necessary. These specimens were tested on a

Tinius Olsen screw drive instrument under displacement driven control.

1.27 CM-7 0.762 am

0.5 in i.nm

2gr 6n deg

Figure6-6. rranslaminar Tension Specimen in rest
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! 3.72 cm. 1.2 7 cm.

1(00I .3 in.) (0.50 in.)

3.175 cm. 254cm

(.25 I)(1 in.) 25cm

6.35 cm. .. 1

(2.50 in.)

Figure 6-17. Translaminar Compression Specimen in Test

While testing worked well for most layup orientations, some problems were encountered

with tensile loading of all unidirectional layups. Unidirectional layups produced crack

initiation on multiple planes throughout the specimen, resulting in numerous longitudinal

splits or delaminations. Further testing of alternate configurations failed to produce a

configuration capable of generating a consistent through-translaminar tension fracture for

this layup. Fracture of the 0/90-degree layup, however, was judged to provide the same

basic information regarding the fracture characteristics of O-degree plies. As a result,

• tension tests of all O-degree ply layups were discontinued. For tile remaining layups,
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crack initiation and growth was visually observed to begin at the chevron notch and

proceed through the specimen depth, resulting in the fracture conditions desired. Within

the time frame covered by this report, testing has been completed for each layup, at the

environmental and absorbed-moisture conditions indicated in Figure 6-1.

6.9 MODE 2 TRANSLAMINAR SHEAR TESTING

Translaminar shear was produced using a modified rail-shear specimen (Figure 6-18). As

with the other subtask 2A specimens, the configuration used was developed to provide

controlled conditions of crack initiation and growth. Tests of the initially proposed rail-

shear specimen revealed inadequate control over the location of specimen crack initiation

and the direction of crack growth; this condition was attributed to the existence of shear-

stress concentrations at both ends of the rail-shear specimen. In the modified configura-

tion (Figure 6-18) a shear-stress gradient (rather than uniform shear) was generated by

loading both halves of the shear rail at the end opposite the crack tip, and only one half at

the other end.

Testing of the modified specimen revealed it to be a significant improvement over that

originally proposed; however, several layup problems were encountered during testing.

These problems were limited to two specific ply layups, 90/90- and +45/-45-degree. For

both of these orientations, extensive delamination-as opposed to the intended fiber

fracture-tended to occur parallel to the principal fiber orientations. As a result, testing

of these layups was discontinued. Testing of both the quasi-isotropic and 0/90-degree

layups produced fairly well-controlled conditions of translaminar fiber fracture.

Figure 6-18. Transfaminar Shear Specimen After Test
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7.0 TASK 3: DIAGNOSTIC TECHNIQUE EVALUATION

7.1 OBJECTIVES

Activities in Task 3 were aimed at developing a detailed understanding of the fracture

surface characteristics of composite materials. The literature search (Section 4.3)

revealed that a number of investigations have been carried out to this end. However,

since the overall objective of this program is the failure analysis of composite structures,

effort was specifically devoted to understanding how fracture features relate to the

direction of crack propagation, the load state at failure, and contributory factors such as

environment, defects, and structural details. By understanding these relationships,

physical evidence such as fracture features can be used to reconstruct the order of events

involved in component failure.

7.2 APPROACH

Task 3 undertakes to understand the basic relationship of fracture features to crack

direction, load state, and environment by examining relatively simple specimens with

well-controlled failure conditions. Using this approach, direct comparisons can be made

between fracture features and simple failure conditions, thereby eliminating much of the
complexity associated with most fractographic studies. After simple failure specimens

are thoroughly characterized, a well-developed data base should exist, in which subtle

changes in fracture features likely to occur under more complex failure conditions will be

readily distinguishable. To understand these changes and to determine how the developed

data base can be applied to real structures, the later stages of Task 3 will examine

specimens with relatively complex modes of failure.

Task 3 has two subtasks, 3A and 3B. In subtask 3A, specimens with relatively simple
modes of failure were examined with respect to crack direction, load state, and
environment. During the current report period nearly all of the specimens in this subtask

were examined, and are reviewed in the latter part of Section 7.0. In subtask 3B,

specimens were tested under relatively complex modes of failure; analyses of these

4j~..specimens are currently underway.

In examining the fracture surfaces of specimens failed during this program, a number of

techniques were used involving examination at successively higher magnifications. Initial

119

jiv -W.



low-magnification inspection was carried out from 8X to 40X on a Bausch & Lomb stereo-

zoom widefield microscope. Higher magnification inspections were performed on the

majority of fractures at magnifications ranging from 50X to 400X using a Nikon Optiphot

microscope fitted with long-working-distance objectives that give greater depth of field

than other systems at equivalent magnifications. The finest fracture details were

examined using an AmRay 1400 scanning electron microscope (SEM) at magnifications

ranging from 20X to 20,OOOX.

Optical characterization of Task 2A fractures contributed to a critical Task 3 step in the

development of a comprehensive failure analysis capability. Optical examinations of the

characteristics of fracture identified specific features and morphologies that are valuable

in performing failure analyses. Low-magnification examinations verified the plane of

intended interlaminar fracture, the location of visible macroscopic beach marks, and

identified the local direction of crack propagation. More detailed examination using the

Nikon Optiphot characterized specific fracture features with respect to their appearance,

consistency over the fracture surface, and relationship with the imposed mode and

direction of fracture. Correlation of these features with the crack direction and mode

under which failure occurred is directed toward development of an optical fractography

data base. In general, optical fractography is performed in metals fracture analysis as a

means of rapidly identifying fracture origins and areas of further interest; similar benefits

will be realized by the development of a methodology in which optical analysis is used to

increase the time and cost effectiveness of analyzing failed composite material struc-

tures.

Each fracture surface was characterized and inspected using an Am Ray 1400 SEM with a

beam acceleration voltage of 20 keV. This voltage was selected to enhance the resolution

of shallow surface details such as resin microflow. Prior to examination, approximately

20 nm (7.9 by 10-7 in.) of gold-palladium was applied to the specimens in a Hummer V

sputter coater. The coating was applied using the DC-pulsed mode for 5 minutes after

backfilling the vacuum chamber to 4.0-6.6 Pa (30 to 50 millitorr) with argon. To provide a

controlled point of reference, SEM examinations were performed at two standard tilt

angles: 15 and 60 degrees. The 15-degree tilt was chosen to give a relatively flat

perspective similar to that characteristic of optical microscope examinations. Sixty-

degree examinations revealed more of the dimension and height of specific features. In a

manner similar to earlier optical examinations, photomicrographs with
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successively higher magnifications were taken to document the fracture topography and

guarantee analysis of an area typical of the overall surface.

7.3 INTERLAMINAR FRACTURES

This portion of the report is divided into three parts: the first section presents fractures

generated under mode I (tension), the second section presents mode 2 (shear) fractures,

and the last section covers the effects of environmental exposure on interlaminar fracture

surface characteristics. In each section, the results of fractographic analysis are

arranged in sequence based on the five different ply orientations in which fractures were

generated.

7.3.1 INTERLAMINAR MODE 1, TENSION, 210C (700F)

Fractographic analysis of delaminated surfaces produced under interlaminar tension

typically identified a mixture of fiber/matrix separation and cohesive resin fracture. The

extent to which either of these features occurred depended on the percentage (by volume)

of reinforcing fibers and the proximity of the fracture plane to the fibers. In general,

areas of fiber/matrix separation were relatively smooth and featureless. Cohesive resin

fractures dominated the overall surface topography. Such areas typically appeared flat,

and exhibited pronounced river markings and resin microflow. The combination of these

features appeared unique to interlaminar tension and provided a means for identifying the

direction of fracture.

o MODE 1, 0/0-DEGREE INTERFACE FRACTURE SURFACE

The surface characteristics of interlaminar tension fractures generated between adjacent

. 0-degree plies is illustrated in Figure 7-1. Macroscopic examination of the surface

reveals that interlaminar fracture occurred as intended between the 0-degree plies, with

no out-of-plane crack wandering. Although not visible in the 0.6X macrograph, several

arced bands were found running transverse to the specimen length. These bands are

similar in appearance to beach markings found in metals and unreinforced polymer

fractures. Such markings are indicative of the crack-front geometry and are formed in

response to pronounced changes in crack velocity. Internal Boeing studies performed on

similar beach markings revealed that they consist of a distinct morphological change in

fracture surface roughness and microplane. This observation supports the concept of a
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distinct change in crack-front propagation rate. Numerous investigators have

demonstrated that in neat polymeric materials, low crack velocities resulted in mirror-

smooth fracture surfaces, and high crack velocities result in roughened, less reflective

*1 fracture topographies. The overall shape and curvature of the beach marks indicate that

* crack propagation occurred away from the implanted PEP crack starter, and toward the

opposite end of the specimen. The arced shape, however, suggests that some crack

growth retardation occurs at, or adjacent to, the specimen edges. This retardation

corresponds with a localized shift in the direction of crack propagation off the center

axis, toward the specimen edge. It is significant to note that this behavior occurs in

* unreinforced polymers as well as metals. Its appearance is typically associated with the

tendency of a propagating crack front to run toward a free surface. This observation led

to further high-magnification examinations concentrating on those areas in which crack

progression occu ed directly along the specimen length.

High-magnification optical inspection of the fracture surface reveals a reflective

appearance with flat areas of resin fracture. These areas of resin fracture are separated

by intermittent lines corresponding to fiber-matrix separation. Inspection at 400X reveals

a distinct branched structure (river markings) in these flat resin fracture areas, along with

more subtle evidence of resin microflow; the direction of river mark coalescence

corresponds with the direction of induced crack progression. At higher magnification, the

direction of river mark coalescence is often biased at an angle to the induced direction of

crack propagation. However, at lower magnification (200X) the direction of coalescence

appears to correspond well with the direction of induced fracture. These observations

suggest that the direction of coalescence does coincide with the overall crack direction as

long as local variations are averaged either by supplemental examination at lower

magnifications or by additional high-magnif ication examinations of adjacent areas.

FolLowing optical microscopy, scanning electron microscope (SEM) examinations were
performed. Typical fracture surface characteristics identified by SEM analysis are

illustrated in Figures 7-2 and 7-3. One of the most distinctive features of the fracture in
Figure 7-2 is its relatively smooth, planar topography. At 400X, the overall fracture

surface is composed of microstructural areas of cohesive resin fracture, fiber/matrix

separation, and partially buried fibers. Of these three, regions of cohesive resin fracture

constitute the predominant features in terms of exposed area. The areas are divided into

roughly longitudinal segments by regions of fiber/matrix separation and partially buried
fibers. At higher magnification, partially buried fibers occur when the fracture plane
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Figure 7-3. Photomicrograph Illustrating Adhesive Areas of Fiber/Matrix (F) Separation
and Textured Microflow ()

intersects underlying fibers at a shallow angle. In such cases, a general progression from

cohesive matrix fracture to interfacial fiber/matrix separation occurs.

In this transitional region, residual resin can be seen adhering to the fiber surface.

However, once the fiber intersects the surface, the cleanly replicated impression of the

AS-4 fiber becomes apparent, as illustrated in Figure 7-3. This condition indicates that

fiber separation under interlaminar tension occurs adhesively, except where the fiber just

intersects the fracture surface. Because of the adhesivie type separation, areas of

fiber/matrix separation are generally devoid of any morphological features related to the

;..% direction of crack propagation.

Areas of flat resin fracture represent some of the more dominant features of mode I

(tension) delaminations. Detailed inspection of these cohe3ive matrix fracture regions

reveals several distinctive morphological features. The most easily distinguished of these

is a series of longitudinal branching lines which forn a riverlike pattern (Figure 7-2: 40OX

and 2000X). These river markings are analogous to the cleavage fracture features

commonly recognized in brittle metals, ceramics, and polymeric materials. It has been

deter nined that in these materials such features result from progressive joining of
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adjacent microscopic fracture planes during crack growth. More specifically, each line

segment represents a local step formed when the thin ligament separating displaced

planes is fractured during crack growth. As presented by Griffith, the amount of strain

energy involved in fracture is proportional to the area of fracture surface created and

amount of material plastic deformation. As a result, a large number of locally displaced

fracture planes represents a higher energy condition than a single continuous fracture

surface. Since crack propagation tends to occur along the path requiring the least energy,

there is a tendency for the planes to coalesce. In metals and other material systems, it

has been recognized that the joining of these planes generally produces coalescence of the

ligaments, resulting in a riverlike pattern. The direction in which the ligaments coalesce

indicates the local direction of crack growth. This argument appears valid for the river

markings visible in Figure 7-2, since the general direction of macroscopic cracking

correlates well with the average direction of river mark coalescence.

The second distinctive feature in areas of cohesive matrix fracture is microflow lines that

are visible at high magnifications as a fine-grained structure or texture on the fractured

resin surface (Figure 7-3). Detailed inspection of the overall flow of this grained

structure reveals a herringbone or chevron pattern oriented with its wide end in the

direction of crack growth. These features are commonly encountered in the fracture of

metallic structures. The appearance of chevrons in metals is associated with microscopic

deformation in the direction of local crack propagation. The herringbone pattern results

from the inherent tendency of a propagating crack to take the shortest path to a free

surface. Chevrons tend to rotate from the direction of overall crack growth toward

adjacent cracks of free surfaces. Based on this interpretation, the localized direction of

crack propagation can be determined by examining the direction and orientation of

herringbone-shaped patterns. As illustrated in Figure 7-3, the induced crack propagation

direction coincides with the direction of expanding and radiating microflow texture.

0 Mode 1, 0190-Degree Interface

Interlaminar tension fracture characteristics produced between 0-degree and 90-degree

ply orientations are illustrated in Figure 7-4. The macrograph shows that crack

propagation generally occurs along the desired 0- to 90-degree interface. However,

occasional intraply fracture into the 90-degree ply is evident adjacent to the FEP crack

starter insert. A detailed .spection of this macrograph reveals numerous beach marks in

the 0/90-degree interface area. The orientation of the beach marks indicate that crack

126



CS

Ii..

I
a:S

I
CS
S

x
8

S
C
4%a:
S
1~
4-

U4%

* bCS
4-

C

C'A
C
Q.
'U
I..

a'C
I-

'I'I
a
4%
U
4..
C.C

i
N

4 ~

S

U
0-c

w u~

127



progression occurred from the implanted FEP insert toward the opposite end of the

specimen. The general contour of these marks is relatively straight, indicating less

variation in the local crack direction over the full specimen width as compared to the

0/0-degree specimens.

Detailed optical microscope inspection of the surface reveals a relatively flat fracture

topography with a limited amount of fiber/matrix interfacial separation. The 90-degree

oriented fibers act as sites of localized microcrack/microplane initiation, with subsequent

microplane coalescence (or river markings) in the adjacent resin-rich areas. As with the

0/0-degree fracture, the direction of river mark coalescence coincides with the direction

of induced crack propagation.

Results of scanning electron microscope examinations are presented in Figure 7-5.

Observed at 400X, locations of 0- and 90-degree fiber/matrix separation tended to divide

the surface into roughly rectangular areas of matrix fracture. Examining these areas

reveals both distinct river markings and subtle conditions of resin microflow. It is

particularly interesting to note that in this fracture, river mark branching appears to be

associated with areas of partially buried or exposed fibers, suggesting that local disruption

of the fracture plane results in crack-plane divergence and initiation of multiple-crack

microplanes. Viewed at high magnification, the direction of coalescence of these

microplanes and the general texture of microflow coincides with the direction of crack

propagation. These findings indicate that such features can be used to identify the

direction of crack propagation fractographically.

o Mode 1, +45-45-Degree Interface

The appearance of fracture surfaces produced by interlaminar tension between +45 and

-45-degree ply interfaces are illustrated in Figure 7-6 (optical) and 7-7 (SEM). In Figure

7-6, the fracture occurred between the intended interfaces, with limited amounts of

intraply wandering into either of the 45-degree plies. Further visual examination revealed

numerous beach mark features similar to those noted previously for other fracture

.r interface conditions. The general shape of these beach marks indicates that fracture
began at the FEP insert and progressed towards the opposite end of the specimen as

intended. The particularly curved contours of the beach marks indicates that significant

crack deflection occurred adjacent to the specimen edge, altering the local direction of

propagation by as much as 60-degrees (Figure 7-8). As noted earlier, such divergent
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Figure 7-7. SEM Fractographs of Mode 1 Delamination Between + 451-45-Degree Plies

7'V~'<'

2 OX

This closeup of the fracture surface presents the locally variable crack front position relative to the im posed macroscopic crack

growth direction (shown by large arrow). Small arrows represent localized front propagation directions This is a ± 45

cross-ply 0(8 210C (700F) specimen

Figure 7-8. Fracture Surface
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conditions also occur in metals near free edges and are generally ignored or averaged out

in determining the direction of macroscopic crack growth. To avoid these areas of crack
deflection, subsequent optical and SEM inspections were carried out in the central areas
of the specimen.

Inspecting the fracture surface at increasing magnifications revealed a relatively rough
topography consisting of numerous longitudinal rows of fan-shaped resin fracture zones
intersected by the underlying 45-degree oriented fibers. For the optical photomicrograph
(Figure 7-6), the strong light/dark contrast of the fracture surface is due to the tilt of
fan-shaped zones with respect to the incident coaxial light source. Relatively reflective
areas have shallow tilt angles, whereas darker, less reflective regions have relatively

large tilt angles. Further SEM examination of the fan-shaped resin fracture areas

revealed river markings associated with zones of fiber/matrix separation, and subtle

conditions of textured resin microflow (Figure 7-7). The direction of river mark

coalescence and microflow progression often deviate from the direction of induced crack

propagation; this condition can be attributed to local rotation of the direction of crack

propagation toward adjacent microscopic fracture zones. For this layup, deviations in the
direction of crack propagation tended to be the most pronounced in small areas of resin

fractures. However, these local variations average together, so that the overall direction

of river mark branching and resin microflow correspond well with the direction of induced

fracture. This finding indicates that the direction of crack propagation may be

determined by examining the larger areas of resin fracture or by averaging the detailed

crack directions of both large and small areas of resin fracture. The first of these two

methods appears attractive in that it requires less effort and produces less data scatter;

however, this approach ignores a portion of the actual fracture behavior and may be more

susceptible to errors caused by spurious or secondary crack growth. The method choice
should be predicated upon both the degree of accuracy desired and the time available for

analysis.

o Mode I, Ot/O5-Degree Interface

4,.- The interlaminar tension fractures produced between 0- and 45-degree-oriented plies are

illustrated in Figure 7-9 (optical) and 7-10 (SEM). The overall optical macrograph (Figure

7-9), shows that fracture occurred between the desired ply orientations with some limited

intraply fracture of the 45-degree ply. As with other orientations described previously,

arced bands were apparent running transverse to the specimen length. The contour of
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Figure 7- 10. SEM Photomicrographs of Mode 1 Delamination Betweet, 0/+ 45-Degree Plies

these bands indicate that crack propagation occurred along the specimen length and away

froml the FEE' insert as intended. Additionally, some rotation of thle crack direction

* toward the specimen edge is apparent. Further analyses concentrated on those central

fracture regions where the contour of beach markings indicated that thle direction of

crack propagation coincides with the specimen's longitudinal axis.

Dletailed optical and SEM inspection of the surface revealed an overall topography of

matrix fracture zones that exhibits extensive evidence of fiber/matrix separation in the

45-dcgree fibers. These zones are roughly divided into longitudinal segments by

intermittent penetration of the underlying 0-degree fibers into the fracture surface. The

underlying 0-degree fibers are visible as longitudinally oriented, diffused reflections. .As
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with the 145/-45-degree interface, most of these resin fracture areas appear inclined at

acute angles to the fracture surface. SEM examinations of resin fracture areas exhibited

the river marking and resin microf low morphology discussed previously. As evident in the

SEM photomicrograph at 2000X, significant variations in the direction of these features

can occur. With respect to the direction of induced crack propagation, these variations

appear to extend up to 90 degrees from the macroscopic crack direction. However (as

with the +45/-45-degree interface) the averaged direction of river marks and resin

microflow gives a much better correlation with the macroscopic direction of crack

propagation. The averaged direction of these features varied by as much as 30 to 45

degrees from the direction of induced failure. This finding indicates that while the

approximate direction of fracture may be determined by examining river markings,

precise determination may not be possible for all failure conditions.

o Mode 1, Adjacent 90-Degree Interfaces

Fracture surfaces produced under interlaminar tension between adjacent 90-degree plies

are illustrated in Figure 7-11 (optical) and 7-12 (SEM). As seen in the optical macrograph,

a majority of the fracture diverged from the intended 90/90-degree interface either into

the 0/90-degree interface or within a 0-degree ply. Between 15% and 20% of the fracture

occurred within a 90-degree ply. While fracture did not occur at the intended interface,

separation inside the 90-degree ply does constitute a 90/90-degree fracture condition.

Detailed microscopic examinations revealed a distinctly dissimilar morphology than that
of the four other ply orientations examined. Fracture along the 90-degree interface

produced considerably more exposed fiber/matrix separation combined with relatively

small areas of cohesive resin fracture. At low magnifications this topography appears

noticeably rough, accounting for the difficulty encountered in optically examining and

4 understanding the morphology of this fracture surface.

SEM analysis at 2000X indicated the presence of two types of cohesive resin fracture

morphology. In one type, areas of resin fracture appear relatively flat, similar to those

noted in the mode I fracture interface conditions. In the other type, several rougher

areas of resin fracture exist that appear to be made up of numerous platelets of fractured

epoxy inclined at a shallow angle to the plane of fracture. Both the tilted platelets and

flat areas of resin fracture exhibit branched river markings adjacent to areas of

fiber/matrix separation. In contrast to the other ply orientation fractures, the direction

of river mark coalescence was both coincident with, and opposite to, the direction of
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Figure 7-12. SEM Fractographs Illustrating the Fracture Topography of Mode 1 Delamination

Between Adjacent 90-Degree Plies

crack propagation. This finding is of particular concern, since for the other interfacial

fracture conditions, the direction of river mark coalescence appeared to be a reliable

indicator of the overall direction of crack propagation.

In an attempt to understand this condition, the fracture surface illustrated in Figure 7-12

was examined in detail at several tilt orientations. Figure 7-13 shows that increasing the

tilt of this fracture surface to approximately 66 degrees revealed:

o Areas of resin fracture are inclined at a wide variety of angles with respect to the

plane of fracture
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o Areas exhibiting river mark coalescence opposite to the direction of induced crack

propagation are generally oriented at steep vertical angles to the plane of fracture

o Resin fracture areas lying roughly in the plane of fracture tend to exhibit river

pattern coalescence coincident with the direction of induced crack growth

o Examinations at higher angles of tilt tend to increase the serrated appearance of all

resin fracture areas, both flat and serrated.

These observations suggest that the direction of crack growth may be determined by

considering both the direction of river mark coalescence and the relative plane of resin

fracture. A relatively good correlation appears to exist between the direction of river

mark coalescence and induced crack growth as long as examinations are limited to those

areas lying roughly in the plane of fracture. Areas inclined out of the plane of

delamnination may not exhibit this correlation for several reasons. First, areas of vertical

fracture may arise from bridged fibers being pulled out from behind the main crack tip.

Alternatively, steep fracture areas may occur through the secondary joining of displaced

fracture planes. In either case, the generation of inclined areas occurs as a secondary

event after propagation of the main crack front. Because of their secondary nature, both

fiber pullout and fracture plane coalescence may give rise to locally spurious crack

propagation directions.

Figure 7-13 shows that increasing the tilt of the fracture surface significantly altered the

appearance of both specific surface features and the overall morphology. This finding

emphasizes the importance of having investigators document the viewing angle, examine

features at several angles to understand their actual morphology, and use photographic

stereo pairs where possible. The actual fracture morphology in Figure 7-13 is best

described by examining both tilt angles. The relatively flat area of fracture on the left
actually consists of several localized fracture planes inclined at about 5 to 10 degrees. In

many cases, the edges of these planes sweep upward giving them a steeper appearance.

The heavily serrated areas on the right consist of fracture planes inclined at between 20

and 30 degrees. In contrast to the area on the left, the overlapping fracture planes on the

right tend to be thicker and more undercut. These resin fracture areas exhibit both

thicker fracture plates and significant undercutting of adjacent fracture areas. The

appearance of this plate structure and its formation is not well understood at present.
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However, the experience of Boeing and other investigators observing these platelets

suggests failure under mixed-mode load conditions.

7.3.2 Interlaminar Mode 2, Shear, 21oC (70 0 F)

Interlaminar fractures produced under mode 2 (shear) appeared distinctly different from

delaminations under mode I (tension). In both cases, two principal zones of fracture were

observed: areas of resin matrix fracture, and regions of fiber/matrix separation.

However, fractures produced under interlaminar shear exhibited larger ,kmounts of

fiber/matrix separation and smaller, finely spaced areas of cohesive matrix fracture. In
contrast to mode I delaminations, these finely spaced areas of matrix fracture exhibited a

relatively rough topography. Detailed inspection revealed numerous inclined platelets

(hackles) of fractured epoxy, oriented normal to the direction of resolved tension. Under

certain circumstances, the orientation of these hackles correlated positively with the

direction of induced cracking. Secondary cracking was also evident, aligned in the

direction of fiber orientation of adjacent plies. These secondary cracks were not found to

be significant for determination of crack direction.

o Mode 2, 0/0-Degree Interface

The fracture surface characteristics of mode 2 (shear) delaminations generated between

adjacent 0-degree plies is illustrated in Figures 7-14 (optical) and 7-15 (SEM).

Macroscopic examination of the fracture surface revealed that fracture occurred between

the intended 0-degree plies with no out-of-plane crack divergence. The transversely

arced bands (beach marks) typically found in interlaminar tension fractures were absent.

Although there were no macroscopic details that suggested any variations or shifts in the

direction of crack propagation across the specimen width, further optical and SEM

examinations concentrated on the central region of each specimen.

When compared to interlaminar tension fractures, high-magnification inspection of the

shear fracture surface revealed a much rougher topography with more fiber/matrix

separation. Inspection of narrow resin-fracture zones between fibers at 40OX showed a
series of small, parallel resin particles. Optical microscopy disclosed that the particles

are translucent and stand normal to the fracture surface. The long axes of the particles

are aligned normal to the direction of imposed crack propagation. The large, flat zones

and river mark branch structure typical of matrix resin areas in mode I delaminations are
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not present. These distinct differences between observed features for each load state

permit the use of optical analysis to rapidly differentiate between pure mode I and pure

mode 2 delaminations.

Under detailed SEM examination, the narrow rows of cohesive resin fracture between

areas of fiber separation exhibited numerous inclined platelets oriented crosswise to the

0-degree fiber orientation. Some investigators (see Section 4.3) refer to these platelets as

hackles, and suggest that they result from flexural loading associated with local bending

of the fracture surface just behind the crack tip. However, the presence of hackles only

under conditions of mode 2 (rather than mode 1), suggests interlaminar shear as the

primary load source for their formation. The appearance of hackles suggests that their

formation occurs from coalescence of numerous microcracks inclined at an angle to the

plane of applied shear. This is supported by the observation of S-shaped cracks at the

midplane of short beam shear specimens (highest shear loading) in previous Boeing studies

(Figure 7-16). In general, the hackle structures visible in Figure 7-15, and microcracks

visible in Figure 7-16, are oriented at angles of 40 to 60 degrees to the plane of applied

775X

(Ref 1 Copyright 40ASTM reprinted with permission)

Figure 7-16. Microstructure of Cracks Found in Short Beam Shear Specimen Tested at 132oC (270oF)
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shear and approximately normal to the resolved tension component of applied shear. This

finding suggests that hackle and microcrack formations occur under locally resolved

tension conditions. Based on these observations, the orientation of applied interlaminar

shear (clockwise or counterclockwise) can be determined by examining the tilt of hackles

with respect to the plane of fracture.

Further inspection of the surface revealed areas of scalloped or concave resin fracture

(Figure 7-17). Detailed examination of these features suggests that they are formed

as hackles separate from the fracture surface. This conclusion is substantiated by the

existence of nearly separated hackles and the formation of underlying scalloped areas as

shown in Figure 7-17. Separation of hackles can produce two possible relationships

(mechanisms A and B) between hackle tilt and the direction of crack propagation,

depending on which side of the shear plane retains the hackles (Figure 7-18). In

mechanism A, separation occurs such that hackles are retained on the side in which the

direction of crack propagation coincides with the direction of the local shear component.

This condition produces hackles tilted in the direction of crack propagation, and normal to

the direction of resolved tension. Conversely, in mechanism B, separation occurs such

that hackles are retained on the side in which the direction of crack propagation opposes

the direction of the local shear component. In this condition, the tilt of hackles oppose

the direction of crack propagation.

To identify the dominant mechanism of hackle separation, both sides of each fracture

surface were examined. As shown in Figure 7-19, both sides of fracture between adjacent

0-degree plies exhibit pronounced hackle formations. The existence of hackles on both

surfaces indicates that hackle separation occurred by both mechanisms A and B. This

finding indicates that hackle tilt is not a useful means of fractographically determining

the direction of crack , -agation for shear fractures between adjacent 0-degree plies.

However, it appears t1, the direction of crack propagation can be generally identified as

parallel to the direction of hackle tilt.

While the above discussion has been concerned with the overall structure of hackles,

several finer morphological features are apparent on both hackled and scalloped areas. As
~~ illustrated in Figures 7-15 and 7-16, these areas exhibit textured resin microf low and

branched river markings analogous to those identified under mode 1. Additionally,
secondary hackles-or rather, smaller platelet structures found on the sides of the large

hackles-also align in the direction of overall hackle tilting. The presence of these small
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hackles indicates that, although several microcracks form near or at the fiber/matrix

interface, continued growth favors the larger centrally located microcracks. The
microflow and river marks of these primary and secondary hackles appear to emanate

from areas of fiber/matrix separation and rotate to align with the direction of hackle

. tilting. They are either coincident with, or opposite to, the direction of imposed crack

propagation (mechanism A or B). Examining these features at a microscale indicates the

local direction of crack propagation involved in hackle formation and separation. The

fact that these features emanate from areas of fiber/matrix separation suggests that

hackle formation initiates along the fiber interface and progresses either coincident with,

or opposite to, the direction of overall propagation.

0 Mode 2, 0/90-Degree Interface

Typical fracture surface features characteristic of mode 2 delaminations for the 0/90-

degree cross-ply interface are presented in Figures 7-20 (optical) and 7-21 (SEM). No out-

of-plane crack divergence was observed in these specimens. Similar to the interlaminar
shear 0/0-degree interfacial fractures, the mode 2 topographies are much rougher and

exhibit more fiber/matrix separation than those observed in mode I fractures. High-

magnification optical inspection of the resin fracture zones between fibers reveals trans-

lucent, parallel resin particles whose long axes are aligned normal to the direction of

imposed crack propagation. No river mark branching is present. It was concluded that

optical microscopy can be used to accurately identify mode 2 fractures and differentiate

this load condition from mode I delaminations of cross-ply interfacial orientations.

Hackles are tilted normal to the local direction of resolved tension and occur almost

exclusively on one side of the fracture surface, with scallops on the opposite side (Figure

7-22). In Figure 7-18, the hackles are tilted coincident with the direction of crack

propagation, indicating separation by mechanism A. In contrast to the 0/0-degree ply

condition, this observation indicates a positive correlation between hackle tilt and the

direction of crack propagation for the 0/90-degree cross-ply condition. However, further

studies should determine if the mechanism of hackle separation depends on conditions

such as specimen geometry, layup, or degree of mixed-mode loading.

In addition to the gross topography discussed above, further inspection of hackled and

scalloped fracture areas revealed several finer morphological features. As illustrated in

Figure 7-21 at 5000X, detailed examination reveals textured resin microflow and branched
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river mark features. Both of these features appear to emanate from regions of

fiber/matrix separation. In contrast to delamination between adjacent O-degree plies

where features progress both toward and away from the macroscopic direction of crack

propagation, microflow and river markings for the 0/90-degree orientation progress only

in the direction of crack propagation. Because of their nature, these features reflect the

microscopic direction of cracking. Therefore, it can be inferred that hackle formation

occurs from the initiation and growth of S-shaped microcracks in the direction of

macroscopic crack growth; this condition supports the interpretation of hackle separation

by mechanism A.

0 Mode 2, +45/-5-Degree Interface

Typical fracture surface features characteristic of mode 2 delaminations for the +45/-45-

degree cross-ply interface are presented in Figures 7-23 (optical) and 7-24 (SEM). No out-

of-plane crack divergence was observed in these specimens. Similar to the interlaminar

shear 0/0-degree interfacial fractures, the mode 2 topographies are much rougher and

exhibit more fiber/matrix separation than those observed in mode I fractures. High-

magnification optical inspection of the resin fracture zones between fibers reveals

translucent, parallel resin particles whose long axes are aligned normal to the direction of

imposed crack propagation. No river mark branching is present. It was concluded that

optical microscopy can be used to accurately identify mode 2 fractures and differentiate

this load condition from mode I delaminations of these cross-ply interfacial orientations.

Consistent with the above findings, mode 2 delaminations exhibit more fiber/matrix

separation and smaller, narrower rows of cohesive resin fracture than mode I delamina-

tions. In comparison to the 0/0-degree mode 2 fracture, a distinct alteration in the size

and shape of hackles was evident. As shown in Figure 7-24, the overall fracture surface

exhibits a large amount of cohesive resin fracture, as well as larger, triangular-shaped

hackles. Hackles are tilted normal to the direction of resolved tension and occur almost

exclusively on one side of the fracture surface, with scallops on the mating fracture

surface (Figure 7-25). In Figure 7-18, these hackles are tilted coincident with the

direction of crack propagation, indicating separation by mechanism A. Closer inspection

of the hackled and scalloped features reveals resin inicroflow and branched river marks.

These finer morphological features appear to emanate from regions of fiber/matrix

separation and progress only in the direction of induced crack propagation, reflecting the

microscopic direction of cracking. Similar to other ply orientations discussed previously,
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Mechanically induced crack directon

Legend
F Fiber rnatnx sepation
H Hackles
R River markings

Figure 7-24. SEM Fractographs of Mode 2 (Shear) Delamination Between + 451-45-Degree Plies

hackle formation appears to occur from the initiation and growth of S-shaped microcracks

in the direction of macroscopic crack growth. This condition supports the interpretation

of hackle separation by mechanism A.

o Mode 2, 0/+45-Degree Interface

Typical fracture surface features characteristic of mode 2 delaminations for tile 01+45-

degree cross-ply interface are presented in Figures 7-26 (optical) and 7-27 (SEM). No out-

of-plane crack divergence was observed in these specimens. Similar to the interlaminar

shear 0/0-degree interfacial fractures, the mode 2 topographies are much rougher and

exhibit more fiber/matrix separation than those observed for mode I fractures. High-
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W-crmdrically tnaluced crack doectiofl

Figure 74~5. Fractographs of Mating Fracture Surfaces produced Under Mode 2 Between + 45/ 45-Degree Plies. (Hackle Separation Occurs by Mechanism A, in Which Hackles (H) Are
Retained on One Side, Tilted Coincident With the Direction of Crack Growth)

magnification optical inspection of the resin fracture zones between fibers reveals
translucent, parallel resin particles, whose axes are aligned normal to the direction of
imposed crack propagation. No river mnark branching is present. It was concluded that
optical -microscopy can be used to accurately identify mode 2 fractures and differentiate
this load condition from mode I delaminations of these cross-ply interfacial orientations.

I

6ts illustrated in Figure 7-27, the fracture morphology produced between 0- and 45-degree
plies is consistent with the mode 2 morphology discussed above. Similarly, this hackld

155

nanfctoopi a npcino h ei ractr znsbewe br ea l



.441

40

!4 64 A

0

hI.

.4.A l

44 
4 .YO

uj o

156



li

4-

0

Z

NI,
...... ...



morphology exhibits intermittent areas of scalloped matrix fracture. The mating side to

this fracture surface has not been examined; however, consistent with previous findings,

the hackles visible in Figure 7-27 are tilted normal to the direction of locally resolved

tension, and coincident with the direction of mechanically induced crack growth.

The overall morphology of hackled and scalloped areas for this ply orientation appears

similar to that noted for the +45/-45-degree fracture interface (Figure 7-24). As shown in

Figure 7-27, there is a general tendency for the hackles to be somewhat elongated into a

roughly triangular shape and exhibit river mark branching along only one side, at the

fiber/matrix junction. It is likely that this triangular appearance is a result of single-

sided crack initiation, since this single initiation point forms a distinct apex and crack

front expansion occurs during propagation. Reflecting this morphology, scalloped areas-

particularly those visible in the upper left at 5000X-also tend to exhibit single-sided river

branching and elongation into a roughly triangular shape. In general, areas with hackles

exhibit an average direction of river-mark coalescence and microflow coinciding with the

direction of mechanically induced crack growth. While not examined, areas of scallop

formation on the mating fracture surface would be expected, coinciding with crack

propagation direction.

Occasionally some scalloped areas on the hackled surface were found to have river marks

microflow, which was examined. Consistent with the hackle separation mechanisms, the

direction of river marks and microflow in these occasional regions opposed the direction

of induced crack propagation. The behavior is indicative of overall separation by

mechanism A, with some localized areas of separation by mechanism B (as verified by the

presence of a few scallops on the side that was examined). Further examinations of the

mating fracture half will be conducted to verify these observations and establish the

ability to identify clearly the direction of crack propagation by using the features dis-

. cussed above. It should be noted that the extent of either A or B hackle separation

mechanisms will directly control the value of using river marks and microflow for the

determination of crack propagation directions; i.e., the further from either pure A or

B mechanisms, the less value and confidence an investigator can place on data gained
from river marks and microflow.

o Mode 2, 0/90-Degree Interfacial Fractures

Macroscopic and microscopic examination of these specimens revealed that fracture did

not occur on the intended interface between the 90/90-degree plies. Rather, the crack
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diverged into the adjacent 0/90-degree interface and remained in this plane throughout

the entire specimen length. The typical fracture surface features are presented in

Figures 7-28 (optical) and 7-29 (SEM), and are identical to those found in the 0/90-degree

specimens.

7.3.3 Environmental Effects on Interlaminar Mode I and 2 Fracture Features

Environmental effects on interlaminar mode 1 and 2 fractures did not significantly alter

characteristics observed in resin fracture morphology. However, some distinct changes

were observed in the degree of fiber/matrix adhesion under certain environmental

conditions.

Nonetheless, for mode I delaminations, examination of river mark branching and resin

microflow is a reliable means for determining the load state and crack propagation

direction for all environmental conditions. Similarly, mode 2 delaminations exhibit

hackles and scallops that are indicative of this fracture mode for all environmental

conditions evaluated.

One significant effect is the pronounced increase in fiber/matrix separation at elevated

temperature and moisture conditions, for both mode I (tension) and mode 2 (shear)

fractures. Typically, lower temperature fractures (such as -54 0 C (-650F) dry and 210 C
(70OF) dry/wet) appear very similar to one another for each fracture mode and cross-ply

type. These lower temperature fractures tend to occur within the resin-rich zones

between laminae. Conversely, the higher temperature fractures (82 0C (1800F) and 1320C

(270 0 F) dry/wet) appear similar to one another for each fracture mode and cross-ply type.

Fractures at these elevated temperatures tend to occur within, or adjacent to, densely

packed fiber regions within the laminae, resulting in a fiber-dominated fracture

appearance, with small, localized regions of resin fracture.

o Interlaminar Tension Fracture Features

Interlaminar fractures typically exhibit a mixture of flat, cohesive resin fracture and

zones of fiber/matrix separation. Environmental effects markedly increase the level of

fiber/matrix separation with increasing temperature and absorbed water content. This
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* trend is illustrated in Figures 7-30 and 7-31, in which the effects of environment are
listed for fractures produced between adjacent 0-degree plies. The fracture topographies

characteristic of -540C (-65 0 F) dry and 210 C (700F) wet appear similar to one another and

similar to the 210C (700F) dry results presented in Section 7.3.1. All exhibit large

$ amounts of flat resin fracture divided into relatively large longitudinal areas by zones of

fiber/matrix separation. The 820C (180 0 F) dry/wet specimens are also similar to the

lower temperature specimens, with a slightly greater amount of exposed fibers.

Microscopic examinations of 1320C (270 0 F) dry and wet specimens indicated that these

* elevated temperature fractures are similar to one another, although quite different from

the -540C (-650 F) dry and 210 C (70 0 F) fractures. All 1320C (2700F) fracture topographies

are characterized by significantly larger amounts of exposed fiber/matrix separation.

Consequently, a corresponding decrease in the size and amount of flat-resin matrix-

-fracture zones is evident. Fractures at 1320C (2700F), dry and wet, result in large

.4 amounts of randomly oriented fibers, apparently pulled out from the surrounding matrix,

*scattered over the fracture surface. Macroscopically, the 1320C (2700F) fracture

surfaces appear distinctly different than those generated at -.540C (-650F) and 210C
(70 0 F) because of these easily visible pulled-out fibers.

Similar to the 0/0-degree interfaces, interlarninar fractures exhibit increasing amounts of

fiber/matrix separation with increasing temperature and absorbed water content. As
illustrated in Figures 7-32 through 7-37, the -54 0 C -6.50 F) dry, 2l0C (700F) wet, and 820 C
01800 F) dry/wet fracture conditions appear similar. In general, for these lower

temperature conditions, regions of cohesive resin fracture appear somewhat smaller than

those noted for adjacent 0-degree fractures, and are divided into discrete regions by areas

of exposed cross-ply fiber/matrix separation. The fracture surfaces generated at 1320C

(270 0 F) dry and wet conditions for each cross-ply configuration appear distinctly different

than those generated at lower temperatures. These figures show that the overall fracture

surface topography is dominated by large amounts of fiber/matrix interfacial fracture,

with occasional regions of cohesive matrix fracture; randomly pulled-out fibers (similar to

the 0/0-degree interface fractures noted above) are visible without magnification.

For all cross-ply interface orientations, increasing amounts of fiber/matrix separation is

manifested by crack propagation in, or immediately adjacent to, densely packed areas of
fibers within the laminate ply. However, at lower temperatures, the fracture plane

occurs within the thin, resin-rich zones between plies. In general, the phenomenon of

increasing f iber/matrix separation is consistent with behavior observed for graphite/epoxy
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translaminar tension fractures. In the investigation by Miller and Wingert, increasing
amounts of fiber pullout and fiber/matrix interfacial fracture were observed with

increasing temperature and absorbed moisture (see Figure 4-2 in the literature survey

section on fractography). This behavior, observed for both interlaminar and translaminar
tension fractures, suggests that a decrease in fiber/matrix interfacial

strength occurs with increasing temperatures and moisture content. However, an

alternate explanation may be that increased matrix resin toughness and ductility results in
an increased resistance to crack propagation within the resin rich zones. Most likely, a
combination of these two material properties influence the crack di% -rgence into the

fiber-dominated laminate. However, further studies must determine the dominant

causative factor for this phenomena.

As noted in Section 7.3.1 regarding 210C (700F) dry fractures, river markings and resin

microflow appear to be characteristics of flat, cohesive-matrix fracture zones. At 210 C
(70 0 F) dry, these features provide a means of determining the direction of local crack
propagation for interlaminar tension fractures. Examination of these dry fractures
revealed that river mark branch coalescence and microflow progression coincide with the

direction of induced crack propagation. Also, environmental conditions do not
significantly alter these characteristics, even at extremes of -540C (-65oF) dry or 132 0 C
(2700Fl) wet, for all cross-ply orientations. Therefore, it can be concluded that

examination of river markings and resin microflow provides an accurate means for

* .. determining the direction of crack propagation for all cross-ply orientations and for every

environmental condition evaluated in this study.

Although significant alterations in the direction of crack propagation do not occur, there

is some variation in local regions. Local variation is evident at 1320C (270 0 F) dry/wet for

all ply orientations. For elevated temperature delaminations, local zones exhibit signifi-

cant alterations in the direction of river mark branching with respect to the known
direction of induced crack propagation. In some cases, there is as much as a 95-degree

variation in the localized crack propagation direction, probably attributable to local

rotation of the crack front toward the nearest free surface (usually the immediately
adjacent fiber/matrix interface). However, by averaging these local variations, or by

examining only large areas of resin fracture (see Section 7.3-1, Interlaminar Mode 1,
Tension, 21oC (700F) Mode 1, +45/-45-degree interface) the direction of river mark

branching and resin microflow corresponds to the macroscopic direction of induced

fracture.
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o Interlaminar Shear Fracture Features

Similar to mode I (tension), fractures produced under mode 2 (shear) conditions typically

exhibit a mixtrire of fiber/matrix separation and cohesive resin fracture. However, in

contrast to the nearly flat matrix topography representative of mode 1, mode 2 cohesive

matrix fractures exhibit characteristic hackles. These hackles provide a means to

positively differentiate mode 2 from mode I fractures for all environmental conditions

tested. In general, the effect of high temperature on mode 2 fractures is a pronounced

increase in the amount of fiber/matrix separation, similar to that found 'or mode I

(tension) fractures. However, such areas were not documented in the interest of

recording the appearance of resin-dominated fracture features. The appearance of resin

fracture features is illustrated in Figures 7-38 through 7-45, in which controlled fractures

were produced between 0/0-, 0/90-, +45/-45-, and 0/45-degree interfaces at -540C (-650F)

dry, 210 C (70F) wet, 820C (1800F) dry/wet and 1320C (2700F) dry/wet. The topographies

characteristic of -540C (-65oF), 21 0 C (70oF), and 820C (1800F) fractures appear very

similar. These lower temperature delaminations exhibit large amounts of fractured resin,

in which long rows of inclined hackles are bounded by zones of fiber/matrix separation. In

contrast, fractures produced under 1320 C (270 0 F) dry and wet conditions are

characterized by a significantly larger amount of fiber/matrix separation, and a

corresponding decrease in the size and amount of resin-hackle features. The hackles are

sometimes twisted and deformed, indicative of an increase in matrix ductility at elevated

temperatures. As found for interlaminar tension, the 1320C (2700F) conditions result in

pulled-out fibers scattered over the fracture surface; while not shown in the figures

illustrated, these fibers could be seen at both a macroscopic and microscopic level. For

each cross-ply orientation, delamination surfaces exhibit increasing amounts of

fiber/matrix separation with increasing temperature and absorbed water content. This

phenomenon is particularly evident in the lower magnification photomicrographs in which

an overview of the fracture surface morphology can be seen.

7.4 TRANSLAMINAR FRACTURES

This section describes the surface features characteristic of translaminar fractures

generated at room temperature (210 C (70OF)) under mode I tension and mode I

compression loading conditions. For each loading type, the results of fractographic

analysis are arranged in sequence based on the ply orientations studied in this program.
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7.4.1 Translaminar Mode 1 Tension-21oC(700 F)

These transverse fiber fracture laminates, which have very high toughness properties,

exhibited a considerable amount of gross postfracture damage. Microscopic inspection

identified a combination of fiber fracture, fiber pullout, and matrix-resin fracture. The

extent to which these features occurred depended greatly on the cross-ply orientation and

the localized plane of fracture. The most striking aspect of the failures was the existence

of broken and pulled out fibers which were much rougher than mode 1. Typically, the

surface exhibited a fiber-fracture dominated appearance, and was much rougher than

mode I compression fractures (discussed in the following section). The combination of

observed features for both resin and fiber fracture was found to be unique to translaminar

tension, and provided a means for identifying both the localized and overall direction of

fracture.

o Mode 1, 0190-Degree Cross-ply Laminate

The typical surface characteristics of translaminar tension fractures generated across the

0/90-degree specimen is illustrated in Figure 7-46. Macroscopic examination of the

overall surface revealed that fracture occurred at the intended plane: parallel to the 90-

degree fiber orientation. Visual observation during testing revealed that cracking

initiated at the specimen notch tip and progressed toward the specimen's opposite side.

High-magnification optical and SEM analysis concentrated on the area adjacent to the

initiation zone in an effort to stay as far away as possible from the compression side of

this 4-point-loaded specimen.

High-magnification optical inspection included the areas of intralaminar matrix fracture

within the 90-degree plies. Such areas typically appeared flat and exhibited pronounced

river markings and resin microflow, similar to features found for the mode I 0/0-degree

delamination specimens. For these fractures, river marks were observed running in the

direction of induced cracking in the central portion of each 90-degree ply. However, at

the 90-degree plies junction with 0-degree ply these river marks typically turned

perpendicular to the direction of induced fracture, running toward the 0-degree bundles.

This behavior suggests that 90-degree ply cracking occurs prior to 0-degree ply

separation. This type of behavior has been fairly well documented in literature. In

general, failure of these 90-degree plies exhibited a higher level of fiber/matrix
separation and fiber breakage than that characteristic of interlaminar fractures. This

condition probably occurs due to misalignment of the crack plane with the 90-degree fiber

orientation (bridging).
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SEM examinations were principally focused on the fracture regions in which fiber bundles,

pullout, and end-fracture features were evident (see Figure 7-46). 0-degree fibers tend to

fracture in bundles or tiers, with each bundle having a relatively flat, common fracture

zone. Fibers within the bundles, as well as individual pulled-out fibers, were found to

have significant amounts of adhering matrix resin, indicative of good fiber/matrix

adhesion and adhesive fracture. Detailed inspection of this adhering matrix resin revealed

the presence of hackles, associated with mode 2 shear fracture. Examinations of the

fractured end of each fiber revealed a radial morphology-axially diverging lines

emanating from a single point. The radial morphology is analogous to the chevron

patterns commonly recognized in brittle metals-particularly for fractured bar or rod

forms. The appearance of chevrons in metals is associated with microscopic variations in

the plane of fracture, aligned in the direction of local crack propagation, and diverging

from the point of initiation. Based on this interpretation, the localized direction of crack

propagation for each individual fiber fracture can be determined by examining the radial

morphology. The initiation points-origins-were primarily located at flaws or notches in

the crenulated fiber surfaces, although isolated origins were found at internal flaws such

as voids. Crack propagation along the fiber ends did not progress by the development and

motion of a well-defined crack front. This was evidenced by the variety of directions of

radials within a given bundle, even to the point of opposite directions for adjacent fibers.

However, through overall mapping of the fracture growth direction for the individual 0-

degree fiber ends, it was determined that the direction of radial features coincided with

the direction of induced fracture. As illustrated in the lower photomicrographs of Figure

7-46, the induced crack direction coincides with the general direction of fiber-end

fracture (note arrows on fiber ends indicating individual fracture direction).

The above findings for this 0/90-degree ply orientation specimen indicate that SEM or

optical analysis can be used to identify crack growth directions for matrix resin fracture

within 90-degree plies. Similarly, SEM analysis can be used to determine localized crack

growth directions of O-degree fiber ends. By interpreting river marks and radial features,

the general fracture direction can be determined for 0/90-degree translaminar fractures.

It should be noted that extreme caution must be exercised in the extrapolation of isolated

microstructural details to the overall process; therefore, a coherent approach and

extensive analysis are required to ensure accurate crack mapping.
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Mode 1, .#5/-45.-Degree Cross-ply Laminate

The typical surface characteristics of translaminar tension fractures generated in +45/-

45-degree specimens are illustrated in Figure 7-47. Macroscopic examination of the

overall surface indicated that fracture occurs at the intended plane, parallel to the 90-

degree orientation. High-magnification optical and SEM analysis concentrated on the

tensile-dominated initiation zone.

High-magnification optical analysis involved the areas of matrix resin fractt -e found on

the sides of large bundles of +45- and -45-degree fibers. Such areas typically appear flat,

and exhibit both river marks and hackles--with the latter feature in much greater

abundance. This observation indicates that these intralaminar fractures separates in a

mixed-mode-loading condition, not surprising considering the 45-degree angle-of-fracture

with respect to the overall loading condition. The direction of coalescence of the river

marks was found not to be oriented in any particular manner, and thus did not provide

information of value in determining the direction of crack propagation.

The SEM photographs in Figure 7-47 show that the fracture surface consists primarily of

*large bundles of fibers which have a common, rather flat fracture plane. Each bundle of

the +45/-45-degree laminates contained between 10 and 100 fibers, more fibers than were

found in the 0/90-degree laminate. However, the fracture surface exhibited fewer single,

standalone, pulled-out fibers than the 0/90-degree laminate. Most fibers had a significant

amount of matrix resin adhering to them, indicating a good fiber/matrix adhesion and

cohesive resin fracture. Examination of the fractured end of each fiber (for both the +45-

and -45-degree bundles) revealed a radial morphology, and the average individual crack

direction coincided with the direction of induced fracture (see bottom photomicrographs

in Figure 7-47).

o Mode 1, Quasi-Isotropic Laminate

The typical fracture surface characteristics of translaminar tension fractures generated

in the quasi-isotropic specimens are illustrated in Figure 7-48. Similar to the other two

laminates discussed previously, macroscopic examination verified that cracking occurs

parallel to the 90-degree plies.
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High-magnification optical inspection of the fracture surface involved the areas of

intralaminar matrix fracture within the 90-degree plies. Such areas typically appear flat,

and exhibit river marks and resin microflow-similar to features found for the 90-degree

plies of the 0/90-degree laminate. The coalescence of river markings coincides with the

direction of induced cracking.

SEM examinations of the fracture regions revealed fiber bundles, pullout, and end

fractures in the +45-, -45-, and 0-degree plies. These fiber fractures are very similar in

appearance to the 0/90- and +45/-45-degree laminates, in that the fiber sides tend to

have a fair amount of adhering matrix resin. The resin on the sides of the +45- and -45-

degree bundles exhibited both river marks and hackles, indicating mixed mode fracture,

whereas the 0-degree bundles exhibited resin hackles associated predominantly with shear

fracture conditions.

Examination of the fiber ends for both 0- and 45-degree oriented fibers revealed a radial

fracture morphology, as shown in the lower photomicrographs in Figure 7-48. In these

photos, the fiber ends of a 45-degree bundle are illustrated. After thorough analysis of

the fiber-end fractures, it was concluded that the average of the individual crack

directions coincided with the direction of induced fracture. The findings presented above

indicate that optical and/or SEM analysis can be used to identify river marks and radial

features which define the overall direction of crack growth for quasi-isotropic

translaminar fractures.

7.4.2 Translaminar Mode 1, Compression, 210C (700 F)

Fractographic analysis was performed on 4 different laminate types; each was subjected

to mode 1, 4-point loading. The laminates evaluated were: 0-degree (unidirectional),

+45/-45-degree, 0/90-degree, and quasi-isotropic. The features characteristic of

translaminar mode I fracture surfaces are presented for each laminate type in Figures 7-

49 through 7-52.

Macroscopic and optical microscopic examinations revealed a distinct, flat fracture that

occurred on the intended plane. The surface was much flatter than those of translaminar

tension fractures, and was virtually devoid of pulled-out fibers. This flat fracture

morphology can be seen in the upper left photomicrographs of Figures 7-49 through 7-52,

and is most visible in Figure 7-49 of the unidirectional laminate. SEM examination
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revealed a combination of fiber buckling, fiber-end fracture, resin-matrix fracture, and

postfailure damaged regions. In the upper and lower right photomicrographs in each

series, extensive fiber-end damage and many fractured resin particles can be seen. This

obliteration of fracture surface features was attributed to postfailure abrasion between
mating fracture surfaces.

Detailed investigation of the fiber fracture morphology shows that fiber microbuckling

extends over the majority of the fracture surface. Compression microbuckling, evidenced

by local buckling of individual fibers, creates dual-flexural fiber fracture. Under

compressive flexure, fracture occurs at each antinode of a buckle, with each fracture

separated by approximately 5 to 10 fiber diameters. This feature is best represented in

the bottom photomicrographs of Figure 7-50. Examination of the fiber ends reveals a

distinct line separating two different fracture morphologies. Radial lines indicative of

tensile fracture conditions are evident on one side of this line. On the other side, there is

a smooth morphology. This dual fracture morphology is direct evidence of flexure at the

buckle antinode, with radial and smooth sides representative of tensile and compressive

fracture, respectively (Figure 7-53). For each individual fiber the direction of flexure and

fiber failure occurs normal to the neutral axis line formed between these two fracture

features. However, when comparing the antinode fractures for a given fiber, the
direction of flexural failure was found to be opposite for each antinode. Thus, for flexural

microbuckling compression fractures, it appears that a singular crack direction cannot be

determined. It can be deduced, however, that individual fiber fracture does propagate

perpendicularly to the neutral axis lines found on the fiber ends.

Tension 7.53. Typical FiberEnd
Fracture Fracture;

Representative of
Fiber Flexure
Fracture

Neutral Com presson
AxisLineFracture

lO,00X
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Upon inspection of multiple fiber features, the neutral axis lines were parallel to one

another, indicating that fiber microbuckling occurs on a local scale in a concerted manner

and in a unified direction (see lower left photomicrographs of each series). However, the

direction of fiber microbuckling in these localized regions varies widely throughout the

fracture surface. In many cases, there appeared to be a slight tendency for the neutral

axis lines of these regions to be oriented parallel to the direction of induced crack

propagation. Therefore, individual fiber fractures and their anti-nodes are oriented

normal to the direction of macroscopic crack propagation. This condition indicates that

flexural collapse and fracture propagation on a local scale occur transvrrse to the gross

crack direction. This dichotomy may reflect the reduced buckle stability of plies in the

transverse direction due to either 1) the direction of crack propagation, or 2) the

geometry of the specimen or layups examined. The first of these two possibilities

suggests that the direction of crack propagation could be fractographically established

from these neutral axis lines. In contrast, the second suggests that the direction of

microbuckle failure depends solely upon the configuration and lateral stability of its plies.

For this latter possibility, the direction of microbuckle failure is independent of the

direction of crack propagation. Therefore, the orientation of neutral axes may not be

useful in determining the direction of crack propagation.

.I1
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3.0 SUMMARY AND CONCLUSIONS

This document is an interim summary of efforts to establish a Compendium of Postfailure
Analysis techniques for Composite Materials. This portion of the program reviewed and
evaluated existing failure analysis techniques, developed detailed procedural guidelines,
and investigated and developed fractographic methods for the analysis of simple causes of

composite failure. The results of these interim efforts will be the cornerstone of the

remaining program. This interim document establishes how, and in what order, an
investigator should approach and carry out a failure analysis. This f'indamental

information will be refined by examining failure conditions that more closely simulate
real-world "complex" conditions, then it will be assembled into an instructional

Compendium of Postfailure Analysis Techniques for Composite Materials. This final
compendium and its evaluation on three failed components should provide the basis to

ultimately develop a widely disseminated handbook on failure analysis.

As illustrated in the Introduction and Objectives (see Figure 1-1), this program involves
five tasks that verify and expand Boeing's existing metals and composites failure analysis
capabilities. This interim report summarizes Tasks I through 3. The bulk of the

program's investigative effort, these tasks were to establish:

o A summary of literature's diagnostic techniques for inclusion in the compendium

o A detailed set of procedural guidelines (FALNs)

o Fractographic techniques to determine the direction mode, thereby the origin of

failure.

Task 1, Literature Search and Diagnostic Technique Selection, addressed the first two of

these objectives. Literature from 1978 to the present was examined for applicable

techniques in four disciplines: nondestructive evaluation, fractography, stress analysis and
materials characterization. Additionally, certain expertise sites were visited to clarify
and more accurately define methods for failure analysis investigations. This review

revealed the following:
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1. There are several techniques for analyzing material characteristics and for

nondestructively evaluating failed composite materials. Most of these techniques

had been developed by application to manufacturing and production problems, but

these problems bear a distinct similarity to those of postfailure analysis. For this

reason, the application of most of these techniques to failed components should be
relatively straightforward; and most were sufficiently mature for direct

incorporation into the compendium.

2. Fractography techniques were not sufficiently mature for direct i-corporation. In
general, both the literature and visited experts described an emerging, still-

immature technology. To date, a study aimed at addressing the specific
requirements of a failure analysis has only been partially investigated. Specific

problems included author disagreement about findings and interpretations, and

studies having such a general nature that applicability was extremely limited.

3. A wide variety of stress analysis methods were examined in the literature search

activities; they generally fell into either the individual-ply or laminate-level

categories. Individual-ply analysis typically evaluated the stress at which first- ply
fracture occurs, while laminate-level analyses examined the critical load for

catastrophic laminate fracture. Both categories appeared to have their weak and
strong aspects, including the ability to evaluate in-plane and out-of -plane damage,
environmental effects, and the accurate prediction of failure onset. In this regard,

the maturity of these techniques was found to depend on the level of detail and
number of contributory conditions being considered as part of a failure analysis-The

lower the level of detail and the fewer of contributory conditions considered, the
more mature the technique.

Detailed FALN's were developed in Task 1 for each of the four major diagnostic

techniques examined-nondestructive evaluation, stress analysis, materials

characterization and fractography-and are contained in this report. For each discipline
the FALN gives the logical steps of analysis and the corresponding methods for

determining cause of failure. Particular emphasis was placed on minimizing a premature

destruction of evidence and on building an analysis sequence in which information builds

and directs further analyses.
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Tasks 2 and 3 aimed at developing fractographic methods by which the direction,

mode, and subsequent origin of fracture could be determined. Although these

investigations are still underway, certain relationships have been established thus far.

Specific ones include: failures produced under interlaminar mode I (tension) and mode

2 (shear), translaminar failures produced under conditions of mode I (tension) and

compression, and the effect of environment on these failure conditions. Examination

of these specimens revealed several methods for identifying the load state, direction

and origin of fracture:

o Mode I interlaminar fractures were identified by their flat fracture topography.

Fracture direction could be identified by examining the direction and orientation

of river mark coalescence and microflow.

o Mode 2 interlaminar fractures were identified by a rough, hackled fracture

morphology. In some cases, the direction of crack growth could be identified by the

direction of hackle tilting and orientation. However, further work in this area will

be necessary to establish confidence in this finding.

" Translaminar tension fractures were identified by their rough, tiered appearance

with fiber pullout and undamaged fiber ends. For this type of failure the direction

of crack propagation correlated with the direction of individual fiber end fracture.

o Translaminar compression fractures were typically identified by a flat overall

fracture topography. At a more detailed level, fractures of this type also were

found to exhibit pronounced surface damage and fiber microbuckling. Conclusive

identification of the direction of these fractures could not be made.
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64. Chang, T. D., Carr, S. H., and Brittain, 3. 0., "Studies of Epoxy Resin Systems, Part

B: Effect of Crosslinking on the Physical Properties of an Epoxy Resin," Polymer

Engineering and Science, Vol. 22, No. 18, 1982, pp. 1213-1220.

9.2 ADDITIONAL REFERENCES WITH ABSTRACTS

The following section summarizes additional references reviewed as part of the Task I

literature search but not directly referenced in the text of this document. In many cases

these works were not referenced in order to avoid encumbering the reader with, a long list

of authors whose work yielded similar results. In other cases, certain reference were not

discussed because of the limited applicability of their results.

9.2.1 Fractography

1. Charentenay, F. X., et al., "Analysis of Mechanical Damage Growth in Notched

Carbon-Epoxy (+45 or -45 deg) Laminates," Progress in Science and Engineering of

Composites; Proceedings of the Fourth International Conference on Composite

Materials, Vol. 1, published by Japan Society of Composite Materials/North Holland,

1982, pp. 625-631.

The damage growth in notched coupons of (+ or - 45 deg)2s carbon-epoxy

laminates has been analyzed in details by microscopic observation of

section. Main cracks initiated by the notch grow parallel to the fiber

and induce in adjacent plies small cracks. Delamination occurs by mode

III crack propagation initiated by the sets of main and induced cracks.

Fractographic observations are consistent with this mechanism.

2. Bradley, W. L., et al., "Composite Materials for Structural Design,"

AFOSR-TR-82-1018 March 1982.

Research activities related to advanced fiber reinforced plastics are

reported in detail for the final year of the initial contract on the

continuing composites program at Texas A&M. Work was initiated or

continued in the areas of fracture, delamination, fatigue, and residual

stresses in elastic and viscoelastic composites. Delamination fracture

toughness is investigated using macroscopic measurements of fracture

toughness to determine critical energy release rate for crack
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propagation and is interpreted in terms of microscopic mechanisms of

fracture determined from careful examination of the fracture surface

using a scanning electron microscope. Additional experimental work in

compression-induced delamination and delamination under complex load

histories is presented. Analytical methods are developed for prediction

of the mechanical state and energy release rate for delamination and

used in the investigation of tensile coupons with various amounts of

delamination and matrix degradation due to microcracking. A visco-

elastic crack growth theory for nonlinear media was developed earlier in

the program and this work is being extended to develop a damage theory

of laminates. An investigation of the effects of moisture and

temperature on residual stresses in composite laminates is continuing.

Solution forms which relate curvatures in unsymmetric cross-ply

laminates to temperature excursions and moisture content, including

viscoelastic effects, were formulated and programmed.

3. Sinclair, 3. H., et al., "Compression Behavior of Unidirectional Fibrous Composites,"

NASA-TM-83833. 1982.

The longitudinal compression behavior of unidirectional fiber composites

is investigated using a modified Celanese test method with thick and thin

test specimens. The test data obtained are interpreted using the

stress/strain curves from back-to-back strain gages, examination of

fracture surfaces by scanning electron microscope, and predictive

equations for distinct failure modes including fiber compression failure,

Euler buckling, delamination, and flexure. The results show that the

longitudinal compression fracture is induced by a combination of

delamination, flexure, and fiber tier breaks. No distinct fracture surface

characteristics can be associated with unique failure modes. An

equation is described which can be used to extract the longitudinal

compression strength knowing the longitudinal tensile and flexural

strengths of the same composite system.

4. Wells, 3. K., et al., "The Construction and Use of Toughness Maps in a Fracture

Analysis of the Micromechanics of a Composite Failure," AF-AFOSR-3644-78,

February 1981.
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Analytical expressions are presented which predict the debonding and

pull out lengths observed in brittle fiber composites. These

characteristic lengths are combined with models of four toughening

mechanisms to calculate the work of fracture of a composite.

5. Mao, T. H., et al., "Crack Propagation in Fibrous and Particulate Composites,"

CUED/C-MATS/TR-89-1981, November 1981.

Crack propagation in particulate and fibrous composites was stud;ed by
direct observation of advancing cracks in the scanning electron

microscope, coupled with mechanical measurements on double-torsion

specimens. The results give insight into the strain field at the crack tip,

the mechanism of crack advance, and the origins of the toughness of

composites.

6. Francis, P. H., et al., "Damage Mechanisms and Failure in 3-D Carbon-Carbon

Composites," Southwest Research Institute, Report Number SWRI-02-4982, San

Antonio, Texas, February 1979.

Mechanical property characterization tests were conducted on specimens

from a three-dimensional, cartesian orthogonally woven carbon-carbon

(C-C) material. Tests consisted of tensile and rail shear, which were

conducted at room temperature, and compression tests conducted at
room temperature up to 2165 0 C (39300 F). Stress-strain characteristics

and acoustic emission instrumentation were employed to infer the

mechanics of the fracture initiation process. In addition, a specially

developed axial loading stage integral to SWRI's ETEC scanning electron

microscope facility was used to view and videotape the crack initiation

and development processes. As a result of these studies, a tentative

model is described to explain the mechanics of failure in 3-D C-C

composites.

7. Kline, R. A., et al., "The Effects of Interlaminar Microcracking on Composite

Behavior," Advanced Composites: Proceedings of the Conference, published by

Technology Conferences, 1979, pp. 171-182.
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Interlaminar microcracking is a particularly important problem in the

fabrication of graphite-epoxy composites. In this study, specimens with

this type of defect, introduced during processing, were examined.

Mechanical testing of these components indicated that a reduction in

strength can be expected for materials with such processing defects

under certain loading conditions. After the testing was completed, the

surfaces of the failed specimens were examined with a scanning electron

microscope. This study revealed the presence of delaminated regions

along the ply boundary where no evidence of features which characterize

composite deformation could be observed.

8. Hampey, 3. M., "The Effects of Jet Exhaust Blast Impingements on Graphite-Epoxy

Composites," Master's Thesis, Naval Postgraduate School, Monterey, California,

June 1981.

The effect of jet exhaust blasts on graphite epoxy composites (Hercules

3501-6/AS4) is examined. The material degradation of the composites is

determined by means of the short beam shear test. The jet exhaust tests

were designed to test the worst case conditions for an F-18 aircraft

operating off an aircraft carrier. Results indicate that the composites

show no significant property changes if the temperature is maintained

less than 2300 C. At temperatures in excess of these, strength

degradation occurs. It was also observed that when strength degradation

occurs, obvious discoloration and delamination of the composite are

evident.

9. Whitcomb, 3. D., "Experimental and Analytical Study of Fatigue Damage in Notched

Graphite/Epoxy Laminates," NASA-TM-80121, June 1979.

Both tension and compression fatigue behaviors were investigated in four

notched graphite/epoxy laminates. After fatigue loading, specimens

were examined for damage type and location using visual inspection,

light microscopy, scanning electron microscopy, ultrasonic C-scans, and

X-radiography. Delamination and ply cracking were found to be the

dominant types of fatigue damage. In general, ply cracks did not

propagate into adjacent plies of differing fiber orientation. To help

understand the varied fatigue observations, the interlaminar stress
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distribution was calculated with finite element analysis for the regions

around the hole and along the straight free edge. Comparison of

observed delamination locations with the calculated stresses indicated

that both interlaminar shear and peel stresses must be considered when

predicting delamination. The effects of the fatigue cycling on residual

strength and stiffness were measured for some specimens of each

laminate type. Fatigue loading generally caused only small stiffness

losses. In all cases, residual strengths were greater than or equal to the

virgin strengths.

10. Starnes, 3. H., et al., "Failure Characteristics of Graphite-Epoxy Structural

Components Loaded in Compression," NASA-TM-84552, September 1982.

Failure characteristics of compressively loaded graphite-epoxy

components are described. Experimental results for both strength-

critical laminates and structural components with postbuckling strength

are presented. Effects of low speed impact damage and circular holes on

compressive strength are discussed. Delamination and shear crippling

failure mechanisms that limit the performance of strength-critical

laminates are described. Transverse shear and skin-stiffener separation

failure mechanisms that limit the performance of components with

postbuckling strength are also described. The influence of matrix

properties on compressive strength improvements for impact damaged

laminates is discussed. Experimental data and results from a failure

analysis for strength-critical laminates with cutouts are discussed and

compared with impact damage results. Typical postbuckling test results

are compared with analytical predictions.

11. Browning, C. E., et al., "A Four-Point Shear Test for Graphite/Epoxy Composites,"

Composite Materials: Quality Assurance and Processing: Proceedings of the

Symposium, American Society for Testing and Materials, 1983.

Graphite/epoxy composite thin beam 16-ply and thick beam 50-ply short

beam shear (SBS) specimens, and thin beam 16-ply and slightly thicker,

24-ply four-point shear (FPS) test specimens, were tested to failure and

the data gathered were statistically analyzed. In addition, fractured

surfaces were examined with SEM. The FPS specimen was found to be
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an effective alternative to the thin beam SBS specimen, consistently

producing interlaminar shear failure modes and corresponding failure

surfaces, together with a reasonable data distribution, while retaining

such attractive features of the thin-beam SBS specimen as small

dimensions, ease of machining, and simplicity of method.

12. Morris, G. E., et al., "Fractographic Studies of Graphite/Epoxy Fatigue Specimens,"

Damage in Composite Materials: Basic Mechanisms, Accumulation, Tolerance and

Characterization, American Society for Testing and Materials, 1982.

Techniques have been developed which employ scanning electron

microscopy (SEM) to identify failed epoxy component topographic

features (hackles) characterizing overload failures, in fracture origin and

direction studies of graphite/epoxy laminates. The hackle interpretation

technique is presently employed to trace hackles back to fracture origin

locations on the fracture surfaces of graphite/epoxy test coupons and

structures which have failed in tension, and the technique is then

expanded to include fatigue-tested, cross plied graphite/epoxy

specimens. Arrest mark patterns, or striations, have been associated

with tension-compression fatigue crack propagation in some of the test

specimens; these striations are different in appearance from hackles, and

therefore present a promising topographic feature for the differentiation

of tension-compression fractures from overload fractures in graphite-

epoxy composites.

13. Cruse, T. A., et al., "Fractographic Study of Graphite-Epoxy Laminated Fracture

Specimens," Report SM-72-24 (A), Carnegie Mellon University, Pittsburg,

Pennsylvania, December 1972.

No abstract available.

14. Beck, B., et al., "Investigation of Adhesive Adherend and Fiber/Matrix Interactions,

, Part B: SEM/ESCA Analysis of Fracture Surfaces," NASA-CR-169798, January

1983.

Adhesion was studied with emphasis on the characterization of surface

oxide layers, the analysis of fracture surfaces, and the interaction of
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matrices and fibers. A number of surface features of the fractured lap

shear samples were noted in the SEM photomicrographs including the

beta phase alloy of the Ti 6-4 adherend, the imprint of the adherend on

the adhesive failure surface, increased void density for high temperature

samples, and the alumina filler particles. Interfacial failure of some of

the fractured lap shear samples is invariably characterized by the

appearance of an ESCA oxygen photopeak at 530.3 eV assigned to the

surface oxide layer of Ti 6-4 adherend. The effect of grit blasting on

carbon fiber composites is evident in the SEM analysis. A high surface

fluorine concentration on the composite surface is reduced some ten fold

by grit blasting.

15. Ingraham, 3. A., et al., "Scanning-Electron Microscopy Study of Argon-Plasma-

Treated and Untreated Peel-Test Kevlar 49/Epoxy Laminates," Report DE83-003856

UCID-19607, California University, Lawrence Livermore Lab., Livermore, October

1982.

Two hundred watt RF argon plasma treatment of Kevlar fibers for four

minutes increases the fiber/epoxy interfacial bonding. However, as a

consequence of this increase in fiber-matrix bonding, the fiber is readily

fibrillated during laminate deformation and failure.

16. Purslow, D., et al., "Composite Fractography Without an SEM - The Failure Analysis

of a CFRP 1-Beam," Composites, Vol. 15, No. 1, January 1984.

This paper describes the fractographic analysis of a typical aerospace

structural element made from CFRP. The methods of fracture charac-

terization and failure sequencing are described in detail and the cause of

ultimate failure successfully determined using low-power optical

microscopy only.

17. Purslow, D., et al., "The Effect of Environment on the Compression Strength of

Notched CFRP - A Fractographic Investigation," Composites, Vol. 15, No. 2,

April 1984.

Compression strength tests were carried out on notched 00 + 450 CFRP

coupons under various environmental conditions. In addition, the
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fracture of a number of specimens was arrested to minimize post-failure

damage and thus facilitate fractographic analysis. The investigation

revealed three basic environment-related failure modes. Significant

compressive notch sensitivity occurred only under hot-wet conditions

and, apart from this condition, laminates in which axial plies were

distributed singly were weaker than those in which the 00 plies were in

groups of two or three.

18. DaSilva, 3. L. G., et al., "Flexural Studies of Carbon Fibers," Journ 'i of Materials

Science, Vol. 19, 1984, pp. 3201-3210.

Fracture faces of several commercially available carbon fibres have

been examined in the scanning electron microscope (SEM) after tensile

and flexural failure. There are marked differences between the faces

obtained after flexural failure and those produced after tensile failure,

in the case of all the PAN-based fibres studies. In contrast, there is very

little difference between the fracture faces for the two modes of failure

in a mesophase-pitch-based fibre. The circular cross-section PAN-based

fibres of all types are more flexible and less brittle than both a high

modulus bilobal cross-section PAN-based fibre and the mesophase-pitch-

based fibre. These fracture studies indicate that the Reynolds-Sharp

failure mechanism operates in both tensile and flexural modes so that

fibres containing sheet-like structures will be more brittle and inflexible

than those containing more highly inter-linked random structures.

19. Donaldson, S. L., "Fractography of Mixed Mode I-1I Failure in Graphite/Epoxy and

Graphite/Thermoplastic Unidirectional Composites," AFWAL-TR-84-4186, June

1985.

The notched off-axis tensile test and the notched three rail shear test

were used to produce states of in-plane loading varying from pure Mode I

(crack opening) to Mode II (forward shearing). The two material systems

tested were Fiberite T300/1034C graphite/epoxy and Imperial Chemical

Industries graphite reinforced polyetheretherketone thermoplastic

composite (APC-1 PEEK).
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Using a scanning electron microscope, a detailed examination of the
resulting fracture surfaces was conducted. Results at magnification
levels of IOOX and 800X are presented. Very distinct changes can be
observed in each material as the load ratio changes. In addition, for a
fixed mixed mode load ratio, large differences can be seen in the matrix
deformation patterns between the two material systems. Of particular
interest are ductile spike formations seen in the highly shear loaded
PEEK specimens. These observations provide some insight as to the
increased toughness seen at higher Mode II ratios, and the inc-eased
toughness seen in the thermoplastic system.

20. Clements, L. L., et al., "Influence of Quality Control Variables on Failure of
Graphite Epoxy Under Extreme Moisture Conditions," NASA-TM-81246,
October 1980.

Tension tests on graphite/epoxy composites were performed to
determine the influence of various quality control variables on failure
strength as a function of moisture and moderate temperatures. The
extremely high and low moisture contents investigated were found to
have less effect upon properties than did temperature or the quality
control variables of specimen flaws and prepreg batch to batch
variations. In particular, specimen flaws were found to drastically
reduce the predicted strength of the composite, whereas specimens from
different batches of prepreg displayed differences in strength as a
function of temperature and extreme moisture exposure. The findings
illustrate the need for careful specimen preparation, studies of flaw
sensitivity, and careful quality control in any study of composite
materials.

21. Clements, L. L., et al., "Deformation and Failure Mechanisms of Graphite Epoxy
Composites," NASA -CR -166328, September 1981.

The mechanisms of deformation and failure of graphite epoxy composites
under static loading were clarified. The influence of moisture and
temperature upon these mechanisms were also investigated. Because the
longitudinal tensile properties are the most critical to the performance
of the composite, these properties were investigated in detail. Both
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ultimate and elastic mechanical properties were investigated, but the

study of mechanisms emphasized those leading to failure of the

composite. The graphite epoxy composite selected for study was the

system being used in several NASA sponsored flight test programs.

22. Matsumoto, D. S., "Fatigue Initiation in a Short Glass Fibre Composite," Journal of

Materials Science, Vol. 2, 1983, pp. 7-11.

No abstract available.

23. Hertzberg, P. E., et al., "Effect of Matrix Resin on the Impact Fracture

Characteristics of Graphite-Epoxy Laminates," NASA-CR-165784, January 1982.

This report presents the results of an investigation into the effect of

resin chemistry on basic impact-energy-absorbent mechanisms exhibited

by graphite-epoxy composites. Impact fracture modes and microscopic

resin deformation characteristics were examined for 26 NASA-impacted

graphite-epoxy laminates with different resin chemistries. Discrete

specimen fracture modes were identified through cross-sectional

examination after impact and subsequently compared with measured

glass transition temperatures, cure cycles, and residual impact

capabilities. Details of microscopic resin deformation mechanisms and

their overall relationship to impact loading conditions, voids, and resin

content also were characterized through detailed scanning electron

microscopic examination of separated fracture surfaces.

24. Purslow, D., "Fractographic Analysis of Failures in CFRP," Characterization,

Analysis and Significance of Defects in Composite Materials, AGARD

Proceedings No. 355, July 1983.

A wide-ranging fractographic research program, from the fundamental

characterization of test coupon fractures to the failure analysis of full-

scale aerospace components, has been undertaken in Materials and

Structures Department, RAE.

This paper describes work on unidirectional CFRP test coupons in which

a known mode of failure had been produced, the modes being longitudinal
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and transverse tension, compression and shear. From a fundamental

understanding of the character of the different modes and of the

mechanisms of fracture propagation it is shown how the qualitative

significance of "micro-defects" occurring in good quality laminates may

be assessed. The defects considered are fibre faults, fibre-matrix bond

strength, fibre distribution, fibre alignment and voids and inclusions;

these are illustrated and their individual and collective significance

discussed.

9.2.2 Stress Analysis

25. Hashin, Z., et al., "Analysis of Composite Materials - A Survey," ASME

Transactions, Journal of Applied Mechanics, Vol. 50, September 1983, pp. 481-505.

The present investigation has the objective to provide an analysis of

composite materials from the applied mechanics and engineering science

point of view. The elastic properties are considered, taking into account

statistically isotropic composites and fiber composites. Aspects of

thermal expansion and moisture swelling are discussed along with visco-

elastic properties, steady state conduction through a composite material,

and the analysis of failure of composite materials. Attention is given to

static failure in the case of one stress component, static failure caused

by combined stress, the fatigue failure of unidirectional fiber

composites, and the failure of laminates.

26. Wilson, D. W., et al., "Analysis of Shearout Failure Mode in Composite Bolted

Joints," Composite Structures: Proceedings of the First International Conference,

Applied Science Publishers, 1981, pp. 34-49.

A semi-empirical shearout strength model has been formulated for the

analysis of composite bolted joints with allowance for the effects of

joint geometry. The model employs a polynomial stress function in

conjunction with a point stress failure criterion to predict strength as a

function of fastener size, edge distance, and half spacing. The stress

function is obtained by two-dimensional plane-stress finite element

analysis using quadrilateral elements with orthotropic material

properties. Comparison of experimentally determined shearout strength
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data with model predicted failures has substantiated the accuracy of the

model.

27. Masters, 3. E., "An Experimental Investigation of Cumulative Damage Development

in Graphite Epoxy Laminates," Ph.D. Thesis, Virginia Polytechnic Institute and State

University, 198 1.

The results of an experimental investigation of cumulative damage

development in laminated graphite epoxy plates are discussed. The

general approach was to apply nondestructive test techniques to

interrogate the specimens during loading. Principal results reported

were obtained through the use of a surface replication technique. The

goal was to define the physical mechanisms which lead to ultimate

failure of the material. Two quasi-isotropic graphite epoxy laminates

were subjected to quasi-static tension and tension-tension fatigue. The

unnotched AS/3501-5 laminates had stacking sequences of 0/90/ + 45/ -

45s and 0/ +45/ -45/90s. Damage development in the form of transverse

cracking in all off-axis lamina, longitudinal cracking and delamination

was monitored throughout the tests. Results of the study include a

detailed description of the chronology of events leading to failure of the

two specimen types. A characteristic damage state indicates that, with

increased loading, transverse cracks develop in all off-axis lamina until a

uniform crack spacing is attained.

28. Wilson, D. W., et al., "Failure Analyses of Composite Bolted 3oints,"

NASA-CR-163732, 1980.

The complex failure behavior exhibited by bolted joints of graphite epoxy

(Hercules AS/3501) was investigated for the net tension, bearing and
shearout failure modes using combined analytical and experimental

techniques. Plane stress, linear elastic, finite element methods were

employed to determine the two dimensional state of stress resulting

from a loaded hole in a finite width, semiinfinite strip. The stresses

predicted by the finite element method were verified by experiment to

lend credence to the analysis. The influence of joint geometric

parameters on the state of stress and resultant strength of the joint was

also studied. The resulting functional relationships found to exist
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between bolted joint strength and the geometric parameters were

4applied in the formladtion of seinicinpirical strength models for the basic

failure modes. A point stress failure criterion was successfully applied

as the failure criterion for the net tension and shearout failure modes.

29. Tennyson, R. C., et al., "Failure Analysis of Composite Laminates Using a Tensor

Polynomial Strength Criterion," Proceedings of Army Symposium on Solid

Mechanics, 1982 - Critical Mechanics Problems in System Design, September 1982.

This report presents a summary of the work done on the development of

the cubic form of the tensor polynomial strength criterion for composite

laminates. The capability of this model to accurately predict multi-

mode failures for a range of laminates under various load conditions is

demonstrated, and the results compared to quadratic model predictions.

Both symmetric and nonsymmetric laminates have been considered.

Furthermore, the effect of nonlinear shear stress/strain behavior is

included to provide some insight as to its role in determining the

strength of laminates. Of particular interest is the application of this

criterion to the strength analysis of laminates containing circular holes.

30. Wu, E. M., et al., "Failure Analysis of Composites with Stress Gradients," First

USA-USSR Symposium on Fracture of Composite Materials; Proceedings, published

by Sijthoff and Noordhoff International Publishers, 1979, pp. 63-76.

In technical applications of composites, there exists a need to analyze

composite strength in terms of stress gradients such as cracks, cutouts,

and concentrated loads. Traditional continuum stress analysis cannot

fully reconcile the interaction of the stress gradient and the local

heterogeneity of fiber matrix and lamination. We present an adaptation

of the statistical strength theory to analyze the effect of stress

gradients by explicit relation to the intrinsic strength variability of the

composite. This method is suitable for failure analysis of composites

under a general state of stress without employing an arbitrary averaging

parameter.

31. Goree, 3. G., et al., "Fracture and Crack Growth in Orthotropic Laminates," NASA-

CR-157424, October, 1978.
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An approximate solution is developed for the determination of the

interlaminar normal and shear stresses in the vicinity of a crack in a

three dimensional composite containing unidirectional linearly elastic

fibers in an infinite linearly elastic matrix. In order to reduce the

complexity of the formulation, certain assumptions are made as to the

physically significant stresses to be retained. These simplifications

reduce the partial differential equations of elasticity to differential-

difference equations which are tractable using Fourier transform

techniques. The potential for damaged or debonded zones to be

generated by an embedded crack is discussed, and stress concentration

factors for fibers near the crack are given. Detailed comparisons are

made between the present solution, the analogous two dimensional

problem, and corresponding shear-lag models.

32. Wurzel, D., "Optimization of Composite Laminates," Materials and Processes -

Continuing Innovations: Proceedings of the Twenty-eighth National SAMPE

Symposium and Exhibition, published by Society for the Advancement of Material

and Process Engineering, 1983, pp. 9-19.

In order to arrive at minimum weight designs, the directional properties

of laminated composites have been matched to given stress resultants

for in-plane loading. Optimum laminate strength was determined by the

first ply failure envelope, on the basis of the quadratic interaction

failure criterion. Such an optimization can be easily accomplished, given

an understanding of the concept of principal stress and strain directions,

together with the matching of ply and stress ratios and the use of

programmable, hand-held calculators. Attention is given to results for

T300/5208 graphite-epoxy, where the total laminate thickness can be

reduced for the cases of nonisotropic cross-ply or angle-ply

configurations, but not for quasi-isotropic laminates. Multiple loading is

also considered.

33. Chamis, C. C., "Simplified Composite Micromechanics Equations for Strength,

Fracture Toughness and Environmental Effects," SAMPE Quarterly, 3uly 1984.

A unified set of composite micrornechanics equations of simple form is

summarized and described. This unified set includes composite
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micromechanics equations for predicting (1) ply in-plane uniaxial

strengths; (2) through-the-thickness strength (interlaminar and flexural);

(3) in-plane fracture toughness; (4) in-plane impact resistance; and (5)

through-the-thickness (interlaminar and flexural) impact resistance.

Equations are also included for predicting the hygrothermal effects on

strength, fracture toughness and impact resistance. Several numerical

examples are worked out to illustrate the ease of use of the various

composite m icromechanics equations.

34. Jurf, R. A., "Interlaminar Fracture of Composite Materials," CCM-85-05, Center for

Composite Materials, University of Delaware, 1985.

Interlaminar fracture characteristics of a graphite/epoxy composite

material (ASI/3501-6) are investigated under the opening, shearing and

mixed mode conditions. The Arcan test fixture was modified to

accommodate the composite specimen containing an embedded

interlaminar crack. Both critical stress intensity factor and strain

energy release rate data were determined and the quadratic interaction

for mixed mode behavior was compared to experimental data. Results of

over sixty tests showed that the test fixture yielded results which

compare favorably with results from contemporary test fixtures.

Critical fracture parameters for the opening and shearing modes were

shown to differ by a factor of 9.1. Further, the test results showed

general agreement with the quadratic interaction relation.

35. Chamis, C. C., et al., "Mechanical Behavior and Fracture Characteristics of Off-

Axis Fiber Composites II - Theory and Comparisons," NASA-TP-1082.

The mechanical behavior and stresses inducing fracture modes of

unidirection high-modulus graphite-fiber/epoxy composites subjected to

off-axis tensile loads were investigated theoretically. The results are

compared with experimental data. The investigation included the use of

composite mechanics, combined-stress failure criteria, and finite-

element stress analysis. The results led to the formulation of criteria

and convenient plotting procedures for identifying, characterizing, and

quantifying these fracture modes.
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36. Irvine, T. B., et al., "Progressive Fracture of Fiber Composites," NASA-TM-83701,

October 1983.

Refined models and procedures are described for determining progressive

composite fracture i n graphite/epoxy angleplied laminates. Unique

Lewis Research Center capabilities are utilized including the Real-Time

Ultrasonic C-Scan (RUSCAN) experimental facility and the Composite

Durability Structural Analysis (CODSTRAN) computer code.

CODSTRAN is used to predict the fracture progression I ased on

composite mechanics, finite element stress analysis, and fracture

criteria modules. The RUSCAN facility, CODSTRAN computer code,

and scanning electron microscope are used to determine durability and

identify failure mechanisms in graphite/epoxy composites. Results

indicate that RUSCAN/CODSTRAN is an effective method of studying

progressive fracture of composites.

37. Whitcomb, 3. D., "Experimental and Analytical Study of Fatigue Damage in Notched

Graphite Epoxy Laminates," NASA-TM-80121, June 1979.

Both tension and compression fatigue behaviors were investigated in four

notched graphite/epoxy laminates. After fatigue loading, specimens

were examined for damage type and location using visual inspection,

light microscopy, scanning electron microscopy, ultrasonic C-scans, and

X-radiography. Delamination and ply cracking were found to be the

dominant types of fatigue damage. In general, ply cracks did not

propagate into adjacent plies of differing fiber orientation. To help

understand the varied fatigue observations, the interlaminar stress

distribution was calculated with finite element analysis for the regions

around the hole and along the straight free edge. Comparison of

observed delamination locations with the calculated stresses indicated

that both interlaminar shear and peel stresses must be considered when

predicting delamination. The effects of the fatigue cycling on residual

strength and stiffness were measured for some specimens of each

laminate type. Fatigue loading generally caused only small stiffness

losses. In all cases, residual strengths were greater than or equal to the

virgin strengths.
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38. Anstice, P. D., et al., "Hygrothermal Aging Effects on the Micromechanics of Crack

Extension," AFOSR-TR-80-1244, 1980.

Hygrothermal aging effects and the micromechanisms of crack extension

in glass fibre and carbon fibre composites are described. A new

collection of failure data based on direct observation of fibres

debonding, breaking and pulling out of a cracked epoxy matrix is

presented. The data are summarized in cumulative probability diagrams

which provide a convenient means for the comparison of fricture

behavior of composite systems. These diagrams also demonstrate the

effects of changes in environment and time in a given experiment in a

manner useful for the failure analysis of a fibrous composite.

9.2.3 Nondestructive Examination

39. Henneke, E. G., 11, et al., "Review of the State-of-the-Art of Nondestructive

Evaluation of Advanced Composite Materials," Virginia Polytechnic Institute,

Blacksburg, 1979.

A review of the literature on the nondestructive testing of advanced

composites is presented. The report is categorized according to the

reinforcing filament in the composite system. A number of

nondestructive evaluation methods have proven suitable for detecting

specific types of flaws in composites: fiber-matrix debonds,

delaminations, matrix crazing, fiber misalignments, resin-rich or resin-

poor regions, etc. However, the literature is lacking, in general, any

definitive conclusions concerning the effect these detected defects have

upon the mechanical properties of the composite, such as stiffness,

strength, residual strength, or expected lifetime. (ERA citation

08:002750)

40. Sullivan, P. G., and Davis, L. W., "Nondestructive Testing Methods for

Graphite/Aluminum Composites," Nondestructive Evaluation and Flaw Criticality

for Composite Materials, ASTM STP 696, Edited by R. B. Pipes, 1979, pp. 339-354.

No abstract available.
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41. Pettit, D. E. "Characterization of Impact Damage in Composite Laminates,"
Nondestructive Evaluation and Flaw Criticality for Composite Materials, ASTM STP

696, Edited by R. B. Pipes, 1979, pp. 101-124.

The potential application of the Holscan 400 as a laboratory tool to

monitor and characterize impact damage in graphite/epoxy composite

material was evaluated. Impact damage in 16- to 32-ply-thick material

was examined. A number of modifications were made to the basic

Holscan system and the unit evaluated in terms of impact damage

characterization ability and ease of operation in a laboratory

environment. The results showed several of the modifications to be

needed to provide a system with the desired capability and ease of

operation.

42. Henneke, E. G., I, and 3ones, T. S., "Detection of Damage in Composite Materials

by Vibrothermography," Nondestructive Evaluation and Flaw Criticality for

Composite Materials, ASTM STP 696, Edited by R. B. Pipes, 1979, pp. 83-95.

A new nondestructive inspection method, vibrothermography, has been

studied here to determine its degree of application to the investigation

of damage in composite materials. Subsurface damaged regions

containing delaminations, relatively large matrix cracks, or matrix

crazing are easily located by the method. A three-dimensional

anisotropic heat-conduction model, solved by a finite-difference method,

has shown that the surface heat patterns monitored by thermography

represent accurately the geometry and extent of the subsurface heat

source.

43. Dance W. E., and Middlebrook, J. B., "Neutron Radiographic Nondestructive

Inspection for Bonded Composite Structures," Nondestructive Evaluation and Flaw

Criticality for Composite Materials, ASTM STP 696, Edited by R. B. Pipes, 1979,

pp. 57-71.

Neutron radiography was found to be effective as a nondestructive

inspection technique for detection of bondline voids/defects in a variety

of composite structures. Radiographic data are presented in this paper

from typical structures for which the neutron radiographic inspection
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technique offers advantages over more conventional inspection

techniques. Complex composite joints such as box beam members, for

example, are difficult to inspect by ultrasonic techniques, and the X-ray

attenuation coefficients of the different materials in composite/metal

combinations differ in such a manner as to yield very little

nondestructive inspection (NDI) information regarding the integrity of

the bond. Accurate bondline defect information was achieved in such

structures utilizing a transportable californium-252 (2 5 2 Cf) neutron

radiography system containing approximately 2 mg of 2 5 2 CF isotope.

Through techniques developed at Vought Corp. Advanced Technology

Center, resolution of simulated bondline voids as small as 0.127 mm

(0.005 in.) diameter in laminated graphite/epoxy specimens was

achieved. It is expected that continuing improvements in imaging

techniques, and in mobility of neutron sources for radiography, will

spawn wide usage of the neutron technique for nondestructive inspection

of complex wing joints, control surfaces, and other airframe structures.

44. Heyman, 3. S., and Cantrell, 3. H., Jr., "Effects of Material Inhomogeneities on

Ultrasonic Measurements: The Problem and a Solution," Nondestructive Evaluation

and Flaw Criticality for Composite Materials, ASTM STP 696, Edited by R. B. Pipes,

1979, pp. 45-56.

Most ultrasonic measurements of materials involve the generation of an

acoustic wave and the propagation of that wave from a transducer

through a coupling medium to a specimen under test. After interacting

with the specimen, the wave propagates through the coupling medium to

a receiving transducer and is converted to an electrical signal. The

information presented to the observer by the electrical signal depends on

each element of the system.

In this paper, we examine the role that the receiving transducer plays in

ultrasonic measurements. The phase-sensitive nature of conventional

receiving transducers has for the most part, been neglected in

nondestructive evaluations. This is shown to lead to significant data

misinterpretation.
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A new acoustoelectric transducer (AET) has been developed which is

phase insensitive. Comparative data obtained with both conventional

and AET transducers are presented and discussed. The AET is shown to

produce more accurate measurements for the cases investigated.

45. Liber, T., Daniel, I. M., and Schramm, S. W., "Ultrasonic Techniques for Inspecting

Flat and Cylindrical Composite Specimens," Nondestructive Evaluation and Flaw

Criticality for Composite Materials, ASTM STP 696, Edited by R. B. Pipes, 1979, pp.

5-25.

Ultrasonic techniques are discussed for inspection and evaluation of flat
and cylindrical composite specimens. Immersion ultrasonic techniques

are described using a 5-MHz broad-band focused transducer in the pulse-
echo mode. Two types of recording methods are employed, conventional

pen-lift C-scanning and analog scanning, augmented with photographs of

oscilloscope traces of the pulse at selected locations. The complete

scanning system is described, including a fixture for scanning tubular

specimens. The techniques discussed are applied to monitoring flaw
growth in graphite/epoxy coupons of (0/+ 45/90)s)2 and (02/+ 45)2s layups

with four types of initial flaws subjected to fully reversed spectrum

fatigue loading. The flaws investigated are (1) circular hole, (2)

embedded film patch, (3) internal ply gap, and (4) surface scratches. It
was found that, in general, flaw growth is greater in specimens of (0/ +

45/90)s)2 layup than in those of (02/+ 5)2s layup. The residual tensile
strengths for the preceding specimens, determined after four lifetimes

of fatigue testing, are not significantly lower than the initial strengths.
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10.0 ACRONMYS

AES auger electron spectroscopy

BOP buckling of panels

CLS cracked lap shear

CODSTRAN composite durability structural analysis

DCB double cantilever beam

DDS diaminodiphenyl sulphone

DIB di-iodo-butane

DMA dynamic mechanical analysis

DR-FTIR diffuse reflectance-Fourier transform infrared spectroscopy

DSC differential scanning calorimetry

EDX SEM/microprobe energy dispersive X-ray analysis

ENF end-notched flexure

ESCA electron spectroscopy for chemical analysis

FALN failure analysis logic network

FEP fluoronated ethylene propylene

GPC gel permeation chromatography

GR-EP,

GR/EP, GR/E graphite-epoxy

HPLC high-pressure liquid chromatography

IR infrared

MMF mixed-mode flexure

MTS mechanical testing systems

NASTRAN NASA structural analysis program

NDE nondestructive evaluation

NTIS National Technical Information Service

PGC pyrolysis-gas chromatography

PGC/MS pyrolysis-gas chromatography/mass spectroscopy

SEM scanning electron microscopy

SIMS secondary ion mass spectroscopy

STAGS structural analysis of general shells

STEM scanning transmission electron microscopy

TEM transmission electron microscopy

Tg glass transition temperature
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TGDDM-DDS tetraglycidyl diaminodiphenyl methane-diaminodiphenyl sulphone
TMA thermomechanical analysis

TTU through-transmission ultrasonics

VIPASA vibration and instability of plate assemblies including shear and anisotropy
WDX SEM/microprobe wavelength dispersive X-ray analysis

XPS X-ray photoelectron spectroscopy
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